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1. Overall description:

MSG TFES would like to inform 3GPP TSG RAN that MSG TFES have been implementing 5G NR UE harmonised standard EN 301 908-25 release 15, which is aligned with 3GPP specifications of TS 38.101-1, TS 38.101-2 and TS 38.101-3 release 15 from TSG RAN4 in terms of core requirements and TS38.521-1, TS 38 521-2 and TS 38.521-3 developed by TSG RAN5 for UE conformance testing.  

Currently, the first release of EN 301 908-25 V15.1.1_0.0.7 reaches the mature draft status and will be sent to Commission for the first assessment.
During the implement process, MSG TFES noticed that 3GPP TSG RAN4 and RAN5 have continuously revised and improved the specifications.  We have acknowledged this effort and kept updating EN 301 908-25 accordingly. Despite the efforts and improvement made, we noticed that there are still some editorial issues left including typos and ambiguity in text description in the corresponding 3GPP specifications. . In particular, the table numbers and section numbers used as reference in TS 38.521-1, TS 38 521-2 and TS 38.521-3 sometimes point to wrong tables and sections. 

MSG TFES would like to respectfully suggest considering revising and cleaning up the latest version of  3GPP specifications TS 38.101-1, TS 38.101-2 and TS 38.101-3 for release15 and the latest available version of TS38.521-1, TS 38 521-2 and TS 38.521-3, which capture the conformance testing for release 15 requirements. Please consider the requirements in Table A-1, A-2 and A-3 from Annex A of EN 301 908-25 which have been included in Harmonised Standard with high priority. 

Table A-1: Relationship between the present document and
the essential requirements of Directive 2014/53/EU for devices operating in frequency range 1
	Harmonised Standard ETSI EN 301 908-25

	Requirement
	Requirement Conditionality

	No
	Description
	Essential requirements of Directive
	Clause(s) of the present document
	U/C
	Condition

	1
	Transmitter maximum output power
	3.2
	4.1.2.2
	U
	

	2
	Transmitter minimum output power
	3.2
	4.1.2.3
	U
	

	3
	Transmitter spectrum emission mask 
	3.2
	4.1.2.4
	U
	

	4
	Transmitter Adjacent Channel Leakage Power Ratio
	3.2
	4.1.2.5
	U
	

	5
	Transmitter spurious emissions
	3.2
	4.1.2.6
	U
	

	6
	Receiver Reference Sensitivity Level
	3.2
	4.1.2.7
	U
	

	7
	Receiver adjacent channel selectivity (ACS)
	3.2
	4.1.2.8
	
	

	8
	Receiver blocking characteristics
	3.2
	4.1.2.9
	U
	

	9
	Receiver spurious response
	3.2
	4.1.2.10
	U
	

	10
	Receiver intermodulation characteristics
	3.2
	4.1.2.11
	U
	

	11
	Receiver spurious emissions
	3.2
	4.1.2.12
	U
	

	12
	Transmit OFF power
	3.2
	4.1.2.13
	U
	



Table A-2: Relationship between the present document and
the essential requirements of Directive 2014/53/EU for devices operating in frequency range 2
	Harmonised Standard ETSI EN 301 908-25

	Requirement
	Requirement Conditionality

	No
	Description
	Essential requirements of Directive
	Clause(s) of the present document
	U/C
	Condition

	1
	Transmitter maximum output power
	3.2
	4.2.2.2
	U
	

	2
	Transmitter minimum output power
	3.2
	4.2.2.3
	U
	

	3
	Transmitter spectrum emission mask 
	3.2
	4.2.2.4
	U
	

	4
	Transmitter Adjacent Channel Leakage Power Ratio
	3.2
	4.2.2.5
	U
	

	5
	Transmitter spurious emissions
	3.2
	4.2.2.6
	U
	

	6
	Receiver Reference Sensitivity Level
	3.2
	4.2.2.7
	U
	

	7
	Receiver adjacent channel selectivity (ACS)
	3.2
	4.2.2.8
	
	

	8
	Receiver blocking characteristics
	3.2
	4.2.2.9
	U
	

	9
	Receiver spurious emissions
	3.2
	4.2.2.12
	U
	



Table A-3: Relationship between the present document and
the essential requirements of Directive 2014/53/EU for devices operating in internetworking with other radios
	Harmonised Standard ETSI EN 301 908-25

	Requirement
	Requirement Conditionality

	No
	Description
	Essential requirements of Directive
	Clause(s) of the present document
	U/C
	Condition

	1
	Transmitter maximum output power
	3.2
	4.3.2.2
	U
	

	2
	Transmitter minimum output power
	3.2
	4.3.2.3
	U
	

	3
	Transmitter spectrum emission mask 
	3.2
	4.3.2.4
	U
	

	4
	Transmitter Adjacent Channel Leakage Power Ratio
	3.2
	4.3.2.5
	U
	

	5
	Transmitter spurious emissions
	3.2
	4.3.2.6
	U
	

	6
	Receiver Reference Sensitivity Level
	3.2
	4.3.2.7
	U
	

	7
	Receiver adjacent channel selectivity (ACS)
	3.2
	4.3.2.8
	
	

	8
	Receiver blocking characteristics
	3.2
	4.3.2.9
	U
	

	9
	Receiver spurious response
	3.2
	4.3.2.10
	U
	

	10
	Receiver intermodulation characteristics
	3.2
	4.3.2.11
	U
	

	11
	Receiver spurious emissions
	3.2
	4.3.2.12
	U
	




MSG TFES looks forward to further collaboration with TSG RAN on this issue.

2. Date of next meetings of the originator:
20-22 September 2021		TFES#70	   Online
17-19 January 2022		TFES#71	   Sophia Antipolis TBC
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