1


[bookmark: _Toc518912749]3GPP TSG-RAN WG4 Meeting # 100-e                                                            R4-2112195
Electronic Meeting, August 16-27, 2021

	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.307
	CR
	
	rev
	-
	Current version:
	17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Draft CR to TS38.307 on introduction of UL 7.5KHz frequency shift for n34 and n39

	
	

	Source to WG:
	  CMCC

	Source to TSG:
	  R4

	
	

	Work item code:
	DSS_LTE_B34_NR_Bn34_LTE_B39_NR_Bn39
	
	Date:
	2021-08-02

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	[bookmark: _Hlk17771990]Reason for change:
	Introduction of UL 7.5KHz frequency shfit for n34 and n39 from Rel-15 in order to support LTE/NR dynamic spectrum sharing on these two bands.

	
	

	Summary of change:
	Introduction of UL 7.5KHz frequency shift for n34 and n39 from Rel-15


	
	

	Consequences if not approved:
	LTE/NR dynamic spectrum sharing cannot be supported on n34 and n39.

	
	

	Clauses affected:
	5.6, B.4.7

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	





<Start of 1st Changes>
[bookmark: _Toc60857174][bookmark: _Toc60857245][bookmark: _Toc59649912][bookmark: _Toc61357176][bookmark: _Toc61358950][bookmark: _Toc67915887][bookmark: _Toc75533430][bookmark: _Toc75819315][bookmark: _Toc76508159][bookmark: _Toc76717109]5.6	UL 7.5KHz shift for TDD band n40, n34 and n39
Requirements for a Rel-17 UE for UL 7.5KHz shift for TDD band n40, n34 and n39 within FR1 compared to TS 38.101-1 of Rel-17 [2] are introduced via this clause. For Band n40, n34 and n39, UL shift is only applicable to uplink transmissions using a 15 kHz SCS.
Table 5.3-2: UL 7.5KHz shift for band n40 in FR1
	Feature
	DL/UL
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the configuration was introduced)

	7.5KHz UL shift for band n40, n34 and n39 in FR1
	UL
	TDD
	Rel-15
	Table B.4.7-1


<End of 1st Changes>
<Start of 2nd Changes>
[bookmark: _Toc60857202][bookmark: _Toc60857273][bookmark: _Toc61185272][bookmark: _Toc61185352][bookmark: _Toc61185400][bookmark: _Toc66390506][bookmark: _Toc66390608][bookmark: _Toc68702018][bookmark: _Toc68702504][bookmark: _Toc68702622][bookmark: _Toc68702727][bookmark: _Toc68702806][bookmark: _Toc74643142][bookmark: _Toc76540706]B.4.7		Common UE RF requirements for UL 7.5KHz shift for TDD band n40, n34 and n39
The requirements and test cases listed in Table B.4.7-1 are specified in REL-17 version of TS 38.101-1 [2]. For Band n40, n34 and n39, UL shift is only applicable to uplink transmissions using a 15 kHz SCS.


Table B.4.7-1: Common UE RF requirements for UL 7.5KHz shift for TDD Band n40
	Clause
	Description

	5.4.2.1
	NR-ARFCN and channel raster (7.5kHz frequency shift for TDD band n40, n34 and n39) 


<End of 2nd Changes>
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