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<Start of Change 1>
A.4.6.7.1	L1-SINR measurement with CSI-RS based CMR and no dedicated IMR when DRX is not used
A.4.6.7.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-SINR measurement based on CSI-RS CMR without dedicated IMR. This test will partly verify the L1-SINR measurement requirements in clause 9.8.4.1, with the testing configurations for NR cells in Table A. 4.6.X17.1.1-1.
Table A.4.6.7.1.1-1: Applicable NR configurations for FR1 CSI-RS based L1-SINR test
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.4.6.7.1.2	Test parameters
There are two cells in the test, E-UTRAN PCell (Cell 1) and FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.6.7.1.2-1 and Table A.4.6.7.1.2-2 below. 
In CSI measurement configuration, UE is indicated to perform L1-SINR measurement on the CSI-RS and report aperiodically. The test consists of a single time period T1, during which the UE is triggered via DCI to report L1-SINR on aperiodic CSI-RS resources. After 80ms from the beginning of the test, the DCI trigger comes in slot n (1 Config 1,2,4,5 and 8 for Config 3,6) of a frame and UE provides the report back based on the reporting configuration as defined in Table A.4.6.X7.Y1.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured to perform RLM and BFD based on the SSBs.
Table A.4.6.7.1.2-1: General test parameters
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~6
	
	freq1

	Duplex mode
	1,4
	
	FDD

	
	2,5
	
	TDD

	
	3,6
	
	TDD

	TDD Configuration
	1,4
	
	N/A

	
	2,5
	
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD 

	
	2,5
	
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD 

	
	2,5
	
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.3 FR1  

	
	2,5
	
	SSB.3 FR1

	
	3,6
	
	SSB.4 FR1

	CSI-RS configuration
	1,4
	
	CSI-RS.1.3 FDD

	
	2,5
	
	CSI-RS.1.3 TDD

	
	3,6
	
	CSI-RS.2.3 TDD

	OCNG Patterns
	1~6
	
	OP.1

	TRS Configuration
	1,4
	
	TRS.1.1 FDD

	
	2,5
	
	TRS.1.1 TDD

	
	3,6
	
	TRS.1.2 TDD

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~6
	
	SMTC.1

	DRX configuration
	1~6
	
	Off

	reportConfigType
	1~6
	
	aperiodic

	reportQuantity-r16
	1~6
	
	cri-SINR-r16

	Number of reported RS
	1~6
	
	2

	qcl-Info
	1~6
	
	SSB#0 for resource#0

	
	
	
	SSB#1 for resource#1

	reportSlotOffsetList
	1~6
	slots
	26

	T1
	1~6
	s
	5

	EPRE ratio of PSS to SSS
	1~6
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	Propagation condition
	1~6
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table A.4.6.7.1.2-2: CSI-RS specific test parameters
	Parameter
	Config
	Unit
	CSI-RS#0

	CSI-RS#1


	[image: ]Note1
	1~6
	dBm/15kHz
	-94.65

	[image: ]Note1
	1,2,4,5
	dBm/SSB SCS
	-94.65

	
	3,6
	
	-91.65

	[image: ]
	1~6
	dB
	
0
	3

	CSI-RS RSRP Note3
	1,2,4,5
	dBm/SSB SCS
	
-94.65
	
-91.65

	
	3,6
	
	
-91.65
	
-88.65

	Io Note2
	1,2,4,5
	dBm/9.36 MHz
	
-63.69
	
-61.93

	
	3,6
	dBm/38.16 MHz
	
-57.59
	
-55.84

	[image: ]
	1~6
	dB
	
0
	
3

	
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3: 	CSI-RS RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



<End of Change 1>
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