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< Unchanged sections omitted >

[bookmark: _Toc535476150]A.4.3.2.2.1	4-step RA type contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in clause A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.1.1-1. UE capable of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.1.1-2.
Table A.4.3.2.2.1.1-1: Supported test configurations for contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.1.1-2: General test parameters for contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 3 in FR1
	As defined in A.3.10

	
	Config 3,4
	
	SSB pattern 4 in FR1
	

	
	
	
	

	
	
	
	

	Duplex Mode for Cell 2
	Config 1,2
	
	FDD
	

	
	Config 3,4
	
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.2.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters 
	Config 1,2
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	Note 4
	Config 3,4
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,2
	
	CR.1.1 FDD
	

	
	Config 3,4
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,2
	
	CCR.1.1 FDD
	

	
	Config 3,4
	
	CCR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	0
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is setto be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	For symbols without SSB 

	
	Config 3,4
	
	-62.2/38.16MHz
	index 1

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 1
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.1.2	Test Requirements
Contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.
A.4.3.2.2.1.2.1	Random Access Preamble Transmission
To test the UE behavior specified in Clause 6.2.2.2.1.1 the System Simulator shall receive the Random Access Preamble which belongs to one of the Random Access Preambles associated with the SSB with index 0, which has SS-RSRP above the configured rsrp-ThresholdSSB.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.1.2.2	Random Access Response Reception
To test the UE behavior specified in Clause 6.2.2.2.1.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.1.2.3	No Random Access Response Reception
To test the UE behavior specified in clause 6.2.2.2.1.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.1.2.4	Receiving an UL grant for msg3 retransmission
To test the UE behavior specified in clause 6.2.2.2.1.4, the System Simulator shall provide an UL grant for msg3 retransmission following a successful Random Access Response.
The UE shall re-transmit the msg3 upon the reception of an UL grant for msg3 retransmission..
A.4.3.2.2.1.2.5	Void
ClauseA.4.3.2.2.1.2.6	Void
ClauseA.4.3.2.2.1.2.7	Contention Resolution Timer expiry
To test the UE behavior specified in Clause 6.2.2.2.1.6 the System Simulator shall not send a response to a msg3.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.
A.4.3.2.2.2	4-step RA type non-contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.2 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in clause A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.2.1-1. UE capable of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.2.1-2 for SSB-based non-contention based random access test (Test 1) and CSI-RS-based non-contention based random access test (Test 2). Test 2 is only applicable to UE which supports csi-RSRP-AndRSRQ-MeasWithSSB or csi-RSRP-AndRSRQ-MeasWithoutSSB.
Table A.4.3.2.2.2.1-1: Supported test configurations for non-contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 3 in FR1
	SSB pattern 3 in FR1
	As defined in A.3.10

	
	Config 3,4
	
	SSB pattern 4 in FR1
	SSB pattern 4 in FR1
	

	CSI-RS Configuration
	Config 1,2
	
	N/A
	CSI-RS.1.1 FDD
	As defined in  A.3.1.4

	
	Config 3,4
	
	
	CSI-RS.2.1 TDD
	

	Duplex Mode for Cell 
	Config 1,2
	
	FDD
	FDD
	

	2
	Config 3,4
	
	TDD
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.2.1
	TDDConf.2.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters 
	Config 1,2
	
	SR.1.1 FDD
	SR.1.1 FDD
	As defined in 

	Note 4
	Config 3,4
	
	SR.2.1 TDD
	SR.2.1 TDD
	A.3.1.1.

	RMSI CORESET Reference Channel
	Config 1,2
	
	CR.1.1 TDD
	CR.1.1 TDD
	

	
	Config 3,4
	
	CR.2.1 TDD
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,2
	
	CCR.1.1 TDD
	CCR.1.1 TDD
	

	
	Config 3,4
	
	CCR.2.1 TDD
	CCR.2.1 TDD
	

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	
	
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	0
	0
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	SSB with index 0
	

	dB
	3
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	-98
	

	
	
	Config 3,4
	
	-101
	-101
	

	
	

	dB
	3
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	-95
	

	SSB with index 1
	

	dB
	-17
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	-98 
	

	
	
	Config 3,4
	
	-101
	-101
	

	
	

	dB
	-17
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	-65.3/9.36MHz
	For symbols

	
	Config 3,4
	
	-62.2/38.16MHz
	-62.2/38.16MHz
	without SSB index 1

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 2
	FR1 PRACH configuration 3
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.2.2	Test Requirements
Non-Contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink. In the test, the non-contention based random access procedure is not initialized for Other SI requested from UE or beam failure recovery.
A.4.3.2.2.2.2.1	SSB-based Random Access Preamble Transmission
In Test-1, to test the UE behavior specified in Clause 6.2.2.2.2.1 for SSB-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with SSBs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the SSB with index 0.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the SSB with index 0, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-ssb-OccasionMaskIndex.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2.. The power of the first preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.2.2.2	CSI-RS-based Random Access Preamble Transmission
In Test-2, to test the UE behavior specified in Clause 6.2.2.2.2.1 for CSI-RS-based Random Access Preamble tranmsision, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with CSI-RSs configured, the System Simulator shall receive the Random Access Preamble which has the Preamble Index associated with the CSI-RS configured.
In addition, the System Simulator shall receive the Random Access Preamble on the PRACH occasion which belongs to the PRACH occasions corresponding to the CSI-RS configured, and the selected PRACH occasion shall belongs to the PRACH occassions permitted by the restrictions given by the ra-OccasionList.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.2.2.3	Random Access Response Reception
To test the UE behavior specified in Clause 6.2.2.2.2.2 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a Random Access Response not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for Random Access Response(s) if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.2.2.4	No Random Access Response Reception
To test the UE behavior specified in clause 6.2.2.2.2.3 the System Simulator shall transmit a Random Access Response containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2 in TS38.321 [7], and transmit with the calculated PRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window configured in RACH-ConfigCommon.
In addition, the power applied to all preambles shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The relative power applied to additional preambles shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all PRACH transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.3	2-step RA type contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.3.1	Test Purpose and Environment
The purpose of this test is to verify that the behaviour of the random access procedure is according to the requirements and that the MsgA PRACH, MsgA PUSCH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.3 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in clause A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.3.1-1. UE capable of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.3.1-2.
Table A.4.3.2.2.3.1-1: Supported test configurations for 2-step RA type contention based random access test in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.3.1-2: General test parameters for 2-step RA type contention based random access test in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 3 in FR1
	As defined in A.3.10

	
	Config 3,4
	
	SSB pattern 4 in FR1
	

	Duplex Mode for Cell 2
	Config 1,2
	
	FDD
	

	
	Config 3,4
	
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.2.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 3 
	Config 1,2
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 3,4
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,2
	
	CR.1.1 FDD
	

	
	Config 3,4
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,2
	
	CCR.1.1 FDD
	

	
	Config 3,4
	
	CCR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	0
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured msgA-RSRP-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 2
	dBm/ SCS
	-95
	

	SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured msgA-RSRP-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 2
	dBm/ SCS
	-115
	

	Io
	Config 1,2
	dBm
	-65.3/9.36MHz
	For symbols without SSB

	
	Config 3,4
	
	-62.2/38.16MHz
	index 1

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	MsgA Configuration
	
	FR1 MsgA configuration 1
	As defined in A.3.20.2.1.

	msgA-RSRP-ThresholdSSB
	dBm
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.3.2	Test Requirements
Contention based random access is triggered by not explicitly assigning a random access preamble via dedicated signalling in the downlink.
A.4.3.2.2.3.2.1	MsgA Transmission
To test the UE behaviour specified in Clause 6.2.2.3.1.1 the System Simulator shall receive the MsgA with a preamble which belongs to one of the Random Access Preambles associated with the SSB with index 0, which has SS-RSRP above the configured msgA-RSRP-ThresholdSSB.
In addition, the power applied to all MsgA transmission shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first MsgA preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The power of the first MsgA PUSCH transmission shall be  dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18], where  indicates the MsgA PUSCH numerology. The relative power applied to additional MsgA transmissions shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all MsgA transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.3.2.2	MsgB Reception
To test the UE behaviour specified in Clause 6.2.2.3.1.2 the System Simulator shall transmit a MsgB with fallbackRAR containing a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a MsgB not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for MsgB(s) and shall transmit the msg3 if the MsgB with a fallbackRAR contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2a in TS 38.321 [7], and transmit with the calculated MsgA PRACH and MsgA PUSCH transmission power when the backoff time expires if all received MsgB’s contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.
In addition, the power applied to all MsgA transmission shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first MsgA preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The power of the first MsgA PUSCH transmission shall  dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18], where  indicates the MsgA PUSCH numerology. The relative power applied to additional MsgA transmissions shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all MsgA transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.3.2.3	No MsgB Reception
To test the UE behavior specified in clause 6.2.2.3.1.3 the System Simulator shall transmit a MsgB with fallbackRAR containing a successRAR message and a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2a in TS 38.321 [7], and transmit with the calculated MsgA PRACH and MsgA PUSCH transmission power when the backoff time expires if no MsgB  is received within the MsgB Response window.
In addition, the power applied to all MsgA transmission shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first MsgA preamble shall be -30 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The power of the first MsgA PUSCH transmission shall be  dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18], where  indicates the MsgA PUSCH numerology. The relative power applied to additional MsgA transmissions shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all MsgA transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.4	2-step RA type non-contention based random access test in FR1 for PSCell in EN-DC
A.4.3.2.2.4.1	Test Purpose and Environment
The purpose of this test is to verify that the behavior of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits. This test will verify the requirements in clause 6.2.2.3 and clause 7.1.2 in an AWGN model.
For this test two cells are used, with the configuration of Cell 1 (E-UTRA PCell) specified in clause A.3.7.2.1 and Cell 2 configured as PSCell in FR1. Supported test parameters are shown in Table A.4.3.2.2.4.1-1. UE capable of EN-DC with PSCell in FR1 needs to be tested by using the parameters in Table A.4.3.2.2.4.1-2.
Table A.4.3.2.2.4.1-1: Supported test configurations for non-contention based random access test for 2-step RA type in FR1 for PSCell in EN-DC
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations depending on UE capability



Table A.4.3.2.2.4.1-2: General test parameters for non-contention based random access test for 2-step RA type in FR1 for PSCell in EN-DC
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1,2
	
	SSB pattern 3 in FR1
	As defined in A.3.10

	
	Config 3,4
	
	SSB pattern 4 in FR1
	

	Duplex Mode for Cell 
	Config 1,2
	
	FDD
	

	2
	Config 3,4
	
	TDD
	

	TDD Configuration
	Config 3,4
	
	TDDConf.2.1
	

	OCNG Pattern Note 1 
	
	OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters 
	Config 1,2
	
	SR.1.1 FDD
	As defined in 

	Note 3
	Config 3,4
	
	SR.2.1 TDD
	A.3.1.1.

	RMSI CORESET Reference Channel
	Config 1,2
	
	CR.1.1 TDD
	

	
	Config 3,4
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,2
	
	CCR.1.1 TDD
	

	
	Config 3,4
	
	CCR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	0
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured msgA-RSRP-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP
	dBm/ SCS
	-95
	

	SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured msgA-RSRP-ThresholdSSB

	
	

	Config 1,2
	dBm/15kHz
	-98 
	

	
	
	Config 3,4
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1,2
	dBm
	-65.3/9.36MHz
	For symbols

	
	Config 3,4
	
	-62.2/38.16MHz
	without SSB index 1

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	Configured UE transmitted power (PCMAX,f,c)
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	MsgA Configuration
	
	FR1 MsgA configuration 2
	As defined in A.3.20.2.

	msgA-RSRP-ThresholdSSB
	dBm
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



A.4.3.2.2.4.2	Test Requirements
Non-Contention based random access is triggered by explicitly assigning a random access preamble via dedicated signalling in the downlink. In the test, the non-contention based random access procedure is not initialized for Other SI requested from UE or beam failure recovery.
A.4.3.2.2.4.2.1	MsgA Transmission
In Test-1, to test the UE behavior specified in Clause 6.2.2.3.2.1 for MsgA transmission, with the contention-free Random Access Resources and the contention-free PRACH occasions associated with SSBs configured, the System Simulator shall receive the MsgA which has the Preamble Index associated with the SSB with index 0.
In addition, the System Simulator shall receive the MsgA on the PRACH occasion which belongs to the PRACH occasions corresponding to the SSB with index 0, and the selected PRACH occasion shall belongs to the PRACH occasions permitted by the restrictions given first by the msgA-SSB-SharedRO-MaskIndex if configured, or next by the ra-ssb-OccasionMaskIndex if configured.
In addition, the power applied to all MsgA transmission shall be in accordance with what is specified in Clause 6.2.2.2. The power of the first preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The power of the first MsgA PUSCH transmission shall be   dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18] , where  indicates the MsgA PUSCH numerology. The relative power applied to additional MsgA transmissions shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all MsgA transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.4.2.2	MsgB Reception
To test the UE behavior specified in Clause 6.2.2.3.2.2 the System Simulator shall transmit a MsgB containing a successRAR MAC subPDU corresponding to the transmitted Random Access Preamble after 5 MsgA transmissions have been received by the System Simulator. In response to the first 4 preambles, the System Simulator shall transmit a MsgB not corresponding to the transmitted Random Access Preamble.
The UE may stop monitoring for MsgB if the MsgB contains a successRAR MAC subPDU corresponding to the transmitted Random Access Preamble.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2a in TS38.321 [7], and transmit with the calculated MsgA transmission power if Random Access Responses Reception has not been considered as successful.
In addition, the power applied to all MsgA transmissions shall be in accordance with what is specified in Clause 6.2.2.3. The power of the first preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The power of the first MsgA PUSCH transmission shall be   dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18] , where  indicates the MsgA PUSCH numerology. The relative power applied to additional MsgA transmissions shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all MsgA transmissions shall be within the accuracy specified in Clause 7.1.2.
A.4.3.2.2.4.2.3	No MsgB Reception
To test the UE behavior specified in clause 6.2.2.3.2.3 the System Simulator shall transmit a MsgB corresponding to the transmitted Random Access Preamble after 5 preambles have been received by the System Simulator. The System Simulator shall not respond to the first 4 preambles.
The UE shall again perform the Random Access Resource selection procedure specified in clause 5.1.2a in TS38.321 [7], and transmit with the calculated MsgA transmission power when the backoff time expires if no MsgB is received within the MsgB Response window configured in RACH-ConfigGenericTwoStepRA.
In addition, the power applied to all MsgA transmissions shall be in accordance with what is specified in Clause 6.2.2.3. The power of the first preamble shall be -22 dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18]. The power of the first MsgA PUSCH transmission shall be   dBm with an accuracy specified in clause 6.3.4.2 of TS 38.101-1 [18] , where  indicates the MsgA PUSCH numerology. The relative power applied to additional MsgA transmissions shall have an accuracy specified in clause 6.3.4.3 of TS 38.101-1 [18].
The transmit timing of all MsgA transmissions shall be within the accuracy specified in Clause 7.1.2.

< Unchanged sections omitted >

[bookmark: _Toc535476158]A.4.4.1	UE transmit timing
A.4.4.1.1	NR UE Transmit Timing Test for FR1
A.4.4.1.1.1	Test Purpose and environment
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNodeb and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2. Supported test configurations are shown in Table 4.4.1.1.1-1.
Table A.4.4.1.1.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	2
	LTE FDD, NR TDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	3
	LTE FDD, NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	4
	LTE TDD, NR FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	5
	LTE TDD, NR TDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	6
	LTE TDD, NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	Note:	The UE is only required to be tested in one of the supported test configurations 



The test consists of E-UTRA PCell and NR PSCell. The configuration for E-UTRA is given in A.3.7.2.1. Table A.4.4.1.1.1-2 defines the parameters to be configured and strength of the transmitted signals. The transmit timing is verified by the UE transmitting SRS using the configuration defined in Table A.4.4.1.1.1-3.
Table A.4.4.1.1.1-2: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2
	Band Group

	SSB ARFCN
	
	1,2,3,4,5,6
	Freq1
	Freq1
	

	Duplex Mode
	
	1,4
	FDD
	

	
	
	2,3,5,6
	TDD
	

	TDD configuration
	
	1,4
	Not Applicable
	

	
	
	2,5
	TDDConf.1.1
	

	
	
	3,6
	TDDConf.2.1
	

	BWchannel
	MHz
	1,4
	10: NRB,c = 52
	

	
	
	2,5
	10: NRB,c = 52
	

	
	
	3,6
	40: NRB,c = 106
	

	Initial BWP Configuration
	
	1,2,3,4,5,6
	DLBWP.0.1
ULBWP.0.1
	

	Dedicated BWP Configuration
	
	1,2,3,4,5,6
	DLBWP.1.1
ULBWP.1.1
	

	DRx Cycle
	ms
	1,2,3,4,5,6
	N/A
	DRX.8Note5
	

	PDSCH Reference 
	
	1,4
	SR.1.1 FDD
	

	measurement channel
	
	2,5
	SR.1.1 TDD
	

	
	
	3,6
	SR.2.1 TDD
	

	RMSI CORESET Reference
	
	1,4
	CR.1.1 FDD
	

	Channel
	
	2,5
	CR.1.1 TDD
	

	
	
	3,6
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	
	1,4
	CCR.1.1 FDD  
	

	
	
	2,5
	CCR.1.1 TDD
	

	
	
	3,6
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1,2,3,4,5,6
	OP.1
	

	SSB configuration
	
	1,4
	SSB.1 FR1
	

	
	
	2,5
	SSB.1 FR1
	

	
	
	3,6
	SSB.2 FR1
	

	SMTC configuration
	
	1,2,3,4,5,6
	SMTC.2
	

	TRS configuration
	
	1,4
	TRS.1.1 FDD
	

	
	
	2,5
	TRS.1.1 TDD
	

	
	
	3,6
	TRS.1.2 TDD
	

	PDSCH/PDCCH
	kHz
	1,2,4,5
	15
	

	subcarrier spacing
	
	3,6
	30
	

	EPRE ratio of PSS to SSS
	
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	1,2,3,4,5,6
	0
	0
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3,4,5,6
	-98
	-98
	

	
Note2
	dBm/SCS
	1,2,4,5
	-98
	-98
	

	
	
	3,6
	-95
	-95
	

	

	
	1,2,3,4,5,6
	3
	3
	

	

	
	1,2,3,4,5,6
	3
	3
	

	SS-RSRPNote3
	dBm/SCS
	1,2,4,5
	-95
	-95
	

	
	
	3,6
	-92
	-92
	

	IoNote3
	dBm/9.36MHz
	1,2,4,5
	-65.2
	-65.2
	

	
	dBm/38.1MHz
	3,6
	-59.2
	-59.2
	

	Propagation condition
	
	1,2,3,4,5,6
	AWGN
	

	SRS Config
	
	1,2,4,5
	SRSConf.1Note6
	SRSConf.3Note6
	

	
	
	3, 6
	SRSConf.1Note6
	SRSConf.2Note6
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	DRx related parameters are given in Table A.3.3.8-1
Note 6:	SRS configs are given in Table A.4.4.1.1.1-3



Table A.4.4.1.1.1-3: SRS Configuration for Timing Accuracy Test
	
	Field
	SRSConf.1
	SRSConf.2
	SRSConf.3
	Comments

	SRS-
	srs-ResourceSetId
	0
	0
	0
	

	ResourceSet
	srs-ResourceIdList
	0
	0
	0
	

	
	resourceType
	Periodic
	Periodic
	Periodic
	

	
	Usage
	Codebook
	Codebook
	Codebook
	

	SRS-Resource
	SRS-ResourceId
	0
	0
	0
	

	
	nrofSRS-Ports
	Port1
	Port1
	Port1
	

	
	transmissionComb 
	n2
	n2
	n2
	

	
	combOffset-n2
	0
	0
	0
	

	
	cyclicShift-n2
	0
	0
	0
	

	
	resourceMapping
startPosition
	0
	0
	0
	

	
	resourceMapping
nrofSymbols	
	n1
	n1
	n1
	

	
	resourceMapping
repetitionFactor
	n1
	n1
	n1
	

	
	freqDomainPosition
	0
	0
	0
	

	
	freqDomainShift
	0
	0
	0
	

	
	freqHopping
c-SRS
	14 for test configuration 1,2,4,5
25 for test configuration 3,6
	25
	14
	Matches NRB,c

	
	freqHopping
b-SRS
	0
	0
	0
	

	
	freqHopping
b-hop
	0
	0
	0
	

	
	groupOrSequenceHopping
	Neither
	Neither
	Neither
	

	
	resourceType
	Periodic
	Periodic
	Periodic
	

	
	periodicityAndOffset-p
	sl1, 0
	sl640, 5
	sl320, 3
	Offset to align with DRx periodicity 

	
	sequenceId
	0
	0
	0
	Any 10 bit number



A.4.4.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test
1)	Set up E-UTRA PCell according to parameters given in Table A.3.7.2.1-1 and setup NR PSCell according to parameters given in Table A.4.4.1.1.1-1.
2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within (NTA + NTA_offset)×Tc ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 25600 
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1.2-1
3)	The test system shall adjust the timing of the DL path by values given in Table A.4.4.1.1.2-1
Table A.4.4.1.1.2-1: Adjustment Value for DL Timing
	SCS of SSB signals (kHz)
	Adjustment Value

	
	Test1
	Test2

	15
	+64*64Tc
	+32*64Tc

	30
	+32*64Tc
	+16*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in Clause 7.1.2 Table 7.1.2.1-1 until the UE transmit timing offset is within (NTA + NTA_offset) ×Tc ± Te respective to the first detected path (in time) of DL SSB. Skip this step for test 2 with DRX configured.
5)	The test system shall verify that the UE transmit timing offset stays within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB. For Test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment.
A.4.4.2	UE timer accuracy
A.4.4.3	Timing advance
A.4.4.3.1	EN-DC FR1 timing advance adjustment accuracy
A.4.4.3.1.1	Test Purpose and Environment
The purpose of the test is to verify UE Timing Advance adjustment delay and accuracy requirement defined in clause 7.3.
A.4.4.3.1.2	Test Parameters
Supported test configurations are shown in table A.4.4.3.1.2-1. Both timing advance adjustment delay and accuracy are tested by using the parameters in table A.4.4.3.1.2-2, A.4.4.3.1.2-3 and A.4.4.3.1.2-4. The configuration of Cell 1 (LTE PCell) is specified in clause A.3.7.2.1.
In all test cases, two cells are used. Cell 1 is the PCell in the primary Timing Advance Group (pTAG) and cell 2 is the PSCell is in the secondary Timing Advance Group (sTAG). Each test consists of two successive time periods, with time duration of T1 and T2 respectively. In each time period, timing advance commands for sTAG are sent to the UE and Sounding Reference Signals (SRS), as specified in table A.4.4.3.1.2-3, are sent from the UE and received by the test equipment. By measuring the reception of the SRS, the transmit timing, and hence the timing advance adjustment accuracy, can be measured for PSCell in sTAG.
During time period T1, the test equipment shall send one message with a Timing Advance Command MAC Control Element for sTAG, as specified in clause 6.1.3.4 in TS 38.321 [7]. The Timing Advance Command value shall be set to 31, which according to clause 4.2 in TS 38.213 [3] results in zero adjustment of the Timing Advance. In this way, a reference value for the timing advance for sTAG used by the UE is established.
During time period T2, the test equipment shall send a sequence of messages with Timing Advance Command MAC Control Elements for sTAG, with Timing Advance Command value specified in table A.4.4.3.1.2-2. This value shall result in changes of the timing advance for sTAG used by the UE, and the accuracy of the change shall then be measured, using the SRS sent from the UE.
As specified in clause 7.3.2.1, the UE adjusts its uplink timing at slot n+k for a timing advance command received in slot n. This delay must be taken into account when measuring the timing advance adjustment accuracy, via the SRS sent from the UE.
The UE Time Alignment Timer, described in clause 5.2 in TS 38.321, shall be configured so that it does not expire in the duration of the test.
Table A.4.4.3.1.2-1: Timing advance supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.4.3.1.2-2: General test parameters for timing advance
	Parameter
	Unit
	Value
	Comment

	RF channel number
	
	Cell 1: 1
Cell 2: 2
	1 for E-UTRAN PCell
2 for NR PSCell

	Initial DL BWP
	
	DLBWP.0.1
	As specified in Table A.3.9.2.1-1

	Dedicated DL BWP
	
	DLBWP.1.1
	As specified in Table A.3.9.2.2-1

	Initial UL BWP
	
	ULBWP.0.1
	As specified in Table A.3.9.3.1-1

	Dedicated UL BWP
	
	ULBWP.1.1
	As specified in Table A.3.9.3.2-1

	Timing Advance Command (TA) value during T1
	
	31
	NTA_new = NTA_old  for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	For 15 kHz SCS NTA_new = NTA_old  + 8192*Tc 
For 30 kHz SCS NTA_new = NTA_old  + 4096*Tc 
(based on equation in clause 4.2 of TS 38.213 [3])

	T1
	s
	5
	

	T2
	s
	5
	



Table A.4.4.3.1.2-3: Cell specific test parameters for timing advance
	Parameter
	Unit
	Test1

	
	
	T1
	T2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	BWP BW
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference 
	Config 1,4
	
	SR.1.1 FDD 

	measurement
	Config 2,5
	
	SR.1.1 TDD

	channel
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET Reference 
	Config 1,4
	
	CR.1.1 FDD

	Channel
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC configuration
	Config 1,2,4,5
	
	SMTC.1 FR1

	
	Config 3,6
	
	SMTC.2 FR1

	PDSCH/PDCCH 
	Config 1,2,4,5
	kHz
	15 kHz

	subcarrier spacing
	Config 3,6
	
	30 kHz

	PUCCH/PUSCH 
	Config 1,2,4,5
	kHz
	15 kHz

	subcarrier spacing
	Config 3,6
	
	30 kHz

	EPRE ratio of PSS to SSS
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-98

	
	Config 3,6
	
	-95

	

	dB
	3

	

	dB
	3

	IoNote3
	Config 1,2,4,5
	dBm/9.36MHz
	-67.57

	
	Config 3,6
	dBm/38.16MHz
	-62.58

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.4.4.3.1.2-4: Sounding Reference Symbol Configuration for timing advance
	Field
	Value
	Comment

	c-SRS
	Config 1,2,4,5
	12
	Frequency hopping is disabled

	
	Config 3,6
	24
	

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	sl5=2 for SCS 15kHz
sl5=4 for SCS 30kHz
	Once every 5 slots

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	Codebook
	Codebook based UL transmission

	startPosition
	0
	resourceMapping setting. SRS on last

	nrofSymbols
	n1
	symbol of slot, and 1symbols for SRS

	repetitionFactor
	n1
	without repetition.

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note:	For further information see clause 6.3.2 in TS 38.331 [2].




A.4.4.3.1.3	Test Requirements
The UE shall apply the signalled Timing Advance value for PSCell in sTAG to the transmission timing at the designated activation time i.e. k+1 slots after the reception of the timing advance command, where k=5.
The Timing Advance adjustment accuracy for PSCell in sTAG shall be within the limits specified in clause 7.3.2.2.
The rate of correct Timing Advance adjustments observed during repeated tests shall be at least 90%.

< Unchanged sections omitted >

[bookmark: _Toc535476267]A.4.6.2.1	EN-DC event triggered reporting tests for FR1 cell without SSB time index detection when DRX is not used
A.4.6.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR1 on NR RF channel 2.  The test parameters and configurations are given in Tables A.4.6.2.1.1-1, A.4.6.2.1.1-2, and A.4.6.2.1.1-3.
In test 1 measurement gap pattern configuration # 0 as defined in Table A.4.6.2.1.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #4 as defined in Table A.4.6.2.1.1-2 is provided for UE that support per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.4.6.2.1.1-1.
Table A.4.6.2.1.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR1
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table A.4.6.2.1.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	4
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	9
	9
	

	A3-Offset
	dB
	Config 1,2,3,4,5,6
	-6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3 ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3 s
	Synchronous cells.

	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	1
	1
	



Table A.4.6.2.1.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD

	
	
	Config 2,3,5,6
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.1.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.2.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	TRS configuration
	
	Config 1,4
	TRS.1.1 FDD
	NA

	
	
	Config 2,5
	TRS.1.1 TDD
	NA

	
	
	Config 3,6
	TRS.1.2 TDD
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1
	OP.1

	PDSCH Reference 
	
	Config 1,4
	SR.1.1 FDD
	-

	measurement channel
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	RMSI CORESET Reference 
	
	Config 1,4
	CR.1.1 FDD
	-

	Channel
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR.2.1 TDD
	

	Dedicated CORESET Reference 
Channel
	
	Config 1,4
	CCR.1.1 FDD  
	-

	
	
	Config 2,5
	CCR.1.1 TDD
	

	
	
	Config 3,6
	CCR.2.1 TDD
	

	SSB parameters
	
	Config 1,4
	SSB.1 FR1
	SSB.5 FR1

	
	
	Config 2,5
	SSB.1 FR1
	SSB.5 FR1

	
	
	Config 3,6
	SSB.2 FR1
	SSB.6 FR1

	SMTC configuration 
	
	Config 1,4
	SMTC.2
	SMTC.5

	defined in A.3.11
	
	Config 2,3,5,6
	SMTC.1
	SMTC.4

	PDSCH/PDCCH 
	kHz
	Config 1,2,4,5
	15

	subcarrier spacing
	
	Config 3,6
	30

	EPRE ratio of PSS to SSS
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz
	
	-98
	-98

	
Note2
	dBm/SCS
	Config 1,2,4,5
	-98
	-98

	
	
	Config 3,6
	-95
	-95

	SS-RSRP Note 3
	dBm/SCS
	Config 1,2,4,5
	-94
	-94
	-Infinity
	-91

	
	
	Config 3,6
	-91
	-91
	-Infinity
	-88

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	-64.59
	-64.59
	-70.05
	-62.26

	
	dBm/38.16MHz
	Config 3,6
	-58.49
	-58.49
	-63.94
	-56.15

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.4.6.2.1.2	Test Requirements
In test 1 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 920 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 760 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1 and 2 UE is not required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.4.6.2.2	EN-DC event triggered reporting tests for FR1 cell without SSB time index detection when DRX is used
A.4.6.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR1 on NR RF channel 2.  The test parameters and configurations are given in Tables A.4.6.2.2.1-1, A.4.6.2.2.1-2, and A.4.6.2.2.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.4.6.2.2.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #4 as defined in Table A.4.6.2.2.1-2 is provided for UE that support per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.4.6.2.2.1-1.
UE needs to be provided  with new Timing Advance Command MAC control element at least once during each time alignment timer period to maintain uplink time alignment. Furthermore, UE is allocated with PUSCH resource at every DRX cycle.

Table A.4.6.2.2.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR1
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table A.4.6.2.2.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.

	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	4
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	9
	9
	

	A3-Offset
	dB
	Config 1,2,3,4,5,6
	-6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	ms
	Config 1,2,3,4,5,6
	DRX.1
	DRX.7
	DRX.1
	DRX.7
	As specified in clause A.3.3

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.

	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	1.1
	11
	1.1
	11
	



Table A.4.6.2.2.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD

	
	
	Config 2,3,5,6
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106 

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106 

	TDD configuration
	
	Config 2,5
	TDDConf.1.1

	
	
	Config 3,6
	TDDConf.2.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	TRS configuration
	
	Config 1,4
	TRS.1.1 FDD
	NA

	
	
	Config 2,5
	TRS.1.1 TDD
	NA

	
	
	Config 3,6
	TRS.1.2 TDD
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1 
	OP.1

	PDSCH Reference 
	
	Config 1,4
	SR.1.1 FDD 
	-

	measurement channel
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	RMSI CORESET Reference 
	
	Config 1,4
	CR.1.1 FDD  
	-

	Channel
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR.2.1 TDD
	

	Dedicated CORESET Reference 
Channel
	
	Config 1,4
	CCR.1.1 FDD  
	-

	
	
	Config 2,5
	CCR.1.1 TDD
	

	
	
	Config 3,6
	CCR.2.1 TDD
	

	SSB parameters
	
	Config 1,4
	SSB.1 FR1
	SSB.5 FR1

	
	
	Config 2,5
	SSB.1 FR1
	SSB.5 FR1

	
	
	Config 3,6
	SSB.2 FR1
	SSB.6 FR1

	SMTC configuration defined 
	
	Config 1,4
	SMTC.2
	SMTC.5

	in A.3.11
	
	Config 2,3,5,6
	SMTC.1
	SMTC.4

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15

	
	
	Config 3,6
	30

	EPRE ratio of PSS to SSS
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz
	
	-98
	-98

	
Note2
	dBm/SCS
	Config 1,2,4,5
	-98
	-98

	
	
	Config 3,6
	-95
	-95

	SS-RSRP Note 3
	dBm/SCS
	Config 1,2,4,5
	-94
	-94
	-Infinity
	-91

	
	
	Config 3,6
	-91
	-91
	-Infinity
	-88

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	-64.59
	-64.59
	-70.05
	-62.26

	
	dBm/38.16MHz
	Config 3,6
	-58.49
	-58.49
	-63.94
	-56.15

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.4.6.2.2.2	Test Requirements
In test 1 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 1080 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 10240 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 3 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 1080 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 10240 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1, 2, 3 and 4 UE is not required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.4.6.2.3	Void
A.4.6.2.4	Void
A.4.6.2.5	EN-DC event triggered reporting tests for FR1 cell with SSB time index detection when DRX is not used
A.4.6.2.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR1 on NR RF channel 2.  The test parameters and configurations are given in Tables A.4.6.2.5.1-1, A.4.6.2.5.1-2, and A.4.6.2.5.1-3.
In test 1 measurement gap pattern configuration # 0 as defined in Table A.4.6.2.5.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #4 as defined in Table A.4.6.2.5.1-2 is provided for UE that support per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.4.6.2.5.1-1.
Table A.4.6.2.5.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR1
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table A.4.6.2.5.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	4
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	9
	9
	

	A3-Offset
	dB
	Config 1,2,3,4,5,6
	-6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	1.1
	1
	



Table A.4.6.2.5.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD

	
	
	Config 2,3,5,6
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106

	TDD configuration
	
	Config 2,5
	TDDConf.1.1

	
	
	Config 3,6
	TDDConf.2.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	TRS configuration
	
	Config 1,4
	TRS.1.1 FDD
	NA

	
	
	Config 2,5
	TRS.1.1 TDD
	NA

	
	
	Config 3,6
	TRS.1.2 TDD
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1
	OP.1

	PDSCH Reference 
	
	Config 1,4
	SR.1.1 FDD
	

	measurement channel
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	RMSI CORESET Reference 
	
	Config 1,4
	CR.1.1 FDD
	-

	Channel
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	
	Config 1,4
	CCR.1.1 FDD  
	-

	
	
	Config 2,5
	CCR.1.1 TDD
	

	
	
	Config 3,6
	CCR.2.1 TDD
	

	SSB parameters
	
	Config 1,4
	SSB.1 FR1
	SSB.5 FR1

	
	
	Config 2,5
	SSB.1 FR1
	SSB.5 FR1

	
	
	Config 3,6
	SSB.2 FR1
	SSB.6 FR1

	SMTC configuration defined 
	
	Config 1,4
	SMTC.2
	SMTC.5

	in A.3.11
	
	Config 2,3,5,6
	SMTC.1
	SMTC.4

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15

	
	
	Config 3,6
	30

	EPRE ratio of PSS to SSS
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz
	
	-98
	-98

	
Note2
	dBm/SCS
	Config 1,2,4,5
	-98
	-98

	
	
	Config 3,6
	-95
	-95

	SS-RSRP Note 3
	dBm/SCS
	Config 1,2,4,5
	-94
	-94
	-Infinity
	-91

	
	
	Config 3,6
	-91
	-91
	-Infinity
	-88

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	-64.59
	-64.59
	-70.05
	-62.26

	
	dBm/38.16MHz
	Config 3,6
	-58.49
	-58.49
	-63.94
	-56.15

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.4.6.2.5.2	Test Requirements
In test 1 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 1040 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 880 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1 and 2 UE is required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.4.6.2.6	EN-DC event triggered reporting tests for FR1 cell with SSB time index detection when DRX is used
A.4.6.2.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR1 on NR RF channel 2.  The test parameters and configurations are given in Tables A.4.6.2.6.1-1, A.4.6.2.6.1-2, and A.4.6.2.6.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.4.6.2.6.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #4 as defined in Table A.4.6.2.6.1-2 is provided for UE that support per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.4.6.2.6.1-1.
UE needs to be provided  with new Timing Advance Command MAC control element at least once during each time alignment timer period to maintain uplink time alignment. Furthermore, UE is allocated with PUSCH resource at every DRX cycle.

Table A.4.6.2.6.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR1
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table A.4.6.2.6.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	4
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	9
	9
	

	A3-Offset
	dB
	Config 1,2,3,4,5,6
	-6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	ms
	Config 1,2,3,4,5,6
	DRX.1
	DRX.7
	DRX.1
	DRX.7
	As specified in clause A.3.3

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	1.3
	13.5
	1.3
	13.5
	



Table A.4.6.2.6.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD

	
	
	Config 2,3,5,6
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52

	
	
	Config 2,5
	10: NRB,c = 52

	
	
	Config 3,6
	40: NRB,c = 106

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1
	OP.1

	PDSCH Reference 
	
	Config 1,4
	SR.1.1 FDD
	-

	measurement channel
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	RMSI CORESET Reference 
	
	Config 1,4
	CR.1.1 FDD
	-

	Channel
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR.2.1 TDD
	

	Dedicated CORESET Reference 
Channel
	
	Config 1,4
	CCR.1.1 FDD
	-

	
	
	Config 2,5
	CCR.1.1 TDD
	

	
	
	Config 3,6
	CCR.2.1 TDD
	

	TDD configuration
	
	Config 2,5
	TDDConf.1.1

	
	
	Config 3,6
	TDDConf.2.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1

	TRS configuration
	
	Config 1,4
	TRS.1.1 FDD
	N/A

	
	
	Config 2,5
	TRS.1.1 TDD
	N/A

	
	
	Config 3,6
	TRS.1.2 TDD
	N/A

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1

	SSB parameters
	
	Config 1,4
	SSB.1 FR1

	
	
	Config 2,5
	SSB.1 FR1

	
	
	Config 3,6
	SSB.2 FR1

	SMTC configuration defined 
	
	Config 1,4
	SMTC.2

	in A.3.11
	
	Config 2,3,5,6
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15

	
	
	Config 3,6
	30

	EPRE ratio of PSS to SSS
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz
	
	-98
	-98

	
Note2
	dBm/SCS
	Config 1,2,4,5
	-98
	-98

	
	
	Config 3,6
	-95
	-95

	SS-RSRP Note 3
	dBm/SCS
	Config 1,2,4,5
	-94
	-94
	-Infinity
	-91

	
	
	Config 3,6
	-91
	-91
	-Infinity
	-88

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	

	dB
	Config 1,2,3,4,5,6
	4
	4
	-Infinity
	7

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	-64.59
	-64.59
	-70.05
	-62.26

	
	dBm/38.16MHz
	Config 3,6
	-58.49
	-58.49
	-63.94
	-56.15

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.4.6.2.6.2	Test Requirements
In test 1 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 1280 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 2 with per-UE gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 13440 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 3 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 1280 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 13440 ms from the beginning of time period T2. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
In test 1, 2, 3 and 4 UE is required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.

< Unchanged sections omitted >

A.5.4.3	Timing advance
A.5.4.3.1 EN-DC FR2 timing advance adjustment accuracy
A.5.4.3.1.1 Test Purpose and Environment
The purpose of the test is to verify UE Timing Advance adjustment delay and accuracy requirement defined in clause 7.3.
A.5.4.3.1.2 Test Parameters
Supported test configurations are shown in table A.5.4.3.1.2-1. Both timing advance adjustment delay and accuracy are tested by using the parameters in table A.5.4.3.1.2-2, A.5.4.3.1.2-3, A.5.4.3.1.2-3A and A.5.4.3.1.2-4. The configuration of Cell 1 (LTE PCell) is specified in clause A.3.7.2.1.
In all test cases, two cells are used. Cell 1 is the PCell in the primary Timing Advance Group (pTAG) and cell 2 is the PSCell is in the secondary Timing Advance Group (sTAG). Each test consists of two successive time periods, with time duration of T1 and T2 respectively. In each time period, timing advance commands for sTAG are sent to the UE and Sounding Reference Signals (SRS), as specified in table A.5.4.3.1.2-3, are sent from the UE and received by the test equipment. By measuring the reception of the SRS, the transmit timing, and hence the timing advance adjustment accuracy, can be measured for PSCell in sTAG.
During time period T1, the test equipment shall send one message with a Timing Advance Command MAC Control Element for sTAG, as specified in clause 6.1.3.4 in TS 38.321 [7]. The Timing Advance Command value shall be set to 31, which according to clause 4.2 in TS 38.213 [3] results in zero adjustment of the Timing Advance. In this way, a reference value for the timing advance for sTAG used by the UE is established.
During time period T2, the test equipment shall send a sequence of messages with Timing Advance Command MAC Control Elements for sTAG, with Timing Advance Command value specified in table A.5.4.3.1.2-2. This value shall result in changes of the timing advance for sTAG used by the UE, and the accuracy of the change shall then be measured, using the SRS sent from the UE.
As specified in clause 7.3.2.1, the UE adjusts its uplink timing at slot n+k for a timing advance command received in slot n. This delay must be taken into account when measuring the timing advance adjustment accuracy, via the SRS sent from the UE.
The UE Time Alignment Timer, described in clause 5.2 in TS 38.321, shall be configured so that it does not expire in the duration of the test.
Table A.5.4.3.1.2-1: Timing advance supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.4.3.1.2-2: General test parameters for timing advance
	Parameter
	Unit
	Value
	Comment

	RF channel number
	
	Cell 1: 1
Cell 2: 2
	1 for E-UTRAN PCell
2 for NR PSCell

	Initial DL BWP
	
	DLBWP.0.1
	As specified in Table A.3.9.2.1-1

	Dedicated DL BWP
	
	DLBWP.1.1
	As specified in Table A.3.9.2.2-1

	Initial UL BWP
	
	ULBWP.0.1
	As specified in Table A.3.9.3.1-1

	Dedicated UL BWP
	
	ULBWP.1.1
	As specified in Table A.3.9.3.2-1

	Timing Advance Command (TA) value during T1
	
	31
	NTA_new = NTA_old  for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	For 120 kHz SCS NTA_new = NTA_old  + 1024*Tc (based on equation in clause 4.2 of TS 38.213 [3])

	T1
	s
	5
	

	T2
	s
	5
	



Table A.5.4.3.1.2-3: Cell specific test parameters for timing advance
	Parameter
	Unit
	Test1

	
	
	T1
	T2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66

	BWP BW
	MHz
	100: NRB,c = 66

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	
	SR.3.1 TDD

	RMSI CORESET Reference Channel
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	
	CCR.3.1 TDD 

	TRS configuration
	
	TRS.2.1 TDD

	PDSCH/PDCCH TCI state
	
	TCI.State.2

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	
	SMTC.1 FR2

	SSB configuration
	
	SSB.3 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 kHz

	PUCCH/PUSCH subcarrier spacing
	kHz
	120 kHz

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table A.5.4.3.1.2-3A: OTA related test parameters
	Parameter
	Unit
	Test 1

	
	
	T1
	T2

	Angle of arrival configuration
	
	Setup 1 according to clause A.3.15.1

	Assumption for UE beamsNote 6
	
	Fine

	
Note1

	dBm/15kHzNote4
	-112

	
Note1

	dBm/SCSNote3
	-103

	

	dB
	4

	SS-RSRPNote2
	dBm/SCS Note4
	-99

	

	dB
	4

	IoNote2
	dBm/95.04 MHz Note4
	-68.5

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation




Table A.5.4.3.1.2-4: Sounding Reference Symbol Configuration for timing advance
	Field
	Value
	Comment

	c-SRS
	16
	Frequency hopping is disabled

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	sl5=4
	Once every 5 slots

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	Codebook
	Codebook based UL transmission

	startPosition
	0
	resourceMapping setting. SRS on last 

	nrofSymbols
	n1
	symbol of slot, and 1symbols for SRS

	repetitionFactor
	n1
	without repetition.

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note:	For further information see clause 6.3.2 in TS 38.331 [2].



A.5.4.3.1.3	Test Requirements
The UE shall apply the signalled Timing Advance value for PSCell in sTAG to the transmission timing at the designated activation time i.e. k+1 slots after the reception of the timing advance command, where k = 11.
The Timing Advance adjustment accuracy for PSCell in sTAG shall be within the limits specified in clause 7.3.2.2.
The rate of correct Timing Advance adjustments observed during repeated tests shall be at least 90%.

< Unchanged sections omitted >

[bookmark: _Toc535476426]A.5.6.2.1 	EN-DC event triggered reporting tests for FR2 cell without SSB time index detection when DRX is not used
A.5.6.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.1.1-1, A.5.6.2.1.1-2, and A.5.6.2.1.1-3. 
In test 1 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.1.1-2 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table A.5.6.2.1.1-2 is provided for UE that supports per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.1.1-1.
Table A.5.6.2.1.1-1 EN-DC event triggered reporting tests without SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table A.5.6.2.1.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequency is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR2 NR carrier frequencies are used.

	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.3 FR2
	As specified in clause A.3.10.2

	offsetMO
	dB
	Config 1,2
	16
	Applied to NR Cell 3 measurement object

	A3-Offset
	dB
	Config 1,2
	-11
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	5.2 for PC1; 3.5 for other PC
	5.2 for PC1; 3.5 for other PC
	



Table A.5.6.2.1.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2
	Setup 3 as specified in clause A.3.15

	
	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1,2
	66
	66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1
	
	Config 1,2
	OP.1
	OP.1

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	PDSCH/PDCCH TCI state
	
	Config 1,2
	TCI.State.2
	NA

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	RMSI CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	Dedicated CORESET Reference Channel
	
	Config 1,2
	CCR.3.1 TDD

	-

	SMTC configuration defined in A.3.11
	
	Config 1,2
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1,2
	-87
	-87

	SSB-RP Note 3
	dBm/SCSNote5
	Config 1,2
	-87
	-87
	-Infinity
	-87

	
BB Note 8	
	dB
	Config 1,2
	1.89
	1.89
	-Infinity
	1.89

	Io Note3
	dBm/95.04 MHzNote5
	Config 1,2
	-58.01
	-58.01
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1,2
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	SSB-RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6: 	As observed with 0dBi gain antenna at the centre of the quiet zone.
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.



A.5.6.2.1.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
5120 for UE supporting power class 1, or
3200 for UE supporting other power class. 
In test 1 and 2 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.2 	EN-DC event triggered reporting tests for FR2 cell without SSB time index detection when DRX is used
A.5.6.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.2.1-1, A.5.6.2.2.1-2, and A.5.6.2.2.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.2.1-2 is provided for UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table A.5.6.2.2.1-2 is provided for UE that supports per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.2.1-1.
UE needs to be provided with new Timing Advance Command MAC control element at least once during each time alignment timer period to maintain uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

Table A.5.6.2.2.1-1 EN-DC event triggered reporting tests without SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table A.5.6.2.2.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequenciy is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR2 NR carrier frequencies are used.

	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.3 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1,2
	-6
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	DRX.1
	DRX.7
	DRX.1
	DRX.7
	As specified in clause A.3.3

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	



Table A.5.6.2.2.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2
	Setup 1 as specified in clause A.3.15

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1,2
	66
	66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	ULBWP.0.1
	

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	OP.1
	OP.1

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	PDSCH/PDCCH TCI state
	
	Config 1,2
	TCI.State.2
	NA

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	RMSI CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	Dedicated CORESET Reference Channel
	
	Config 1,2
	CCR.3.1 TDD

	-

	SMTC configuration defined in A.3.11
	
	Config 1,2
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	-104.7
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1,2
	-95.7
	-95.7

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2
	-89.7
	-89.7
	-Infinity
	-86.7

	

	dB
	Config 1,2
	6
	6
	-Infinity
	9

	

	dB
	Config 1,2
	6
	6
	-Infinity
	9

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	-59.7
	-59.7
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1,2
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 6:	As observed with 0 dBi gain antenna at the centre of the quiet zone 
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.6.2.2.2	Test Requirements
In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
7680 for UE supporting power class 1, or
4800 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
81920 for UE supporting power class 1, or
51200 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.3 	EN-DC event triggered reporting tests for FR2 cell with SSB time index detection when DRX is not used
A.5.6.2.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.3.1-1, A.5.6.2.3.1-2, and A.5.6.2.3.1-3. 
In test 1 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.3.1-1 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table A.5.6.2.3.1-1 is provided for UE that supports per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.3.1-1.
Table A.5.6.2.3.1-1 EN-DC event triggered reporting tests with SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table A.5.6.2.3.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequency is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR2 NR carrier frequencies are used.

	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.3 FR2
	As specified in clause A.3.10.2

	offsetMO
	dB
	Config 1,2
	16
	Applied to NR Cell 3 measurement object

	A3-Offset
	dB
	Config 1,2
	-11
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	7 for PC1; 4.5 for other PC
	7 for PC1; 4.5 for other PC
	



Table A.5.6.2.3.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2
	Setup 3 as specified in clause A.3.15

	
	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1,2
	66
	66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	DLBWP.0.1
	N/A

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	OP.1
	OP.1

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	RMSI CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	Dedicated CORESET Reference Channel
	
	Config 1,2
	CCR.3.1 TDD

	-

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	PDSCH/PDCCH TCI state
	
	Config 1,2
	TCI.State.2
	NA

	SMTC configuration defined in A.3.11
	
	Config 1,2
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1
	-87
	-87

	SSB-RP Note 3
	dBm/SCS Note5
	Config 1,2
	-87
	-87
	-Infinity
	-87

	
 BB Note 8
	dB
	Config 1,2
	1.89
	1.89
	-Infinity
	1.89

	Io Note3
	dBm/95.04 MHz Note5
	Config 1,2
	-58.01
	-58.01
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1,2
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	SSB-RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.



A.5.6.2.3.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
6720 for UE supporting power class 1, or
4160 for UE supporting other power class. 
In test 1 and 2 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.4	EN-DC event triggered reporting tests for FR2 cell with SSB time index detection when DRX is used
A.5.6.2.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.4.1-1, A.5.6.2.4.1-2, and A.5.6.2.4.1-3. 
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.4.1-2 is provided for UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table A.5.6.2.4.1-2 is provided for UE that supports per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.2-1. Supported test configurations are shown in table A.5.6.2.4.1-1.
UE needs to be provided  with new Timing Advance Command MAC control element at least once during each time alignment timer period to maintain uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

Table A.5.6.2.4.1-1: EN-DC event triggered reporting tests with SSB index reading for FR2-FR2
	Config
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table A.5.6.2.4.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequency is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR2 NR carrier frequencies are used.

	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.3 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1,2
	-6
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	DRX.1
	DRX.7
	DRX.1
	DRX.7
	As specified in clause A.3.3

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.


	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	11 for PC1; 6.5 for other PC
	108 for PC1; 67 for other PC
	11 for PC1; 6.5 for other PC
	108 for PC1; 67 for other PC
	



Table A.5.6.2.4.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2
	Setup 1 as specified in clause A.3.15

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	Config 1,2
	66
	66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	ULBWP.0.1
	

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	OP.1
	OP.1

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD
	-

	RMSI CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD
	-

	Dedicated CORESET Reference Channel
	
	Config 1,2
	CCR.3.1 TDD

	-

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	PDSCH/PDCCH TCI state
	
	Config 1,2
	TCI.State.2
	NA

	SMTC configuration defined in A.3.11
	
	Config 1,2
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	-104.7
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1,2
	-95.7
	-95.7

	SSB_RP Note 3
	dBm/SCS Note5
	Config 1,2
	-89.7
	-89.7
	-Infinity
	-86.7

	

	dB
	Config 1,2
	6
	6
	-Infinity
	9

	

	dB
	Config 1,2
	6
	6
	-Infinity
	9

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	-59.7
	-59.7
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1,2
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.6.2.4.2	Test Requirements
In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
10080 for UE supporting power class 1, or
6240 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
107520 for UE supporting power class 1, or
66560 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.5	EN-DC event triggered reporting tests for FR2 cell without SSB time index detection when DRX is not used
A.5.6.2.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.5.1-1, A.5.6.2.5.1-2, and A.5.6.2.5.1-3.
In test 1 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.5.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table A.5.6.2.5.1-2 is provided for UE that support per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A4 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.5.6.2.5.1-1.
Table A.5.6.2.5.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR2
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.6.2.5.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequency is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	One FR1 and one FR2 NR carrier frequency is used.

	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB 
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	parameters on NR RF 
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	Channel 1
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.3 FR2
	As specified in clause A.3.10.2

	CSI-RS for tracking
	
	Config 1,4
	TRS.1.1 FDD
	

	
	
	Config 2,5
	TRS.1.1 TDD
	

	
	
	Config 3,6
	TRS.1.2 TDD
	

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	-105
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.

	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	5.2 for PC1; 3.5 for other PC
	5.2 for PC1; 3.5 for other PC
	



Table A.5.6.2.5.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3,4,5,6
	NA
	Setup 1 as specified in clause A.3.15

	Assumption for UE beamsNote 7
	
	Config 1,2,3,4,5,6
	N/A
	Rough

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106
	100: NRB,c = 66

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1
	OP.1

	PDSCH Reference 
	
	Config 1,4
	SR.1.1 FDD
	-

	measurement channel
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	RMSI CORESET Reference 
	
	Config 1,4
	CR.1.1 FDD
	-

	Channel
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR.2.1 TDD
	

	Dedicated CORESET Reference ChannelRMC configuration
	
	Config 1,4
	CCR.1.1 FDD
	-

	
	
	Config 2,5
	CCR.1.1 TDD
	

	
	
	Config 3,6
	CCR.2.1 TDD
	

	SMTC configuration defined 
	
	Config 1,4
	SMTC.2
	SMTC.2

	in A.3.11
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	1,2,3,4,5,6
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1,2,3,4,5,6
	
	-Infinity
	-87

	SSB_RP Note 3
	dBm/SCS 
Note5
	Config 1,2,3,4,5,6
	
	-Infinity
	-87

	
BB Note 8	
	dB
	Config 1,2,3,4,5,6
	Link only, see clause A.3.7A
	-Infinity
	14.69

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	SSB_RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void.
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.



A.5.6.2.5.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
5120 for UE supporting power class 1, or
3200 for UE supporting other power class. 
In test 1 and 2 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.6	EN-DC event triggered reporting tests for FR2 cell without SSB time index detection when DRX is used
A.5.6.2.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.6.1-1, A.5.6.2.6.1-2, and A.5.6.2.6.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.6.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table A.5.6.2.6.1-2 is provided for UE that support per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A4 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.5.6.2.6.1-1.
UE needs to be provided with new Timing Advance Command MAC control element at least once during each time alignment timer period to maintain uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

Table A.5.6.2.6.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR2
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.6.2.6.1-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequency is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	One FR1 and one Fr2 NR carrier frequency is used.

	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	parameters on NR RF
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	Channel 1
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.3 FR2
	As specified in clause A.3.10.2

	CSI-RS for tracking
	
	Config 1,4
	TRS.1.1 FDD
	

	
	
	Config 2,5
	TRS.1.1 TDD
	

	
	
	Config 3,6
	TRS.1.2 TDD
	

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	-105
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	DRX.1
	DRX.7
	DRX.1
	DRX.7
	As specified in clause A.3.3

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	



Table A.5.6.2.6.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3,4,5,6
	NA
	Setup 1 as specified in clause A.3.15

	Assumption for UE beamsNote 7
	
	Config 1,2,3,4,5,6
	N/A
	Rough

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106
	100: NRB,c = 66

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1
	OP.1

	PDSCH Reference 
	
	Config 1,4
	SR.1.1 FDD
	-

	measurement channel
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	RMSI CORESET Reference 
	
	Config 1,4
	CR.1.1 FDD
	-

	Channel
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR.2.1 TDD
	

	Dedicated CORESET Reference ChannelRMC configuration
	
	Config 1,4
	CCR.1.1 FDD
	-

	
	
	Config 2,5
	CCR.1.1 TDD
	

	
	
	Config 3,6
	CCR.2.1 TDD
	

	SMTC configuration defined 
	
	Config 1,4
	SMTC.2
	SMTC.2

	in A.3.11
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	1,2,3,4,5,6
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	
	-104.7

	
Note2
	dBm/SCS 
	Config 1,2,4,5
	
	-95.7

	
	Note4
	Config 3,6
	
	-95.7

	SSB_RP Note 3
	dBm/SCS 
	Config 1,2,4,5
	
	-Infinity
	-86.7

	
	Note5
	Config 3,6
	NA
	-Infinity
	-86.7

	

	dB
	Config 1,2,3,4,5,6
	Link only, see clause A.3.7A
	-Infinity
	9

	

	dB
	Config 1,2,3,4,5,6
	
	-Infinity
	9

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	
	-
	-

	
	dBm/38.16MHz
	Config 3,6
	
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SSB_RP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 6:	As observed with 0 dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.6.2.6.2	Test Requirements
In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
7680 for UE supporting power class 1, or
4800 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
81920 for UE supporting power class 1, or
51200 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.7	EN-DC event triggered reporting tests for FR2 cell with SSB time index detection when DRX is not used
A.5.6.2.7.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.7.1-1, A.5.6.2.7.1-2, and A.5.6.2.7.1-3.
In test 1 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.7.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table A.5.6.2.7.1-2 is provided for UE that support per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A4 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.5.6.2.7.1-1.
Table A.5.6.2.7.1-1: EN-DC event triggered reporting tests with SSB index reading for FR1-FR2
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.6.2.7.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Value
	Comment

	
	
	configuration
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequency is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	One FR1 and one FR2 NR carrier frequency is used.

	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB 
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	parameters on NR RF 
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	Channel 1
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.3 FR2
	As specified in clause A.3.10.2

	CSI-RS for tracking
	
	Config 1,4
	TRS.1.1 FDD
	

	
	
	Config 2,5
	TRS.1.1 TDD
	

	
	
	Config 3,6
	TRS.1.2 TDD
	

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	-105
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	7 for PC1; 4.5 for other PC
	7 for PC1; 4.5 for other PC
	



Table A.5.6.2.7.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test 
	Cell 2
	Cell 3

	
	
	configuration
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3,4,5,6
	NA
	Setup 1 as specified in clause A.3.15

	Assumption for UE beamsNote 7
	
	Config 1,2,3,4,5,6
	N/A
	Rough

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106
	100: NRB,c = 66

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1
	OP.1

	PDSCH Reference 
	
	Config 1,4
	SR.1.1 FDD
	-

	measurement channel
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	RMSI CORESET Reference 
	
	Config 1,4
	CR.1.1 FDD
	-

	Channel
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR.2.1 TDD
	

	Dedicated CORESET Reference ChannelRMC configuration
	
	Config 1,4
	CCR.1.1 FDD
	-

	
	
	Config 2,5
	CCR.1.1 TDD
	

	
	
	Config 3,6
	CCR.2.1 TDD
	

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	SMTC configuration defined in A.3.11
	
	Config 1,4
	SMTC.2
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	1,2,3,4,5,6
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1,2,3,4,5,6
	
	-Infinity
	-87

	SSB_RP Note 3
	dBm/SCS
Note5 
	Config 1,2,3,4,5,6
	
	-Infinity
	-87

	
BB Note 8	
	dB
	Config 1,2,3,4,5,6
	Link only, see clause A.3.7A
	-Infinity
	14.69

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	SS-RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4.



A.5.6.2.7.2	Test Requirements
In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
6720 for UE supporting power class 1, or
4160 for UE supporting other power class. 
In test 1 and 2 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.2.8	EN-DC event triggered reporting tests for FR2 cell with SSB time index detection when DRX is used
A.5.6.2.8.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the EN-DC inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.  The test parameters and configurations are given in Tables A.5.6.2.8.1-1, A.5.6.2.8.1-2, and A.5.6.2.8.1-3.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table A.5.6.2.8.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table A.5.6.2.8.1-2 is provided for UE that support per-FR gap. If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A4 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
The configuration of LTE cell 1 is defined in table A.3.7.2.1-1. Supported test configurations are shown in table A.5.6.2.8.1-1.
UE needs to be provided  with new Timing Advance Command MAC control element at least once during each time alignment timer period to maintain uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

Table A.5.6.2.8.1-1: EN-DC event triggered reporting tests without SSB index reading for FR1-FR2
	Config
	Description of serving cell
	Description of target cell

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.6.2.8.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequenciy is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	One FR1 and one FR2 NR carrier frequency is used.

	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3.10.1

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3.10.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.3 FR2
	As specified in clause A.3.10.2

	CSI-RS for tracking
	
	Config 1,4
	TRS.1.1 FDD
	

	
	
	Config 2,5
	TRS.1.1 TDD
	

	
	
	Config 3,6
	TRS.1.2 TDD
	

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	-105
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	DRX.1
	DRX.7
	DRX.1
	DRX.7
	As specified in clause A.3.3

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	11 for PC1; 6.5 for other PC
	108 for PC1; 67 for other PC
	11 for PC1; 6.5 for other PC
	108 for PC1; 67 for other PC
	



Table A.5.6.2.8.1-3: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3,4,5,6
	NA
	Setup 1 as specified in clause A.3.15

	Assumption for UE beamsNote 7
	
	Config 1,2,3,4,5,6
	N/A
	Rough

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1
	OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR.2.1 TDD
	

	Dedicated CORESET Reference ChannelRMC configuration
	
	Config 1,4
	CCR.1.1 FDD
	-

	
	
	Config 2,5
	CCR.1.1 TDD
	

	
	
	Config 3,6
	CCR.2.1 TDD
	

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	SMTC configuration defined in A.3.11
	
	Config 1,4
	SMTC.2
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	NA
Link only, see clause A.3.7A
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1,2,4,5
	
	-95.7

	
	
	Config 3,6
	
	-95.7

	SSB_RP Note 3
	dBm/SCS Note5
	Config 1,2,4,5
	
	-Infinity
	-86.7

	
	
	Config 3,6
	
	-Infinity
	-86.7

	

	dB
	Config 1,2,3,4,5,6
	
	-Infinity
	9

	

	dB
	Config 1,2,3,4,5,6
	
	-Infinity
	9

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	
	-
	-

	
	dBm/38.16MHz
	Config 3,6
	
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SSB_RP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.6.2.8.2	Test Requirements
In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
10080 for UE supporting power class 1, or
6240 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
107520 for UE supporting power class 1, or
66560 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.

< End of changes >
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