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The requirements and test cases listed in Table B.4.4-1 are specified in in REL-16 version of TS 38.101-3 [4].
Table B.4.4-1: Common UE RF requirements for a release independent interband CA configurations between NR frequency range 1 and NR frequency range 2
	Clause
	Description

	5.2A
	Operating bands for CA

	5.3A
	UE channel bandwidth for CA

	5.4A
	Channel arrangement for CA

	6.2A
	Transmitter power for CA

	6.3A
	Output power dynamics for CA

	6.4A
	Transmit signal quality for CA

	6.5A
	Output RF spectrum emissions for CA

	7.3A
	Reference sensitivity for CA

	7.4A
	Maximum input level for CA

	7.5A
	Adjacent Channel Selectivity for CA

	7.6A
	Blocking characteristics for CA

	7.7A
	Spurious response for CA

	7.8A
	Intermodulation characteristics for CA

	7.9A
	Spurious emissions for CA



[bookmark: _Toc21098371][bookmark: _Toc29470598][bookmark: _Toc37141966][bookmark: _Toc37142017][bookmark: _Toc37142069][bookmark: _Toc37269072][bookmark: _Toc37269115][bookmark: _Toc45907638][bookmark: _Toc52564820][bookmark: _Toc60857418][bookmark: _Toc61184745][bookmark: _Toc66390002][bookmark: _Toc66390057]B.4.5	Common UE RF requirements for Inter-band NR-DC configurations between frequency range 1 and frequency range 2
The requirements and test cases listed in Table B.4.5-1 are specified in in REL-16 version of TS 38.101-3 [4].
Table B.4.5-1: Common UE RF requirements for a release independent Inter-band NR-DC configurations between frequency range 1 and frequency range 2
	Clause
	Description

	4.2
	Applicability of minimum requirements

	5.2B
	Operating bands for DC

	6.2B.5
	Configured output power for NR-DC
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The requirements and test cases listed in Table B.4.6-1 are specified in in REL-16 version of TS 38.101-3 [4].
Table B.4.6-1: Common UE RF requirements for a release independent NR interworking between NR and E-UTRA
	Clause
	Description

	4.2
	Applicability of minimum requirements

	5.2B
	Operating bands for DC

	5.3B
	UE channel bandwidth for DC

	5.4B
	Channel arrangement for DC

	6.2B
	Transmitter power for DC

	6.3B
	Output power dynamics for DC

	6.4B
	Transmit signal quality for DC

	6.5B
	Output RF spectrum emissions for DC

	6.6B
	Beam correspondence for DC

	7.3B
	Reference sensitivity level for DC

	7.4B
	Maximum input level for DC in FR1

	7.5B
	Adjacent Channel Selectivity for DC in FR1

	7.6B
	Blocking characteristics for DC in FR1

	7.7B
	Spurious response for DC in FR1

	7.8B
	Intermodulation characteristics for DC in FR1

	7.9A
	Spurious emissions for CA in FR1
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