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1 Introduction
In RAN4#99-e meeting, the TS 38.114 skeleton in [1] and WF [2]  about NR repeater EMC were approved. 
In this contribution, we discuss NR repeater EMC core parts and provide a TP for the specification based on [1].
2 Discussion
The agreements for NR repeater EMC TS has been captured in the WF[2] which is shown below:
· For the time being, only focus core requirement for TDD and FDD NR repeater EMC.
· The following EMC requirements are referred to CISPR or IEC specifications and can be applied to NR FDD/TDD repeaters
· Radiated emission(ancillary equipment), conducted emission (including DC power input/output port, AC mains power input/output port, Telecommunication port) , Harmonic current emissions(AC mains input port), Voltage fluctuations and flicker (AC mains input port)
· RF electromagnetic field (80 MHz to 6000 MHz), conducted immunity (0.15 MHz - 80 MHz), ESD, EFT, Voltage dips, surges 
· For “exclusion bands” requirements, it is premature to decide, pending on the repeater RF discussion
Based on the above, the above NR BS EMC requirements shall be reused for NR repeater EMC requirements. A TP to TS38.114 to capture the related contents for the core requirements is proposed.
3 Conclusion
[bookmark: OLE_LINK1]A TP to TS 38.114 to capture the related contents for the core requirements is proposed.
4 Reference
[1] R4-2109916, Skeleton  TS 38.114V0.0.1  “NR; Repeaters ElectroMagnetic Compatibility (EMC)”, ZTE
[2] R4-2108479, WF on NR repeaters EMC  requirements, ZTE

Text Proposal
[bookmark: _Toc382471338][bookmark: _Toc382471341][bookmark: _Toc401926271][bookmark: _Toc494295348][bookmark: _Toc495923444][bookmark: _Toc495923445][bookmark: _Toc492043930][bookmark: _Toc500344696][bookmark: _Toc507677570][bookmark: _Toc507677571][bookmark: _Toc494295347][bookmark: _Toc512349349][bookmark: _Toc512349348][bookmark: _Toc492043931][bookmark: _Toc492044185][bookmark: _Toc492044184][bookmark: _Toc500344697]----- Start of TP -----
[bookmark: _Toc74643016][bookmark: _Toc49507497][bookmark: _Toc53219692][bookmark: _Toc61184187][bookmark: _Toc76541719][bookmark: _Toc53220135][bookmark: _Toc53218985][bookmark: _Toc47081113][bookmark: _Toc76541634][bookmark: _Toc8367][bookmark: _Toc47081152][bookmark: _Toc12537][bookmark: _Toc47081155]1	Scope
The present document covers the assessment of NR repeaters in respect of Electromagnetic Compatibility (EMC).
The present document specifies the applicable test conditions, performance assessment and performance criteria for NR repeaters and associated ancillary equipment.
The environment classification used in the present document refers to the residential, commercial and light industrial environment classification used in IEC 61000-6-1 [3] and IEC 61000-6-3 [4].
The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.
2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK3][bookmark: OLE_LINK2][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications"
[2]	3GPP TS 38.106: "NR repeater radio transmission and reception".
[3]	IEC 61000-6-1: "Electromagnetic compatibility (EMC) - Part 6-1: Generic standards - Immunity for residential, commercial and light-industrial environments".
[4]	IEC 61000-6-3: "Electromagnetic compatibility (EMC) - Part 6-3: Generic standards - Emission standard for residential, commercial and light-industrial environments".
[5]	CISPR 32: "Electromagnetic compatibility of multimedia equipment - Emission requirements".
[6]	CISPR 16-1-4: 2019-01: "Specification for radio disturbance and immunity measuring apparatus and methods – Part 1-4: Radio disturbance and immunity measuring apparatus – Antennas and test sites for radiated disturbance measurements"
[7]	IEC 60050-161: "International Electrotechnical Vocabulary (IEV) - Part 161: Electromagnetic compatibility".
[8]	IEC 61000-3-2: "Electromagnetic compatibility (EMC) - Part 3-2: Limits - Limits for harmonic current emissions (equipment input current ≤ 16 A per phase)".
[9]	IEC 61000-3-12: "Electromagnetic compatibility (EMC) - Part 3-12: Limits - Limits for harmonic currents produced by equipment connected to public low-voltage system with input current >16 A and ≤ 75 A per phase".
[10]	IEC 61000-3-3: "Electromagnetic compatibility (EMC) - Part 3-3: Limits - Limitation of voltage changes, voltage fluctuations and flicker in low-voltage supply systems, for equipment with rated current ≤ 16 A per phase and not subject to conditional connection".
[11]	IEC 61000-3-11: "Electromagnetic compatibility (EMC) - Part 3-11: Limits – Limitation of voltage changes, voltage fluctuations and flicker in low-voltage supply systems -  Equipment with rated current ≤ 75 A and subject to conditional connections".
[12]	IEC 61000-4-2: "Electromagnetic compatibility (EMC) - Part 4-2: Testing and measurement techniques - Electrostatic discharge immunity test".
[13]	IEC 61000-4-3: "Electromagnetic compatibility (EMC) - Part 4-3: Testing and measurement techniques - Radiated, radio-frequency, electromagnetic field immunity test".
[14]	IEC 61000-4-4: "Electromagnetic compatibility (EMC) - Part 4-4: Testing and measurement techniques - Electrical fast transient/burst immunity test".
[15]	IEC 61000-4-5: "Electromagnetic compatibility (EMC) - Part 4-5: Testing and measurement techniques - Surge immunity test".
[16]	IEC 61000-4-6: "Electromagnetic compatibility (EMC) - Part 4-6: Testing and measurement techniques - Immunity to conducted disturbances, induced by radio frequency fields".
[17]	IEC 61000-4-11: "Electromagnetic compatibility (EMC) - Part 4-11: Testing and measurement techniques - Voltage dips, short interruptions and voltage variations immunity tests".
[18]	IEC 61000-4-21: "Electromagnetic compatibility (EMC) - Part 4-21: Testing and measurement techniques - Reverberation chamber test methods".
[19]	ETSI EN 301 489-1: "ElectroMagnetic Compatibility (EMC) standard for radio equipment and services; Part 1: Common technical requirements; Harmonised Standard covering the essential requirements of article 3.1(b) of Directive 2014/53/EU and the essential requirements of article 6 of Directive 2014/30/EU".
[20]	Recommendation ITU-R SM.329: "Unwanted emissions in the spurious domain".
[21]	Recommendation ITU-R SM.1539: "Variation of the boundary between the out-of-band and spurious domains required for the application of Recommendations ITU-R SM.1541 and ITU-R SM.329".
--------------Next changes -------------
[bookmark: _Toc76541657][bookmark: _Toc61184210][bookmark: _Toc76541742][bookmark: _Toc74643039]7	Applicability overview
[bookmark: _Toc47081153][bookmark: _Toc26303]7.1	Emission
Texts will be added.
Table 7.1-1: Emission requirements applicability
	Phenomenon
	Application
	Equipment test requirement
	Reference
clause in the
	Reference
standard

	
	
	NR repeaters equipment
	Ancillary equipment
	present document
	

	Radiated emission
	[NR repeaters enclosure]
	[applicable for NR repeaters]
	not applicable
	8.2.1
	ITU-R SM.329 [x]

	Radiated emission
	Enclosure of ancillary equipment
	not applicable
	applicable
	8.2.2
	CISPR 32 [x]

	Conducted emission
	DC power input/output port
	applicable
	applicable
	8.3
	CISPR 32 [x]

	Conducted emission
	AC mains input/output port
	applicable
	applicable
	8.4
	CISPR 32 [x]

	Conducted emission
	Telecommunication port
	applicable

	applicable
	8.5
	CISPR 32 [x]

	Harmonic current emissions
	AC mains input port
	applicable
	applicable
	8.6
	IEC 61000-3-2 [x] or
 IEC 61000-3-12 [x]

	Voltage fluctuations and flicker
	AC mains input port
	applicable
	applicable
	8.7
	IEC 61000-3-3 [x] or
 IEC 61000-3-11 [x]



[bookmark: _Toc10375][bookmark: _Toc47081154]7.2	Immunity
Texts will be added.
Table 7.2-1: Immunity requirements applicability
	Phenomenon
	Application
	Equipment test requirement
	Reference clause 
	Reference

	
	
	NR repeaters equipment
	Ancillary equipment
	in the present document
	standard

	RF electromagnetic field (80 – 6000 MHz)
	Enclosure
	applicable
	applicable
	9.2
	IEC 61000-4-3 [x]

	Electrostatic discharge
	Enclosure
	applicable
	applicable
	9.3
	IEC 61000-4-2 [x]

	Fast transients common mode
	Signal, telecommunications and control ports, DC and AC power input ports
	applicable
	applicable
	9.4
	IEC 61000-4-4 [x]

	RF common mode
0.15 - 80 MHz
	Signal, telecommunications and control ports, DC and AC power input ports
	applicable
	applicable
	9.5
	IEC 61000-4-6 [x]

	Voltage dips and interruptions
	AC mains power input ports
	applicable
	applicable
	9.6
	IEC 61000-4-11 [x]

	Surges, common and differential mode
	 AC power input ports and telecommunications port
	applicable
	applicable
	9.7
	IEC 61000-4-5 [x]



[bookmark: _Toc49507523][bookmark: _Toc76541660][bookmark: _Toc53220161][bookmark: _Toc53219718][bookmark: _Toc74643042][bookmark: _Toc61184213][bookmark: _Toc76541745][bookmark: _Toc53219011]8	Emission
[bookmark: _Toc20783][bookmark: _Toc47081156]8.1	Test configurations
[bookmark: _Toc486867075]Texts will be added.
[bookmark: _Toc47081157][bookmark: _Toc6937]8.2	Radiated emission
Texts will be added.
8.2.1	Radiated emission, NR repeaters
Texts will be added.
8.2.2	Radiated emission, ancillary equipment
This test is only applicable to ancillary equipment not incorporated in the radio equipment and intended to be measured on a stand-alone basis, as declared by the manufacturer. This test shall be performed on a representative configuration of the ancillary equipment.
This test is not applicable for ancillary equipment incorporated in the radio equipment, or for ancillary equipment intended to be measured in combination with the radio equipment. In these cases, the requirements of the relevant product standard for the effective use of the radio spectrum shall apply.
8.2.2.1	Definition
This test assesses the ability of ancillary equipment to limit unwanted emission from the enclosure port.
8.2.2.2	Test method
The test method shall be in accordance with CISPR 32 x.
8.2.2.3	Limits
The ancillary equipment shall meet the limits according to CISPR 32 x table A.4 and table A.5.
For the referred limit values, the following shall apply:
-	Where the limits value varies over a given frequency range, it changes linearly with respect to the logarithm of the frequency.
-	Where there is a step in the relevant limit, the lower value shall be applied at the transition frequency.
Alternatively, for ancillary equipment intended to be used in telecommunication centres only, the class A limits given in CISPR 32 [x], annex A, table A.2 and table A.3 may be used.
8.3	Conducted emission DC power input/output port
[bookmark: _Toc47081159][bookmark: _Toc16708]Texts will be added.
This test is applicable to equipment which may have DC cables longer than 3 m.
If the DC power cable of the radio equipment is intended to be less than 3 m in length, and intended only for direct connection to a dedicated AC to DC power supply, then the measurement shall be performed only on the AC power input of that power supply as specified in clause 8.4.
This test shall be performed on a representative configuration of the radio equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
8.3.1	Definition
This test assesses the ability of radio equipment and ancillary equipment to limit internal noise from the DC power input/output ports.
8.3.2	Test method
The test method shall be in accordance with CISPR 32 [x] and the Artificial Mains Network (AMN) shall be connected to a DC power source.
In the case of DC output ports, the ports shall be connected via an AMN to a load drawing the rated current of the source.
A measuring receiver shall be connected to each AMN measurement port in turn and the conducted emission recorded.
The equipment shall be installed with a ground plane as defined in CISPR 32 [x]. The reference earth point of the AMN shall be connected to the reference ground plane with a conductor as short as possible.
8.3.3	Limits
The equipment shall meet the limits according to CISPR 32 [x] table A.9, which are defined for average detector receiver and for quasi-peak detector receiver. If the average limit is met when using a quasi‑peak detector, the equipment shall be deemed to meet both limits and measurement with the average detector receiver is not necessary.
Where there is a step in the referred limit values, the lower value shall be applied at the transition frequency.
8.4	Conducted emissions, AC mains power input/output port
Texts will be added.
This test is applicable to equipment powered by the AC mains.
This test is not applicable to AC output ports which are connected directly (or via a circuit breaker) to the AC power port of the EUT.
This test shall be performed on a representative configuration of the radio equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
8.4.1	Definition
This test assesses the ability of radio equipment and ancillary equipment to limit internal noise from the AC mains power input/output ports.
8.4.2	Test method
The test method shall be in accordance with CISPR 32 [x].
8.4.3	Limits
The equipment shall meet the limits according to CISPR 32 [x] table A.10, which are defined for the average detector receiver and for quasi-peak detector receiver. If the average limit is met when using a quasi‑peak detector, the equipment shall be deemed to meet both limits and measurement with the average detector receiver is not necessary.
For the referred limit values following shall apply:
Where the limits value varies over a given frequency range, it changes linearly with respect to the logarithm of the frequency.
Where there is a step in the relevant limit, the lower value shall be applied at the transition frequency.
Alternatively, for equipment intended to be used in telecommunication centres the limits given in CISPR 32 [x] table A.9 shall be used.
8.5	Conducted emissions, telecommunication port
Texts will be added.
This test is applicable for radio equipment and/or ancillary equipment for fixed use which have telecommunication ports.
This test shall be performed on a representative configuration of radio equipment, the associated ancillary equipment, or a representative configuration of the combination of radio and ancillary equipment.
8.5.1	Definition
This test assesses the EUT unwanted emission present at the telecommunication ports.
8.5.2	Test method
The test method shall be in accordance with CISPR 32 [x].
8.5.3	Limits
The telecommunication ports shall meet the limits according to CISPR 32 [x] table A.12.
For the referred limit values, following shall apply:
Where the limits value varies over a given frequency range, it changes linearly with respect to the logarithm of the frequency.
Where there is a step in the relevant limit, the lower value shall be applied at the transition frequency.
Alternatively, for equipment intended to be used in telecommunication centres only, the limits given in CISPR 32 [x] table A.11 may be used.
8.6	Harmonic Current emissions (AC mains input port)
Texts will be added.
The requirements of IEC 61000‑3‑2 [x] for harmonic current emission apply for equipment covered by the scope of the present document. For equipment with an input current greater than 16 A per phase, IEC 61000-3-12 [x] applies.
8.7	Voltage fluctuations and flicker (AC mains input port)
Texts will be added.
The requirements of IEC 61000‑3‑3 [x] for voltage fluctuations and flicker apply for equipment covered by the scope of the present document. For equipment with an input current greater than 16 A per phase, IEC 61000-3-11 [x] applies.
9	Immunity
[bookmark: _Toc47081164][bookmark: _Toc15172]9.1	Test configurations
Texts will be added.
[bookmark: _Toc47081165][bookmark: _Toc5255]9.2	RF electromagnetic field (80 MHz - 6000 MHz)
Texts will be added.
The test shall be performed on a representative configuration of the equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
9.2.1	Definition
This test assesses the ability of radio equipment and ancillary equipment to operate as intended in the presence of a radio frequency electromagnetic field disturbance at the enclosure.
9.2.2	Test method and level
The test method shall be in accordance with IEC 61000‑4‑3 [x].The use of reverberation chamber test method according to IEC 61000-4-21 [x], clause 6.1 and Annex D as alternative method is allowed.
-	For transmitters, receivers and transceivers the following requirements shall apply:
-	The test level shall be 3 V/m amplitude modulated to a depth of 80 % by a sinusoidal audio signal of 1 kHz;
-	The stepped frequency increments shall be 1 % of the momentary frequency;
-	The test shall be performed over the frequency range 80 MHz  - 6000 MHz; with the exception of the exclusion band for receivers (see clause 4.4);
-	Responses in stand-alone receivers or receivers which are part of transceivers occurring at discrete frequencies which are narrow band responses, shall be disregarded, see clause 4.3;
-	The frequencies selected during the test shall be recorded in the test report.
-	[For the test method in accordance with IEC 61000-4-3[x], the following spatial exclusion zone can be chosen to protect the NR repeaters receiver. For the frequency arrange above 690 MHz (according to the test method in ETSI EN 301 489-50 [x]), the EMC RF electromagnetic field immunity requirement applies on the non-radiated faces of the NR repeaters type 1-O and 2-O. In other cases, to protect the NR repeaters receiver, exclusion band sizes as depicted in Table 4.4.x-x shall be considered.]
9.2.3	Performance criteria
NR repeaters:
	The performance criteria of clause X shall apply.
Ancillary equipment:
	The performance criteria of clause X shall apply.
9.3	Electrostatic discharge
Texts will be added.
The test shall be performed on a representative configuration of the radio equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
9.3.1	Definition
This test assesses the ability of radio equipment and ancillary equipment to operate as intended in the event of an electrostatic discharge.
9.3.2	Test method and level
The test method shall be in accordance with IEC 61000‑4‑2 [x]:
-	for contact discharge, the equipment shall pass at  ±4 kV;
-	for air discharge shall pass at ±8 kV;
-	electrostatic discharge shall be applied to all exposed surfaces of the EUT except where the user documentation specially indicates a requirement for appropriate protective measures.
NOTE:	Ensure that the EUT is fully discharged between each ESD exposure.
9.3.3	Performance criteria
NR Repeaters:
	The performance criteria of clause X shall apply.
Ancillary equipment:
	The performance criteria of clause X shall apply.
9.4	Fast transients common mode
Texts will be added.
The test shall be performed on AC mains power input ports.
This test shall be performed on signal ports, telecommunication ports, control ports and DC power input/output ports if the cables may be longer than 3 m.
Where this test is not carried out on a port or any other ports because the manufacturer declares that it is not intended to be used with cables longer than 3 m, a list of ports which were not tested for this reason shall be included in the test report.
This test shall be performed on a representative configuration of the equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
9.4.1	Definition
This test assesses the ability of radio equipment and ancillary equipment to operate as intended in the event of fast transients present on one of the input/output ports.
9.4.2	Test method and level
The test method shall be in accordance with IEC 61000‑4‑4 [x]:
-	The test level for signal ports, telecommunication ports and control ports shall be 0.5 kV open circuit voltage as given in IEC 61000‑4‑4 [x];
-	The test level for DC power input/output ports shall be 0.5 kV open circuit voltage as given in IEC 61000‑4‑4 [x];
-	The test level for AC mains power input ports shall be 1 kV open circuit voltage as given in IEC 61000‑4‑4 [x4].
For AC and DC power input ports the transients shall be applied (in parallel) to all the conductors in the cable with reference to the cabinet reference earth (true common mode) and the source impedance shall be 50 .
9.4.3	Performance criteria
NR repeaters:
	The performance criteria of clause X shall apply.
Ancillary equipment:
	The performance criteria of clause X shall apply.
9.5	RF common mode (0.15 MHz - 80 MHz)
Texts will be added.
The test shall be performed on AC mains power input/output ports.
This test shall be performed on signal ports, telecommunication ports, control and DC power input/output ports, which may have cables longer than 3 m.
Where this test is not carried out on a port or any other ports because the manufacturer declares that it is not intended to be used with cables longer than stated above, a list of ports which were not tested shall be included in the test report.
This test shall be performed on a representative configuration of the equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
NOTE:	This test can also be performed using the intrusive method, where appropriate, see IEC 61000‑4‑6 [x].
9.5.1	Definition
This test assesses the ability of radio equipment and ancillary equipment to operate as intended in the presence of a radio frequency electromagnetic disturbance.
9.5.2	Test method and level
The test method shall be in accordance with IEC 61000‑4‑6 [x]:
-	The test signal shall be amplitude modulated to a depth of 80 % by a sinusoidal audio signal of 1 kHz;
-	The stepped frequency increments shall be 50 kHz in the frequency range 150 kHz to 5 MHz and 1% frequency increment of the momentary frequency in the frequency range 5 MHz to 80 MHz;
-	The test level shall be severity level 2 as given in IEC 61000‑4‑6 [x] corresponding to 3 V rms, at a transfer impedance of 150 Ω;
-	The test shall be performed over the frequency range 150 kHz - 80 MHz;
-	The injection method to be used shall be selected according to the basic standard IEC 61000-4-6 [x];
-	Responses of stand-alone receivers or receivers which are part of transceivers occurring at discrete frequencies which are narrow band responses, shall be disregarded, see clause 4.3;
-	The frequencies of the immunity test signal selected and used during the test shall be recorded in the test report.
9.5.3	Performance criteria
NR repeaters:
	The performance criteria of clause X shall apply.
Ancillary equipment:
	The performance criteria of clause X shall apply.
9.6	Voltage dips and interruptions
Texts will be added.
The tests shall be performed on AC mains power input ports.
These tests shall be performed on a representative configuration of the equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
9.6.1	Definition
These tests assess the ability of radio equipment and ancillary equipment to operate as intended in the event of voltage dips and interruptions present on the AC mains power input ports.
9.6.2	Test method and level
The test method shall be in accordance with IEC 61000‑4‑11 [x], where the test levels shall be:
-	Voltage dip: 0 % residual voltage for 0.5 cycle;
-	Voltage dip: 0 % residual voltage for 1 cycle;
-	Voltage dip: 70 % residual voltage for 25/30 cycles (at 50/60 Hz);
-	Voltage interruption: 0 % residual voltage for 250/300 cycles (at 50/60 Hz).
9.6.3	Performance criteria
For a 0 % residual voltage dip test, the performance criteria for transient phenomena shall be applied:
-	Criteria x for NR repeaters
-	Criteria x for ancillary equipment
For a 70% residual voltage dip test and for voltage interruption test, the following applies:
1.	In the case where the equipment is fitted with or connected to a battery back-up, the following performance criteria shall be applied:
-	Criteria x for NR repeaters
-	Criteria x for ancillary equipment
2.	In the case where the equipment is powered solely from the AC mains supply (without the use of a parallel battery back-up) volatile user data may have been lost and if applicable the communication link need not to be maintained and lost functions should be recoverable by user or operator:
-	No unintentional responses shall occur at the end of the test, when the voltage is restored to nominal.
-	In the event of loss of communications link or in the event of loss of user data, this fact shall be recorded in the test report.
9.7	Surges, common and differential mode
Texts will be added.
The tests shall be performed on AC mains power input ports.
This test shall be additionally performed on telecommunication ports.
These tests shall be performed on a representative configuration of the equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
9.7.1	Definition
These tests assess the ability of radio equipment and ancillary equipment to operate as intended in the event of surges being present at the AC mains power input ports and telecommunication ports.
9.7.2	Test method and level
The test method shall be in accordance with IEC 61000-4-5 [x].
The requirements and evaluation of test results given in clause 9.7.2.1 (telecommunication ports, outdoor cables), clause 9.7.2.2 (telecommunication ports, indoor cables) and clause 9.7.2.3 (AC power ports) shall apply, but no test shall be required where normal functioning cannot be achieved, because of the impact of the CDN on the EUT.
9.7.2.1	Test method for telecommunication ports directly connected to outdoor cables
The test level for telecommunications ports, intended to be directly connected to the telecommunications network via outdoor cables, shall be 1 kV line to ground as given in IEC 61000-4-5 [x]. In this case the total output impedance of the surge generator shall be in accordance with the basic standard IEC 61000-4-5 [x].
The test generator shall provide the 1.2/50 s pulse as defined in IEC 61000-4-5 [x].
9.7.2.2	Test method for telecommunication ports connected to indoor cables
The test level for telecommunication ports, intended to be connected to indoor cables (longer than 10 m) shall be 0.5 kV line to ground. In this case the total output impedance of the surge generator shall be in accordance with the basic standard IEC 61000-4-5 [x].
The test generator shall provide the 1.2/50 s pulse as defined in IEC 61000-4-5 [x].
9.7.2.3	Test method for AC power ports
The test level for AC power input ports shall be 2 kV line to ground, and 1 kV line to line, with the output impedance of the surge generator as given in IEC 61000-4-5 [x].
In telecommunication centres 1 kV line to ground and 0.5 kV line to line shall be used.
The test generator shall provide the 1.2/50 s pulse as defined in IEC 61000-4-5 [x].
9.7.3	Performance criteria
NR repeaters:
	The performance criteria of clause X shall apply.
Ancillary equipment:
	The performance criteria of clause X shall apply.
----- End of TP -----
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