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	Reason for change:
	Based on the LS from RAN2 R2-2102495 and the LS reply from RAN4 R4-2108003, the following statements can be observed.
- The simultaneous Rx/Tx capability is needed for any TDD-TDD and TDD-FDD inter-band NR DC.
- With the legacy RAN2 signalling, it is feasible to indicate simultaneous RxTx UE capability separately for NR CA and NR-DC.

But currently the notes of mandatory simultaneous Rx/Tx capability for FR1+FR2 NR-DC configurations are missing.
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Table 5.5B.7-1: Inter-band NR-DC configurations between FR1 and FR2 (two bands)
	Downlink NR DC
configuration
	Uplink NR DC
configuration

	DC_n3A-n257A1
DC_n3A-n257D1
DC_n3A-n257G1
DC_n3A-n257H1
DC_n3A-n257I1
	DC_n3A-n257A
DC_n3A-n257D
DC_n3A-n257G
DC_n3A-n257H
DC_n3A-n257I

	DC_n28A-n257A1
DC_n28A-n257D1
DC_n28A-n257G1
DC_n28A-n257H1
DC_n28A-n257I1
	DC_n28A-n257A
DC_n28A-n257D
DC_n28A-n257G
DC_n28A-n257H
DC_n28A-n257I

	DC_n77A-n257A1
DC_n77A-n257D1
DC_n77A-n257E1
DC_n77A-n257F1
DC_n77A-n257G1
DC_n77A-n257H1
DC_n77A-n257I1
DC_n77A-n257J1
DC_n77A-n257K1
DC_n77A-n257L1
DC_n77A-n257M1
DC_n77C-n257A
DC_n77C-n257D
DC_n77C-n257E
DC_n77C-n257F
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M

	DC_n77(2A)-n257A1
DC_n77(2A)-n257G1
DC_n77(2A)-n257H1
DC_n77(2A)-n257I1
DC_n77(2A)-n257J
DC_n77(2A)-n257K
DC_n77(2A)-n257L
DC_n77(2A)-n257M
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M

	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I
DC_n77A-n261J
DC_n77A-n261K
DC_n77A-n261L
DC_n77A-n261M
	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I
DC_n77A-n261J
DC_n77A-n261K
DC_n77A-n261L
DC_n77A-n261M

	DC_n77A-n261(2A)
DC_n77A-n261(2G)
DC_n77A-n261(2H)
DC_n77A-n261(2I)
DC_n77A-n261(3A)
DC_n77A-n261(4A)
	DC_n77A-n261A

	DC_n77A-n261(A-G)
DC_n77A-n261(A-H)
DC_n77A-n261(A-I)
DC_n77A-n261(G-H)
DC_n77A-n261(G-I)
DC_n77A-n261(H-I)
	DC_n77A-n261A

	DC_n78A-n257A1
DC_n78A-n257D1
DC_n78A-n257E1
DC_n78A-n257F1
DC_n78A-n257G1
DC_n78A-n257H1
DC_n78A-n257I1
DC_n78A-n257J1
DC_n78A-n257K1
DC_n78A-n257L1
DC_n78A-n257M1
DC_n78C-n257A
DC_n78C-n257D
DC_n78C-n257E
DC_n78C-n257F
	DC_n78A-n257A
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I

	DC_n79A-n257A1
DC_n79A-n257D1
DC_n79A-n257E1
DC_n79A-n257F1
DC_n79A-n257G1
DC_n79A-n257H1
DC_n79A-n257I1
DC_n79A-n257J
DC_n79A-n257K
DC_n79A-n257L
DC_n79A-n257M
DC_n79C-n257A
DC_n79C-n257D
DC_n79C-n257E
DC_n79C-n257F
	DC_n79A-n257A

	NOTE 1:	Applicable for UE supporting inter-band NR DC with mandatory simultaneous Rx/Tx capability.
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Table 5.5B.7-2: Inter-band NR-DC configurations between FR1 and FR2 (three bands)
	Downlink NR DC
configuration
	Uplink NR DC
configuration

	DC_n3A-n28A-n257A1
DC_n3A-n28A-n257G1
DC_n3A-n28A-n257H1
DC_n3A-n28A-n257I1
	DC_n3A-n28A
DC_n3A-n257A
DC_n3A-n257G
DC_n3A-n257H
DC_n3A-n257I
DC_n28A-n257A
DC_n28A-n257G
DC_n28A-n257H
DC_n28A-n257I

	DC_n3A-n77A-n257A1
DC_n3A-n77A-n257G1
DC_n3A-n77A-n257H1
DC_n3A-n77A-n257I1
	DC_n3A-n77A
DC_n3A-n257A
DC_n3A-n257G
DC_n3A-n257H
DC_n3A-n257I
DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I

	DC_n3A-n77(2A)-n257A1
DC_n3A-n77(2A)-n257G1
DC_n3A-n77(2A)-n257H1
DC_n3A-n77(2A)-n257I1
	DC_n3A-n77A
DC_n3A-n257A
DC_n3A-n257G
DC_n3A-n257H
DC_n3A-n257I
DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I

	DC_n3A-n78A-n257A1
DC_n3A-n78A-n257G1
DC_n3A-n78A-n257H1
DC_n3A-n78A-n257I1
	DC_n3A-n78A
DC_n3A-n257A
DC_n3A-n257G
DC_n3A-n257H
DC_n3A-n257I
DC_n78A-n257A
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I

	DC_n28A-n77A-n257A1
DC_n28A-n77A-n257G1
DC_n28A-n77A-n257H1
DC_n28A-n77A-n257I1
	DC_n28A-n77A
DC_n28A-n257A
DC_n28A-n257G
DC_n28A-n257H
DC_n28A-n257I
DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I

	DC_n28A-n78A-n257A1
DC_n28A-n78A-n257G1
DC_n28A-n78A-n257H1
DC_n28A-n78A-n257I1
	DC_n28A-n78A
DC_n28A-n257A
DC_n28A-n257G
DC_n28A-n257H
DC_n28A-n257I
DC_n78A-n257A
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I

	NOTE 1:	Applicable for UE supporting inter-band NR DC with mandatory simultaneous Rx/Tx capability.
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