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[bookmark: _Toc20994290][bookmark: _Toc29812149][bookmark: _Toc37139337][bookmark: _Toc37268341][bookmark: _Toc37268435][bookmark: _Toc45879645][bookmark: _Toc52563739][bookmark: _Toc52563834][bookmark: _Toc52563927][bookmark: _Toc61181832][bookmark: _Toc61181786][bookmark: _Toc52563881][bookmark: _Toc52563788][bookmark: _Toc52563693][bookmark: _Toc45879599][bookmark: _Toc37268389][bookmark: _Toc37268295][bookmark: _Toc37139291][bookmark: _Toc29812103][bookmark: _Toc20994244]9.2.2	Test method and level
The test method shall be in accordance with IEC 61000‑4‑3 [18], which specified test methodology based on anechoic chamber. The use of reverberation chamber test method according to IEC 61000-4-21 [29], clause 6.1 and Annex D as alternative method is allowed.
For transmitters, receivers and transceivers the following requirements shall apply:
-	The test level shall be 3 V/m amplitude modulated to a depth of 80 % by a sinusoidal audio signal of 1 kHz;
-	The stepped frequency increments shall be 1 % of the momentary frequency;
-	The test shall be performed over the frequency range 80 MHz  - 6000 MHz; with the exception of the exclusion band for receivers (see clause 4.4);
-	Responses in stand-alone receivers or receivers which are part of transceivers occurring at discrete frequencies which are narrow band responses, shall be disregarded, see clause 4.3;
-	The frequencies selected during the test shall be recorded in the test report.
-	For the test method in accordance with IEC 61000-4-3[18], the following spatial exclusion zone can be chosen to protect the base station receiver. For the frequency arrange above 690 MHz (according to the test method in ETSI EN 301 489-50 [28]), the EMC RF electromagnetic field immunity requirement applies on the non-radiated faces of the BS type 1-O and BS type 2-O. In the range of angles except the operational range of angles of the BS type 1-O and BS type 2-O antenna (i.e. except for the half sphere around the EUT radiating direction as depicted on figure 9.2.2-1) and for the frequency range above 690 MHz (according to the test method in ETSI EN 301 489-50 [28]), the EMC RF electromagnetic field immunity requirement applies. In other cases, to protect the BS type 1-O and BS type 2-O, exclusion band sizes as depicted in Table 4.4.2-1 shall be considered.
[image: 图片1]
Figure 9.2.2-1: EMC RF electromagnetic field immunity requirement testing directions for BS type 1-O and BS type 2-O (horizontal plane depicted) with the spatial exclusion zone applied
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