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[bookmark: _Toc74663399]8.4.2.4	Minimum requirements for PRACH with LRA=1151 and LRA=571
The probability of detection shall be equal to or exceed 99% for the SNR levels listed in Tables 8.4.2.4-1 to 8.4.2.4-2.
Table 8.4.2.4-1: Missed detection requirements for PRACH with LRA=1151, 15 kHz SCS
	Number of 
	Number of
	Propagation
	Frequency
	SNR (dB)

	TX antennas
	RX antennas
	conditions and correlation matrix (Annex G)
	offset
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	AWGN
	0
	[-21.4]
	[-25.4]
	[-21.4]

	
	
	TDLA30-10 Low
	400 Hz
	[-15.1]
	[-18.3]
	[-15.2]



Table 8.4.2.4-2: Missed detection requirements for PRACH with LRA=571, 30 kHz SCS
	Number of 
	Number of
	Propagation
	Frequency
	SNR (dB)

	TX antennas
	RX antennas
	conditions and correlation matrix (Annex G)
	offset
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	AWGN
	0
	[-18.4]
	[-22.3]
	[-18.4]

	
	
	TDLA30-10 Low
	400 Hz
	[-12.1]
	[-15.8]
	[-12.1]
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