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Background
[bookmark: _GoBack]In RAN4 #99-e meeting, WF R4-2108102[1] is approved and simulation assumptions were determined for simulation alignment. In this paper, we provide our aligned simulation results.
Simulation results
[bookmark: OLE_LINK66][bookmark: OLE_LINK67][bookmark: OLE_LINK29]FR1 FDD 2T2R
	[bookmark: OLE_LINK8]SNR(dB)
	Throughput
	% of peak Throughput
	Median CQI
	Median RI
	BLER

	0
	4.5412
	7.04%
	3
	1
	0.1904

	2
	6.4363
	9.97%
	4
	1
	0.2093

	4
	8.7536
	13.56%
	5
	1
	0.1572

	6
	10.8637
	16.83%
	6
	1
	0.1253

	8
	13.1438
	20.37%
	7
	1
	0.1156

	10
	15.4303
	23.91%
	8
	1
	0.1337

	12
	17.7272
	27.47%
	9
	1
	0.1513

	14
	19.8837
	30.81%
	10
	1
	0.166

	16
	22.0254
	34.13%
	7
	2
	0.2005

	18
	24.802
	38.43%
	8
	2
	0.2336

	20
	29.0341
	44.99%
	9
	2
	0.2299



FR1 FDD 2T4R
	[bookmark: OLE_LINK9]SNR(dB)
	Throughput
	% of peak Throughput
	Median CQI
	Median RI
	BLER

	0
	5.6456
	8.75%
	4
	1
	0.1085

	2
	7.9368
	12.30%
	5
	1
	0.0857

	4
	9.6119
	14.89%
	4
	2
	0.1419

	6
	14.2388
	22.06%
	5
	2
	0.1054

	8
	17.0344
	26.39%
	6
	2
	0.0591

	10
	21.2455
	32.92%
	7
	2
	0.0459

	12
	25.6003
	39.67%
	8
	2
	0.0543

	14
	29.1924
	45.23%
	9
	2
	0.0634

	16
	33.0315
	51.18%
	10
	2
	0.0530

	18
	37.3204
	57.83%
	11
	2
	0.0312

	20
	41.4903
	64.29%
	11
	2
	0.0132



FR1 TDD 2T2R
	[bookmark: OLE_LINK10][bookmark: OLE_LINK11]SNR(dB)
	Throughput
	% of peak Throughput
	Median CQI
	Median RI
	BLER

	0
	11.8742
	5.72%
	3
	1
	0.2572

	2
	15.936
	7.68%
	4
	1
	0.2816

	4
	22.1544
	10.68%
	5
	1
	0.2567

	6
	28.3854
	13.68%
	6
	1
	0.2285

	8
	34.7398
	16.75%
	7
	1
	0.195

	10
	40.4833
	19.52%
	8
	1
	0.2177

	12
	46.8478
	22.58%
	9
	1
	0.2357

	14
	53.9455
	26.01%
	9
	1
	0.2461

	16
	63.6243
	30.67%
	7
	2
	0.2398

	18
	74.0672
	35.71%
	8
	2
	0.2405

	20
	83.7346
	40.37%
	8
	2
	0.2508



FR1 TDD 2T4R
	[bookmark: OLE_LINK12][bookmark: OLE_LINK13]SNR(dB)
	Throughput
	% of peak Throughput
	Median CQI
	Median RI
	BLER

	0
	20.2543
	9.76%
	4
	1
	0.1343 

	2
	26.7814
	12.91%
	5
	1
	0.1921 

	4
	32.5128
	15.67%
	4
	2
	0.2172 

	6
	44.8313
	21.61%
	5
	2
	0.1758 

	8
	57.0584
	27.51%
	6
	2
	0.1426 

	10
	68.7512
	33.14%
	6
	2
	0.0727 

	12
	80.8913
	39.00%
	8
	2
	0.0912 

	14
	90.664
	43.71%
	9
	2
	0.1115 

	16
	100.609
	48.50%
	10
	2
	0.1458 

	18
	111.956
	53.97%
	11
	2
	0.1443 

	20
	125.758
	60.63%
	11
	2
	0.0896 



FR2 TDD 
	SNR(dB)
	Throughput
	% of peak Throughput
	Median CQI
	Median RI
	BLER

	0
	19.2518
	7.91%
	5
	1
	0.2449

	2
	25.4355
	10.44%
	7
	1
	0.2853

	4
	34.3148
	14.09%
	8
	1
	0.2653

	6
	45.7571
	18.79%
	9
	1
	0.1901

	8
	54.0838
	22.21%
	9
	1
	0.1915

	10
	59.1764
	24.30%
	11
	1
	0.2756

	12
	71.9905
	29.56%
	12
	1
	0.2775

	14
	82.9736
	34.07%
	9
	2
	0.2897

	16
	95.6175
	39.26%
	10
	2
	0.2883

	18
	110.282
	45.28%
	11
	2
	0.3005

	20
	134.648
	55.29%
	12
	2
	0.2688



Conclusion
In this contribution, we share our initial simulation results for alignment as per the agreed simulation assumptions captured in WF[1].
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