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1	Introduction
In RAN4 99-e, there were some discussions on the scope and the work plan of IAB enhancement RRM. Some of the WF [1] is copied below.
	RAN4 investigate if new transmission error requirement would be needed for case 6 timing enabling based on RAN1 agreements and also based on agreements in the RF session.



This paper discusses the issues listed above and provide our view.
2	Discussions
During RAN1 105-e meeting, 
	Agreement
RAN1 to downselect how the IAB-MT Tx timing is set for Case 6 timing at a given IAB-node:
· Alt1: the IAB-MT Tx timing is obtained by the node via the legacy TA loop plus an offset from the parent node.
· FFS details of the required offset.
· Alt2: the IAB-MT Tx timing is set by the node to the timing obtained for the node’s DL Tx.
· Alt3: the IAB-MT Tx timing is obtained by the node jointly with the IAB-DU Tx timing via a common offset from the parent node.
Downselection to consider at least the following aspects:
· Dependency of DL synchronization schemes at the IAB-DU
· Potential additional signaling overhead.
· Achievable DU Tx / MT Tx alignment error tolerance.
· Suitability for switching between timing modes.



From the above RAN1 agreements, it’s clear that the basic method for IAB-MT to obtain Tx timing is not decided yet. If option 1 will be agreed then traditional TA method is adopted, then RRM requirements can follow traditional TA methods. Option 2 and 3 says that the IAB-MT Tx timing can be set or obtained from parent node but doesn’t imply which signalling shall be used. Without the detailed signalling RAN4 cannot start to work on requirements on timing (at least the core requirement relies on the choice of signalling).
Observation 1: RAN1 hasn’t decided on the method for IAB-MT to obtain case 6 timing.
RAN4 shall wait for RAN1 agreement on the method to obtain timing and then work on RRM requirements.  
3	Conclusion
Observation 1: RAN1 hasn’t decided on the method for IAB-MT to obtain case 6 timing.
Proposal 1: RAN4 shall wait for RAN1 agreement on the method to obtain timing and then work on RRM requirements.  
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