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1	Introduction
In RAN 92-e, the WID of NR sidelink relay was approved. Some of the contents in the WID [1] are copied below.
	[bookmark: _Hlk67323386]The objective of this work item is to specify solutions to enable single-hop, sidelink-based, L2 and L3 based UE-to-Network (U2N) relaying. 
Work Item objectives on aspects common to both L2 and L3:
1. Specify mechanisms for U2N relay discovery and (re)selection for L3 and L2 relaying [RAN2, RAN4]
a. Re-use LTE relay discovery and (re)selection as baseline




This paper discusses some general aspects on sidelink relay for NR.
2	Discussions
From the WID [1] it’s seen that RAN4 is only responsible for defining core and performance requirements for relay discovery and selection / reselection procedures.
Observation 1: RAN4 is only responsible for defining core and performance requirements for relay discovery and selection / reselection procedures.
There were some discussions also on whether the sidelink relay shall support multi-hop scenario, or, whether the relay can support UE-to-UE sidelink communication. It is quite clear from the WID that multi-hop or relay for UE-to-UE sidelink is out of the scope of this WI.
Observation 2: Multi-hop or relay for UE-to-UE sidelink is out of the scope of this WI.
RAN4 shall focus on defining core and performance requirements for relay discovery and selection / reselection procedures using LTE as baseline without touching other RRM requirements.
3	Conclusion
Observation 1: RAN4 is only responsible for defining core and performance requirements for relay discovery and selection / reselection procedures.
Observation 2: Multi-hop or relay for UE-to-UE sidelink is out of the scope of this WI.
Proposal 1: RAN4 shall focus on defining core and performance requirements for relay discovery and selection / reselection procedures using LTE as baseline without touching other RRM requirements.
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