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Introduction
In this RAN4 meeting, there was one LS received from RAN2 on the confirmation on the relative term reference to RAN4 TS 38.174, therefore in this contribution, we want to share our views to response that LS.
[bookmark: OLE_LINK20][bookmark: OLE_LINK13][bookmark: OLE_LINK10][bookmark: OLE_LINK14]Discussion 
It is RAN2 understanding that the maximum TX power level PEMAX1, PEMAX2 and the maximum RF output power PPowerClass for IAB-MT can be referred to the RAN4 specification TS 38.174. Therefore, RAN2 endorsed the CRs to TS 38.304 and TS 36.304 in R2-2106724 and R2-2106725. 
Reply LS: there are no PEMAX1, PEMAX2, PPowerClass definition for IAB-MT in TS 38.174 and only rated output power limitation for IAB-MT type 1-H/1-O defined. 
References
[1] R4-2111712, LS to RAN4 on power class and P-max for IAB-MT cell selection, approved
[2] TS 38.174
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1. Overall Description:
RAN4 would like to thank RAN1 for the (R2-2106726) LS to RAN4 on power class and P-max for IAB-MT cell selection. RAN4 has discussed the issues raised by RAN2 and concluded the following answers:
There are no PEMAX1, PEMAX2, PPowerClass defined for IAB-MT in TS 38.174 and only rated output power limitation for IAB-MT type 1-H/1-O defined.

2. Actions:
To RAN1 group.
ACTION: 	RAN4 respectfully asks RAN1 to take the above information into account.

3. Date of Next TSG-RAN WG4 Meetings:
TSG-RAN4 Meeting#101e 	   1st – 12th Nov 2021	Electronic Meeting
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