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1 Introduction

The following was agreed [1] in RAN4#99-e on PRS-RSRP measurement requirements:
· Applicable requirements for PRS-RSRP configured for DL-TDOA
· Option 1 (HW, Nokia, Intel)
· Requirements for RSTD in clause 9.9.2 apply 
· Option 2a (ZTE, vivo, OPPO, Ericsson)
· Requirements for PRS-RSRP in clause 9.9.3 apply 
· Option 2b (OPPO)
· Current requirements in clause 9.9.3 also apply for the case when PRS-RSRP is measured for DL-TDOA, except the following scenarios: 
· If handover occurs while PRS-RSRP measurements for Multi-RTT are being performed, or 
· If other cell change impacting SRS configuration occurs while PRS-RSRP measurements for Multi-RTT are being performed 
· When PRS-RSRP is configured for multi-RTT, UE Rx-Tx time difference and PRS-RSRP measurements are performed over the same measurement period
In this contribution, we discuss further the above open issues on PRS-RSRP measurement requirements for the case when PRS-RSRP configured for DL-TDOA.
2 PRS-RSRP Measurement when Configured with RSTD 
The following was already agreed regarding when PRS-RSRP is configured for DL-TDOA [2]:

· When PRS-RSRP is configured for DL-TDOA, RSTD and RSRP are performed over the same measurement period.
The main issue is which requirements are met by the UE for PRS-RSRP when the PRS-RSRP is configured for DL-TDOA. The assistance data is the same for both RSTD and PRS-RSRP measurements. Therefore, the measurement periods of RSTD and PRS-RSRP will be the same. However, post processing etc of the two measurements may be done at different times depending on the UE implementation. Also, technically PRS-RSRP and RSTD are different measurements. Therefore, from specification perspective the PRS-RSRP measurement should meet PRS-RSRP requirements not RSTD. Therefore, to avoid confusion we should specify that the PRS-RSRP measurement meets PRS-RSRP requirements when configured for DL-TDOA.

3 Summary

Following are the same observations and proposals:
· Observation 1: The following was agreed: When PRS-RSRP is configured for DL-TDOA, RSTD and RSRP are performed over the same measurement period.
· Observation 2: PRS-RSRP and RSTD are technically different measurements even if performed over the same measurement period and performed by using the same assistance data.
· Proposal 1: When PRS-RSRP is configured for DL-TDOA then PRS-RSRP meets requirements defined for  PRS-RSRP in clause 9.9.3, TS 38.133.
A draft CR capturing the above proposal is provided in [3].
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