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6.2A.3.1.3	UE additional maximum output power reduction for Inter-band CA
Unless specified in Table 6.2A.3.1.3-1, for inter-band carrier aggregation with uplink assigned to two NR bands, the requirements in clause 6.2.3 apply for each uplink component carrier. The requirements in Table 6.2A.3.1.3-1 are specified in terms of an additional spectrum emission requirement with their associated network signalling values and the allowed A-MPR. These requirements apply on each component carrier when both component carriers are activated. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet the additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.  For inter-band carrier aggregation with uplink assigned to one NR band, the requirements defined in clause 6.2.3 apply.
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. In case of a power class 3 UE, when IE powerBoostPi2BPSK is set to 1, power class 2 A-MPR values apply.
For almost contiguous allocations in CP-OFDM waveforms in power class 3, the allowed A-MPR defined in clause 6.2.3 is increased by CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB, where NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs, and the parameter LCRB is replaced by NRB_alloc + NRB_gap in specifying the RB allocation regions. 
Unless otherwise specified, pi/2 BPSK in following A-MPR tables refers to both variants of pi/2 BPSK referenced in 6.2.2 tables 6.2.2-1. 
The emission requirements specified in Table 6.2A.3.1.3-1 also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.

Table 6.2A.3.1.3-1: Additional Requirements for uplink inter-band carrier aggregation (two-bands) 
	NR CA combination
	Band
	Applied
NS
	Requirements 
(clause)
	A-MPR 
(table/clause)
	Note

	CA_n1-n3
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	

	CA_n1-n8
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n1-n28
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1,2

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	
	n28
	17
	6.5.3.3.2
	N/A
	

	CA_n1-n40
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	CA_n1-n41
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n1-n78
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	CA_n1-n79
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	CA_n3-n8
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n3-n28
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1,2

	
	n28
	17
	6.5.3.3.2
	N/A
	

	CA_n3-n40
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n3-n41
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n3-n77
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n3-n78
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n3-n79
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n5-n77
	n5
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n5-n78
	n5
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n5-n79
	n5
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n8-n40
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	1

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n8-n41
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	1

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n8-n78
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	1

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n8-n79
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	1

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n28-n40
	n28
	17
	6.5.3.3.2
	N/A
	2

	CA_n28-n41
	n28
	17
	6.5.3.3.2
	N/A
	2

	
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n28-n77
	n28
	17
	6.5.3.3.2
	N/A
	2

	CA_n28-n78
	n28
	17
	6.5.3.3.2
	N/A
	2

	CA_n40-n41
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n41-n78
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n41-n79
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	NOTE 1:	NS_05U, NS_43U and NS_100 can be signalled for NR bands that have UTRA services deployed.
NOTE 2:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.
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