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1. Introduction
This WF will capture the agreements and potential open issues of V2X band combinations.
2. Agreements in 1st round
In 1st round, the following agreements were made as below:
Issue 1-1-2: Whether MSD apply for all CBW/SCS combinations
Agreements: Option 2: NO. MSDs for n79, n47 and B47 in V2X_n79A-47A and V2X_n79A-n47A do not apply for all BWs and SCS combinations. Whether MSDs apply for all BW and SCS combinations should be based on each specific case.
Issue 1-2-1: Notation for V2X band combinations
Agreements: Option 1: Reuse the principle of CA and DC, i.e. V2X_nX-nY, V2X_X_nY, V2X_nX_Y
3. Way forward
Issue 1-1-1: MSD for V2X_n79A-n47A and V2X_n79A_47A
Candidate options:
· Option 1: Adopt the MSD (3.3dB) for Uu band proposed in paper R4-2112285.
· Option 2: Adopt the MSD (1dB) for Uu band proposed in paper R4-2113420.
· Option 3: Adopt the average value of MSD.
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· Further discuss whether to consider diversity gain in MSD and decide a final MSD in the next meeting.

4. Reference
[1] R4-2114735, Email discussion summary for [100-e][115] NR_LTE_V2X_PC5_combos, Moderator (CATT), RAN4#100-e
[2] R4-2111947, On notation for V2X band combinations, CATT, RAN4#100-e
[3] R4-2112285, Calculation of MSD for n79 for V2X_n79A-n47A and V2X_n79A-47A and accompanying TP, Qualcomm Incorporated, RAN4#100-e
[4] R4-2113420, Discussion and TP for TR 37.875 on MSD for V2X_n79A-n47A and V2X_n79A_47A, Huawei, HiSilicon, RAN4#100-e
Page 1
