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<<Start of FIRST change >>

[bookmark: _Toc21127782][bookmark: _Toc29811991][bookmark: _Toc36817543][bookmark: _Toc37260466][bookmark: _Toc37267854][bookmark: _Toc44712461][bookmark: _Toc45893773]11.3.2.4.1.1	General
The ACK missed detection probability is the probability of not detecting an ACK when an ACK was sent.
The ACK missed detection requirement only applies to the PUCCH format 2 with 4 UCI bits.
Table 11.3.2.4.1.1-1: Test Parameters
	Parameter
	Value 

	Modulation order
	QSPK

	First PRB prior to frequency hopping
	0

	Intra-slot frequency hopping
	enabledN/A

	First PRB after frequency hopping
	The largest PRB index – (Number of PRBs-1)

	Number of PRBs
	4

	Number of symbols
	1

	The number of UCI information bits
	4

	First symbol
	13

	DM-RS sequence generation
	NID0=0



<<END of FIRST change >>



<<Start of SECOND change >>

[bookmark: _Toc21127785][bookmark: _Toc29811994][bookmark: _Toc36817546][bookmark: _Toc37260469][bookmark: _Toc37267857][bookmark: _Toc44712464][bookmark: _Toc45893776]11.3.2.4.2.1	General
The UCI block error probability (BLER) is defined as the probability of incorrectly decoding the UCI information when the UCI information is sent. The UCI information does not contain CSI part 2. 
The transient period as specified in TS 38.101-1 [17] and TS 38.101-2 [18] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC centre, i.e. intra-slot frequency hopping is enabled.
The UCI performance only applies to the PUCCH format 2 with 22 UCI bits.
Table 11.3.2.4.2.1-1: Test Parameters
	Parameter
	Value

	Modulation order
	QSPK

	First PRB prior to frequency hopping
	0

	Intra-slot frequency hopping
	N/Aenabled

	First PRB after frequency hopping
	The largest PRB index – (Number of PRBs – 1)

	Number of PRBs
	9

	Number of symbols
	2

	The number of UCI information bits
	22

	First symbol
	12

	DM-RS sequence generation
	NID0=0



<<END of SECOND change >>



