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[bookmark: _Hlk79052165][Unaffected Portions Skipped]
[bookmark: _Toc21351687][bookmark: _Toc29807269][bookmark: _Toc36648983][bookmark: _Toc36651708][bookmark: _Toc37256642][bookmark: _Toc37256983][bookmark: _Toc45890713][bookmark: _Toc45891937][bookmark: _Toc45892347][bookmark: _Toc45892757][bookmark: _Toc52353171][bookmark: _Toc53174994][bookmark: _Toc61378331][bookmark: _Toc61378806][bookmark: _Toc67953998][bookmark: _Toc68733665][bookmark: _Toc68784981][bookmark: _Toc76736941][bookmark: _Toc77241353][bookmark: _Toc77241858]6.5B.4	Additional spurious emissions
[bookmark: _Toc21351688][bookmark: _Toc29807270][bookmark: _Toc36648984][bookmark: _Toc36651709][bookmark: _Toc37256643][bookmark: _Toc37256984][bookmark: _Toc45890714][bookmark: _Toc45891938][bookmark: _Toc45892348][bookmark: _Toc45892758][bookmark: _Toc52353172][bookmark: _Toc53174995][bookmark: _Toc61378332][bookmark: _Toc61378807][bookmark: _Toc67953999][bookmark: _Toc68733666][bookmark: _Toc68784982][bookmark: _Toc76736942][bookmark: _Toc77241354][bookmark: _Toc77241859]6.5B.4.1	General
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
[bookmark: _Toc21351689][bookmark: _Toc29807271][bookmark: _Toc36648985][bookmark: _Toc36651710][bookmark: _Toc37256644][bookmark: _Toc37256985][bookmark: _Toc45890715][bookmark: _Toc45891939][bookmark: _Toc45892349][bookmark: _Toc45892759][bookmark: _Toc52353173][bookmark: _Toc53174996][bookmark: _Toc61378333][bookmark: _Toc61378808][bookmark: _Toc67954000][bookmark: _Toc68733667][bookmark: _Toc68784983][bookmark: _Toc76736943][bookmark: _Toc77241355][bookmark: _Toc77241860][bookmark: _Hlk78287563]6.5B.4.1.1	Minimum requirement (network signalled value "NS_04")
When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5B.4.1.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.5B.4.1.1-1: Additional requirements
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	2495 ≤ f < 2496
	-13
	1 % of Channel BW for contiguous BW up to 100 MHz,
1 MHz for contiguous BW > 100 MHz

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0 < f < 2490.5
	-25
	1 MHz




6.5B.4.2	Inter-band EN-DC within FR1
[bookmark: _Hlk78358985]For inter-band EN-DC within FR1, the requirements in Table 6.5B.4.2-1 are specified in terms of an additional spectrum emission requirement. These requirements also apply for the frequency ranges that are less than FOOB (MHz) from the edge of the channel bandwidth specified in TS 36.101 [4] and TS 38.101-1 [2], respectively.
Table 6.5B.4.2A-1: Additional Requirements for inter-band EN-DC (two-bands) 

	[bookmark: _Hlk79060835]NR CA combination
	Band
	Applied_NS
	Note

	DC_1_n3
	1
	05
	1

	
	n3
	100
	

	DC_1_n5
	1
	05
	1

	
	n5
	100
	

	DC_1_n8
	1
	05
	1

	
	n8
	43/43U
	

	DC_1_n28
	1
	05
	2

	
	n28
	17
	

	DC_1_n40
	1
	05
	

	DC_1_n41
	1
	05
	

	
	n41
	47
	

	DC_1_n77 DC_1_n84_ULSUP-TDM_n77
	1
	05
	1

	
	n84
	05/05U
	

	DC_1_n78
DC_1_n84_ULSUP-TDM_n78
	1
	05
	1

	
	n84
	05/05U
	

	DC_1_n79
DC_1_n84_ULSUP-TDM_n79
	1
	05
	1

	
	n84
	05/05U
	

	DC_3_n5
	n5
	100
	1

	DC_3_n8
	n8
	43/43U
	1

	DC_3_n28
	n28
	17
	2

	DC_3_n41,
DC_3_n80_ULSUP-TDM_n41
	n41
	47
	1

	
	n80
	100
	

	DC_8_n1
	n1
	05/05U
	1, 3

	DC_8_n3
	n3
	100
	1, 3

	DC_8_n28
	n28
	17
	2, 3

	DC_8_n41,
DC_8_n81_ULSUP-TDM_n41
	n41
	47
	3

	
	n81
	43/43U
	

	DC_11_n3
	n3
	100
	1

	DC_11_n28
	n28
	17
	2

	DC_11_n41
	n41
	47
	

	DC_18_n3
	n3
	100
	1

	DC_18_n28
	n28
	17
	2

	DC_19_n1
	19
	08
	1

	
	n1
	05/05U
	

	DC_19_n77
	19
	08
	

	DC_19_n78
	19
	08
	

	DC_19_n79
	19
	08
	

	DC_21_n1
	21
	09
	1

	
	n1
	05/05U
	

	DC_21_n28
	21
	09
	2

	
	n28
	17
	

	DC_21_n77
	21
	09
	

	DC_21_n78
	21
	09
	

	DC_21_n79
	21
	09
	

	DC_28_n1
	28
	17
	1, 2

	
	n1
	05/05U
	

	DC_28_n3
	n3
	100
	2

	
	28
	17
	

	DC_28_n5
	28
	17
	1, 2

	
	n5
	100
	

	DC_28_n8
	28
	17
	1, 2

	
	n8
	43/43U
	

	DC_28_n40
	28
	17
	2

	DC_28_n41
	28
	17
	2

	
	n41
	47
	

	DC_28_n77
	28
	17
	2

	DC_28_n78
	28
	17
	2

	DC_28_n79
	28
	17
	2

	DC_40_n1
	n1
	05/05U
	1

	DC_40_n41
	n41
	47
	

	DC_41_n3
	n3
	100
	1

	DC_41_n28
	n28
	17
	2

	DC_42_n1
	n1
	05/05U
	1

	DC_42_n3
	n3
	100
	1

	DC_42_n28
	n28
	17
	2

	NOTE 1:	NS_05U, NS_43U and NS_100 can be signalled for NR bands that have UTRA services deployed and protected range is specified in clause 6.5.2.4.2 of TS38.101-1[2].
NOTE 2:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.
NOTE 3:	This requirement is applicable only for the following cases: A: for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 902.5 MHz ≤ Fc < 907.5 MHz with an uplink transmission bandwidth less than or equal to 20 RB; B: for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 907.5 MHz ≤ Fc ≤ 912.5 MHz without any restriction on uplink transmission bandwidth; C: for carriers of 10 MHz channel bandwidth when carrier centre frequency (Fc) is Fc = 910 MHz with an uplink transmission bandwidth less than or equal to 32 RB with RBstart > 3.




6.5B.4.2A	Inter-band NE-DC within FR1
For inter-band NE-DC within FR1, the requirements in Table 6.5B.4.2A-1 are specified in terms of an additional spectrum emission requirement. These requirements also apply for the frequency ranges that are less than FOOB (MHz) from the edge of the channel bandwidth specified in TS 38.101-1 [2] and TS 36.101 [4], respectively.

[bookmark: _Hlk79060787]Table 6.5B.4.2A-1: Additional Requirements for inter-band NE-DC (two-bands) 
	NR CA combination
	Band
	Applied_NS
	Note

	DC_n1_28
	n1
	05/05U
	1, 2

	
	28
	17
	

	DC_n78_1
	1
	05
	

	NOTE 1:	NS_05U can be signalled for NR bands that have UTRA services deployed and protected range is specified in clause 6.5.2.4.2 of TS38.101-1[2].
NOTE 2:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.
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