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1. Introduction
This contribution is a text proposal for TR 37.827 to include DC_2-48_n77 according to the request in [1]. 

Reference
[1] RP-211172, Revised WID: Power Class 2 for EN-DC with x LTE band + y NR TDD band

1. Text Proposal
[bookmark: _Toc527979877][bookmark: _Toc523750864][bookmark: _Toc523749799]<Start of Text Proposal>
[bookmark: _Toc47701541][bookmark: _Toc519110869][bookmark: _Toc56192244][bookmark: _Toc523749795][bookmark: _Toc523750860][bookmark: _Toc527979873][bookmark: _Toc531769356][bookmark: _Toc39585265][bookmark: _Toc39586608]5.x	DC_2-48_n77 
[bookmark: _Toc47701542][bookmark: _Toc56192245]5.x.1	Transmitter Characteristics 
[bookmark: _Toc494295561][bookmark: _Toc495923661][bookmark: _Toc500344914][bookmark: _Toc507677787][bookmark: _Toc512349565][bookmark: _Toc56192246]5.x.1.1	Maximum Output Power
Table 5.x.1.1-1: Maximum output power for inter-band EN-DC (two bands)
	EN-DC combination
	Power class 2 (dBm)
	Tolerance (dB)

	DC_2A_n77A
	266
	+2/-3

	NOTE 6: The UE supports PC3 within E-UTRA cell group, and supports either PC3 or PC2 within NR cell group. Power class support within each individual cell group is signalled separately by the UE.


[bookmark: _Toc56192247]
5.x.1.2	Configurations for EN-DC
Table 5.x.1.2-1: Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC
Configuration
	Uplink EN-DC
configuration

	DC_2A-48A_n77A
DC_2A-48C_n77A
DC_2A-48D_n77A
	DC_2A_n77A



5.x.1.3	Co-existence study 
[bookmark: MCCQCTEMPBM_00000057][bookmark: MCCQCTEMPBM_00000063][bookmark: MCCQCTEMPBM_00000068][bookmark: MCCQCTEMPBM_00000073]According to the co-existence studies performed, no IMD issue is identified for this configuration.   

[bookmark: _Toc69985540]5.x.2	Receiver Characteristics 
[bookmark: _Toc69985541]5.x.2.1	MSD test points for intermodulation interference due to dual uplink operation for PC2 EN-DC in NR FR1 involving two bands
[bookmark: _GoBack]There is no additional MSD requirement for this PC2 band combination.   


<End of Text Proposal>
