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	Reason for change:
	Based on the LS from RAN2 R2-2102495 and the LS reply from RAN4 R4-2108003, the following statements can be observed.
- The simultaneous Rx/Tx capability is needed for any TDD-TDD and TDD-FDD inter-band NR DC.
- With the legacy RAN2 signalling, it is feasible to indicate simultaneous RxTx UE capability separately for NR CA and NR-DC.

But currently the notes of mandatory simultaneous Rx/Tx capability for FR1 NR-DC configurations are missing.


	
	

	Summary of change:
	Update the note of mandatory simultaneous Rx/Tx capability for some FR1 NR-DC configurations based on the reasons above.


	
	

	Consequences if not approved:
	The notes of mandatory simultaneous Rx/Tx capability for some FR1 NR-DC configurations remain missing and the specification remains unclear.
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[bookmark: _Toc45888063][bookmark: _Toc45888662][bookmark: _Toc59649943][bookmark: _Toc61357207][bookmark: _Toc61358981][bookmark: _Toc67915918][bookmark: _Toc75533461][bookmark: _Toc75819347][bookmark: _Toc76508191][bookmark: _Toc76717141]5.5B	Configurations for DC
For an NR DC configuration specified in 5.5B.1-1, the bandwidth combination sets for the corresponding NR CA configuration in 5.5A.3,i.e.,dual uplink inter-band carrier aggregation with uplink assigned to two NR bands, are applicable to Dual Connectivity.
Table 5.5B.1-1: Inter-band NR DC configurations  (two bands)
	NR DC
configuration
	Uplink NR DC
configuration

	DC_n2A-n5A
	DC_n2A-n5A

	DC_n3A-n28A
	DC_n3A-n28A

	DC_n3A-n77A1
	DC_n3A-n77A

	DC_n3A-n77(2A) 1
	DC_n3A-n77A

	DC_n3A-n78A1
	DC_n3A-n78A

	DC_n28A-n77A1
	DC_n28A-n77A

	DC_n28A-n78A1
	DC_n28A-n78A

	NOTE 1:	Applicable for UE supporting inter-band NR DC with mandatory simultaneous Rx/Tx capability.
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