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[bookmark: _Toc502932909]<< Start of change >>
[bookmark: _Toc68701406][bookmark: _Toc29468797][bookmark: _Toc68701336][bookmark: _Toc68701296][bookmark: _Toc37268835][bookmark: _Toc66387937][bookmark: _Toc37268923][bookmark: _Toc60857456][bookmark: _Toc45907536][bookmark: _Toc29468680][bookmark: _Toc68701227][bookmark: _Toc37141029][bookmark: _Toc61184420][bookmark: _Toc13051504]4	General
TSG-RAN has agreed for certain features (see the following clauses) to introduce them in a "release independent way".
This means for each feature:
-	it is "introduced" in a release N, i.e. TS 38.101 [2-5] and TS 38.133 [6] of release N define certain UE requirements for this feature; the feature is indicated in the tables of the following clauses;
-	it is "release independent" starting from a release M (M<N); M for the given feature is provided in the tables of the following clauses;
-	UEs supporting this feature have to fulfil additional requirements in release M or higher which are specified in one or more Annexes of TS 38.307 of release N; the applicable Annexes for a given feature are provided in the tables of the following clauses.
The applicable UE Categories are specified in TS 38.306 [7] according to the release to which the UE conforms.
In the table of release independent features in subsequent clauses, "FDD, TDD" refers to CA or EN-DC configuration composed by only FDD bands or only TDD bands, respectively. "FDD and TDD" refers to CA or EN-DC configuration including both FDD and TDD bands. "SDL and FDD, SDL and TDD" refers to CA configuration including both SDL and FDD bands or both SDL and TDD bands, respectively.  "TDD and SUL" refers to SUL configuration including both TDD and SUL bands. "FDD and TDD and SUL" refers to EN-DC configuration including both FDD, TDD and SUL bands. Unless stated otherwise,  the release independent for the band combinations are from Rel-15.
[bookmark: _Toc37269042][bookmark: _Toc21098341][bookmark: _Toc37141987][bookmark: _Toc37141936][bookmark: _Toc29470568][bookmark: _Toc37142039][bookmark: _Toc37269085][bookmark: _Toc45907608][bookmark: OLE_LINK4]5	Release independent features for NR frequency range 1
[bookmark: _Toc21098342][bookmark: _Toc45907609][bookmark: _Toc37269043][bookmark: _Toc37141937][bookmark: _Toc37141988][bookmark: _Toc37269086][bookmark: _Toc29470569][bookmark: _Toc37142040]<unchanged texts are omitted>
[bookmark: _Toc37141938][bookmark: _Toc37142041][bookmark: _Toc37141989][bookmark: _Toc37269087][bookmark: _Toc52564792][bookmark: _Toc29470570][bookmark: _Toc60857387][bookmark: _Toc61184714][bookmark: _Toc37269044][bookmark: _Toc66390023][bookmark: _Toc74643162][bookmark: _Toc21098343][bookmark: _Toc66389968][bookmark: _Toc45907610][bookmark: _Toc76540606]5.2	Additional NR CA configurations for NR frequency range 1
[bookmark: _Toc37141990][bookmark: _Toc29470571][bookmark: _Toc60857388][bookmark: _Toc76540607][bookmark: _Toc21098344][bookmark: _Toc37142042][bookmark: _Toc37269045][bookmark: _Toc45907611][bookmark: _Toc37141939][bookmark: _Toc37269088][bookmark: _Toc52564793][bookmark: _Toc61184715][bookmark: _Toc66389969][bookmark: _Toc74643163][bookmark: _Toc66390024]5.2.1	Intraband CA
Requirements for a Rel-16 UE for additional NR intraband CA configurations within FR1 compared to TS 38.101-1 of Rel-16 [2] are introduced via this clause.
Table 5.2.1-1: NR intraband CA within FR1
	Feature
	DL/UL
	CA BW Class
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Intra-band contiguous CA configurations within FR1
	DL
	B, C, D, E, F, G, H, I, J, K, L
	FDD,TDD
	Rel-15
	Table B.3.1-1, Table B.4.2-1

	
	UL
	A,B,C
	FDD,TDD
	Rel-15
	


Table 5.2.1-2: NR intraband non-contiguous CA within FR1
	Feature
	DL/UL
	number of sub-blocks
	maximum number of CCs within a sub-block
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Intra-band non-contiguous CA configurations within FR1
	DL
	2
	1
	FDD, TDD
	Rel-15
	Table B.3.1-1, Table B.4.2-1



[bookmark: _Toc37141940][bookmark: _Toc37141991][bookmark: _Toc21098345][bookmark: _Toc29470572][bookmark: _Toc37142043][bookmark: _Toc45907612][bookmark: _Toc61184716][bookmark: _Toc37269089][bookmark: _Toc37269046][bookmark: _Toc66389970][bookmark: _Toc76540608][bookmark: _Toc66390025][bookmark: _Toc52564794][bookmark: _Toc74643164][bookmark: _Toc60857389]5.2.2	Interband CA
Requirements for a Rel-16 UE for additional NR interband CA configurations within FR1 compared to TS 38.101-1 of Rel-16 [2] are introduced via this clause.
Table 5.2.2-1: NR interband CA within FR1
	Feature
	DL/UL
	Maximum number of bands
	number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band CA configurations within NR FR1
	DL
	4
	5
	A, B, C
	TDD, FDD, SDL and FDD, SDL and TDD, FDD and TDD
	Rel-15
	Table B.3.1-1, Table B.4.2-1

	
	UL
	2
	2
	A
	TDD, FDD, FDD and TDD
	Rel-15
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