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For inter-band carrier aggregation with one uplink carrier assigned to one NR band, the requirements in subclause 6.2.2 apply. For inter-band carrier aggregation with uplink assigned to two NR bands, the requirements in clause 6.2.2 apply for each uplink component carrier.
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Unless otherwise stated, for inter-band carrier aggregation with one uplink carrier assigned to one NR band, the requirements in subclause 6.2.3 apply, for inter-band carrier aggregation with uplink assigned to two NR bands, the requirements in clause 6.2.3 apply for each uplink component carrier.
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For inter-band carrier aggregation with one uplink carrier assigned to one NR band, the requirements in subclause 6.3.2.1 apply. For inter-band carrier aggregation with uplink assigned to two NR bands, the transmit OFF power specified in clause 6.3.2.1 is applicable for each component carrier when the transmitter is OFF on all component carriers. The transmitter is considered to be OFF when the UE is not allowed to transmit on any of its ports.
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For inter-band carrier aggregation with one uplink carrier assigned to one NR band, the requirements in subclause 6.3.3.1 apply. For inter-band carrier aggregation with uplink assigned to two NR bands, the general output power ON/OFF time mask specified in clause 6.3.3.1 is applicable for each component carrier during the ON power period and the transient periods. The OFF period as specified in clause 6.3.3.1 shall only be applicable for each component carrier when all the component carriers are OFF.
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[bookmark: _Toc61356844][bookmark: _Toc53172079][bookmark: _Toc75469529][bookmark: _Toc37254674][bookmark: _Toc29799450][bookmark: _Toc21342990][bookmark: _Toc45887342][bookmark: _Toc67913713][bookmark: _Toc37255317][bookmark: _Toc29769951]6.4A.1.1	Void
[bookmark: _Toc45887343][bookmark: _Toc75469530][bookmark: _Toc67913714][bookmark: _Toc37254675][bookmark: _Toc37255318][bookmark: _Toc29769952][bookmark: _Toc21342991][bookmark: _Toc61356845][bookmark: _Toc53172080][bookmark: _Toc29799451]6.4A.1.2	Void
[bookmark: _Toc29799452][bookmark: _Toc37255319][bookmark: _Toc67913715][bookmark: _Toc61356846][bookmark: _Toc75469531][bookmark: _Toc45887344][bookmark: _Toc29769953][bookmark: _Toc53172081][bookmark: _Toc21342992][bookmark: _Toc37254676]6.4A.1.3	Frequency error for inter-band CA
For inter-band carrier aggregation with one uplink carrier assigned to one NR band, the requirements in subclause 6.4.1 apply. For inter-band carrier aggregation with uplink assigned to two NR bands, the frequency error requirements defined in clause 6.4.1 shall apply on each component carrier with all component carriers active.
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For inter-band carrier aggregation with one uplink carrier assigned to one NR band, the requirements in subclause 6.4.2 apply. For inter-band carrier aggregation with uplink assigned to two NR bands, the transmit modulation quality requirements shall apply on each component carrier as defined in clause 6.4.2 with all component carriers active: PCC with PRB allocation and SCC without PRB allocation and without CSI reporting and SRS configured.
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