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	Reason for change:
	Compared to the Rel-15 version of the TS 37.104, there is a missing note 2 in Table 6.6.2.2-0 (Applicability of operating band unwanted emission requirements for BC2 Wide Area BS). 
	[image: ]



Please also refer to the TS 37.141 Rel-16, where that missing note is present.
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	Addition of the missing note 2 in table 6.6.2.2-0.

	
	

	Consequences if not approved:
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------------------------------ Unmodified part section ------------------------------
Table 6.6.2.2-0: Applicability of operating band unwanted emission requirements for BC2 Wide Area BS
	NR Band operation
	Standalone NB-IoT carrier adjacent to the BS RF bandwidth edge or EUTRA or GSM supported
	Applicable requirement table

	None
	Y/N
	6.6.2.2-1 (option 2)

	In certain regions (NOTE 2), bands 3, 8
	N
	6.6.2.2-1 (option 2)

	Any
	Y
	6.6.2.2-1 (option 2)

	Any below 1 GHz except for, in certain regions (NOTE 2), band 8
	N
	6.6.2.2-2a (option 1)

	Any above 1 GHz except for, in certain regions (NOTE 2), band 3
	N
	6.6.2.2-2b (option 1)

	NOTE 1:	Void.
NOTE 2:	Applicable only for operation in regions where Category B limits as defined in ITU-R Recommendation SM.329 [6] are used for which category B option 2 operating band unwanted emissions requirements as defined in TS 36.104 [4] and TS 38.104 [17] are applied.


----------------------------- End of modified section ------------------------------
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