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1	Introduction
In this meeting, some issues on simultaneous RxTx capability for FR2 inter-band CA were discussed in [1], and how to implement the simultaneous RxTx capability indicaitons in current TS38.101-2 were given in [2][3].
According to the 1st round email discussion [4], Majority of companies think not supporting simultaneousRxTx capability is current situation mainly as issues has not been discussed and some technical issues/challenges and backgrounds are given, however, there are few companies hold different views. 
After 1st round discussion, there are still some open issues, meanwhile the background was summrized by moderator, i.e. Support for SimultaneousRxTx capability has not been really discussed in RAN4 before, therefore the proposal is to mark current CA configurations as no support for SimultaneousRxTx.
Moreover, there are also some discussions on this issues in [5] in thread #125.
This WF captures the discussion outcomes and agreements if any for simultaneous RxTx capability for FR2 inter-band CA.
2	WF
Issue 1: Whether or not mark current CA configurations as no support for SimultaneousRxTx operation.
· Option 1: Agree to mark current CA configurations as no support for SimultaneousRxTx operation.
· [bookmark: _Hlk80349230]Option 2: Not agree to mark current CA configurations as no support for SimultaneousRxTx operation.
Agreements: Option 1 is agreeable.

Issue 2: If Option 1 above is accept, how to implement it in the TS38.101-2?
· Method 1: Note for the combs (i.e. a note to be added in Table 5.2A.2-1: Inter-band CA operating bands in FR2)
· Method 2: Descriptions for the requirements
· Method 3: Other solutions are not precluded.
Agreements:  Method 1 is agreeable.

Issue 3: Whether or not supporting simultaneousRxTx capability should be indicated when FR2 inter-band NR CA band combinations are introduced.
· Option 1: Support for simultaneous RxTx should be indicated when band combination is inroduced
· Option 2: Not needed
Agreements: FFS

3 Conclusion
Agree with the WF above.
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