
2
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Title:	Reply LS on the maximum/minimum channel bandwidth and channelization for NR operation in 52.6 to 71 GHz
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Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	
1	Overall description
RAN WG4 received the incoming LS from RAN WG1 on maximum and minimum channel bandwidth for NR operation in 52.6 to 71 GHz.  In the LS, WG RAN1 states that the following agreement on maximum channel bandwidth for NR operation in this frequency range has been made:
· The maximum channel bandwidth for 120 kHz SCS is 400 MHz
· The maximum channel bandwidth for 480 kHz SCS is 1600 MHz
· The maximum channel bandwidth for 960 kHz SCS is one of the following options
· 2000 MHz
· 2160 MHz

It is RAN WG4 decision to consider the following minimum and maximum channel bandwidths:
	Subcarrier spacing [kHz]
	Minimum bandwidth [MHz] 
	Maximum bandwidth [MHz] 

	120
	100
	400 

	480
	400 
	1600

	960
	400
	2000


2	Actions
To RAN WG1 
ACTION: 	RAN WG4 kindly request RAN WG1 take above information into account in their work.
3	Dates of next TSG RAN WG 4 meetings
[bookmark: OLE_LINK53][bookmark: OLE_LINK54]3GPP RAN4#101-E, 2021-11-01 - 2021-11-12, Electronic Meeting
3GPP RAN4#102, 2022-02-21 - 2022-02-25, Electronic Meeting
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