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<<START OF CHANGE>>

[bookmark: _Toc73963040][bookmark: _Toc75260217][bookmark: _Toc75275759][bookmark: _Toc75276270][bookmark: _Toc76541769]8.1.2	Performance requirements for PUSCH
[bookmark: _Toc73963041][bookmark: _Toc75260218][bookmark: _Toc75275760][bookmark: _Toc75276271][bookmark: _Toc76541770]8.1.2.1	Performance requirements for PUSCH with transform precoding disabled
[bookmark: _Toc73963042][bookmark: _Toc75260219][bookmark: _Toc75275761][bookmark: _Toc75276272][bookmark: _Toc76541771]8.1.2.1.1	Definition and applicability
The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in annex A. The performance requirements assume HARQ re-transmissions. 
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.1.2.2.
[bookmark: _Toc73963043][bookmark: _Toc75260220][bookmark: _Toc75275762][bookmark: _Toc75276273][bookmark: _Toc76541772]8.1.2.1.2	Minimum requirement
The minimum requirement is in TS 38.174 [2] clause 8.1.2.1.
[bookmark: _Toc73963044][bookmark: _Toc75260221][bookmark: _Toc75275763][bookmark: _Toc75276274][bookmark: _Toc76541773]8.1.2.1.3	Test purpose
The test shall verify the receiver's ability to achieve throughput under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc73963045][bookmark: _Toc75260222][bookmark: _Toc75275764][bookmark: _Toc75276275][bookmark: _Toc76541774]8.1.2.1.4	Method of test
8.1.2.1.4.1	Initial conditions
Test environment:	Normal, see annex B.2.
RF channels to be tested for single carrier:	M; see clause 4.9.1.
RF channels to be tested for carrier aggregation: MBW Channel CA; see clause 4.9.1.
8.1.2.1.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the channel bandwidth, defined in table 8.1.2.1.4.2-1.
Table 8.1.2.1.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	
	
	

	15 kHz
	10
	-83.3 dBm / 9.36MHz

	
	20
	-80.2 dBm / 19.08MHz

	
	10
	-83.6 dBm / 8.64MHz

	30 kHz
	20
	-80.4 dBm / 18.36MHz

	
	40
	-77.2 dBm / 38.16MHz

	
	100
	-73.1 dBm / 98.28MHz



3)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A and the test parameters in table 8.2.1.4.2-2.
Table 8.2.1.4.2-2: Test parameters for testing PUSCH
	Parameter
	Value

	Transform precoding
	Disabled

	Cyclic prefix
	Normal

	Default TDD UL-DL pattern (Note 1)
	15 kHz SCS:
3D1S1U, S=10D:2G:2U
30 kHz SCS:
7D1S2U, S=6D:4G:4U

	HARQ
	Maximum number of HARQ transmissions
	4

	
	RV sequence
	0, 2, 3, 1

	DM-RS
	DM-RS configuration type
	1

	
	DM-RS duration
	single-symbol DM-RS

	
	Additional DM-RS position
	pos1

	
	Number of DM-RS CDM group(s) without data
	2

	
	Ratio of PUSCH EPRE to DM-RS EPRE
	-3 dB

	
	DM-RS port(s)
	{0}, {0, 1}

	
	DM-RS sequence generation
	NID0=0, nSCID =0

	Time domain resource assignment
	PUSCH mapping type
	A, B

	
	Start symbol
	0 

	
	Allocation length
	14 

	Frequency domain resource assignment
	RB assignment
	Full applicable test bandwidth

	
	Frequency hopping
	Disabled

	TPMI index for 2Tx two layer spatial multiplexing transmission 
	0

	Code block group based PUSCH transmission
	Disabled

	NOTE 1:	The same requirements are applicable with different UL-DL patterns.



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjust the equipment so that required SNR specified in table 8.1.2.1.5-1 to 8.1.2.1.5-14 is achieved at the IAB-DU input.
6)	For each of the reference channels in table 8.1.2.1.5-1 to 8.1.2.1.5-14 applicable for the base station, measure the throughput.
[bookmark: _Toc73963046][bookmark: _Toc75260223][bookmark: _Toc75275765][bookmark: _Toc75276276][bookmark: _Toc76541775]8.1.2.1.5	Test requirement
The throughput measured according to clause 8.1.2.1.4.2 shall not be below the limits for the SNR levels specified in table 8.1.2.1.5-1 to 8.1.2.1.5-14.
Table 8.1.2.1.5-1: Test requirements for PUSCH with 70% of maximum throughput, Type A, 5 MHz channel bandwidth, 15 kHz SCSVoid
	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-1
	pos1
	-1.7

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-1
	pos1
	10.7

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-1
	pos1
	12.9

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-1
	pos1
	-5.2

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-1
	pos1
	6.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-1
	pos1
	9.4

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-1
	pos1
	-8.1

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-1
	pos1
	3.6

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-1
	pos1
	6.2

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-8
	pos1
	1.8

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-8
	pos1
	19.0

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-8
	pos1
	-1.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-8
	pos1
	11.8

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-8
	pos1
	-4.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-8
	pos1
	7.6



Table 8.1.2.1.5-2: Test requirements for PUSCH with 70% of maximum throughput, Type A, 10 MHz channel bandwidth, 15 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-2
	pos1
	-1.9

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-2
	pos1
	10.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-2
	pos1
	12.8

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-2
	pos1
	-5.4

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-2
	pos1
	6.9

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-2
	pos1
	9.2

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-2
	pos1
	-8.1

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-2
	pos1
	3.7

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-2
	pos1
	6.1

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-9
	pos1
	2.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-9
	pos1
	19.1

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-9
	pos1
	-1.2

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-9
	pos1
	12.0

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-9
	pos1
	-4.7

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-9
	pos1
	7.6



Table 8.1.2.1.5-3: Test requirements for PUSCH with 70% of maximum throughput, Type A, 20 MHz channel bandwidth, 15 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-3
	pos1
	-1.5

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-3
	pos1
	10.6

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-3
	pos1
	13.0

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-3
	pos1
	-4.9

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-3
	pos1
	6.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-3
	pos1
	9.2

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-3
	pos1
	-7.9

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-3
	pos1
	3.6

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-3
	pos1
	6.1

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-10
	pos1
	2.9

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-10
	pos1
	19.1

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-10
	pos1
	-1.0

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-10
	pos1
	11.9

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-10
	pos1
	-4.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-10
	pos1
	7.7



Table 8.1.2.1.5-4: Test requirements for PUSCH with 70% of maximum throughput, Type A, 10 MHz channel bandwidth, 30 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-4
	pos1
	-1.7

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-4
	pos1
	10.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-4
	pos1
	13.4

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-4
	pos1
	-5.0

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-4
	pos1
	7.0

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-4
	pos1
	9.2

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-4
	pos1
	-8.0

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-4
	pos1
	3.9

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-4
	pos1
	6.1

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-11
	pos1
	2.1

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-11
	pos1
	19.2

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-11
	pos1
	-1.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-11
	pos1
	12.0

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-11
	pos1
	-4.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-11
	pos1
	7.8



Table 8.1.2.1.5-5: Test requirements for PUSCH with 70% of maximum throughput, Type A, 20 MHz channel bandwidth, 30 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-5
	pos1
	-2.3

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-5
	pos1
	10.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-5
	pos1
	13.1

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-5
	pos1
	-5.4

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-5
	pos1
	7.0

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-5
	pos1
	9.2

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-5
	pos1
	-8.2

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-5
	pos1
	3.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-5
	pos1
	6.1

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-12
	pos1
	2.1

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-12
	pos1
	18.9

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-12
	pos1
	-1.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-12
	pos1
	12.1

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-12
	pos1
	-4.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-12
	pos1
	7.7



Table 8.1.2.1.5-6: Test requirements for PUSCH with 70% of maximum throughput, Type A, 40 MHz channel bandwidth, 30 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-6
	pos1
	-1.9

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-6
	pos1
	10.6

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-6
	pos1
	13.0

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-6
	pos1
	-5.2

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-6
	pos1
	6.9

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-6
	pos1
	9.1

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-6
	pos1
	-8.1

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-6
	pos1
	3.7

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-6
	pos1
	6.0

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-13
	pos1
	2.1

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-13
	pos1
	20.3

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-13
	pos1
	-1.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-13
	pos1
	12.1

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-13
	pos1
	-4.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-13
	pos1
	7.7



Table 8.1.2.1.5-7: Test requirements for PUSCH with 70% of maximum throughput, Type A, 100 MHz channel bandwidth, 30 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-7
	pos1
	-2.2

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-7
	pos1
	10.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-7
	pos1
	13.6

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-7
	pos1
	-5.2

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-7
	pos1
	7.1

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-7
	pos1
	9.6

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-7
	pos1
	-8.1

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-7
	pos1
	3.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-7
	pos1
	6.4

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-14
	pos1
	2.2

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-14
	pos1
	20.0

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-14
	pos1
	-1.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-14
	pos1
	12.4

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-14
	pos1
	-4.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-14
	pos1
	7.9



Table 8.1.2.1.5-8: VoidTest requirements for PUSCH with 70% of maximum throughput, Type B, 5 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-1
	pos1
	-1.7

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-1
	pos1
	10.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-1
	pos1
	13.1

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-1
	pos1
	-5.1

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-1
	pos1
	6.9

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-1
	pos1
	9.5

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-1
	pos1
	-8.1

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-1
	pos1
	3.6

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-1
	pos1
	6.3

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-8
	pos1
	2.3

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-8
	pos1
	19.1

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-8
	pos1
	-1.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-8
	pos1
	11.9

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-8
	pos1
	-4.6

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-8
	pos1
	7.6



Table 8.1.2.1.5-9: Test requirements for PUSCH with 70% of maximum throughput, Type B, 10 MHz channel bandwidth, 15 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-2
	pos1
	-1.7

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-2
	pos1
	11.1

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-2
	pos1
	13.2

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-2
	pos1
	-5.1

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-2
	pos1
	7.1

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-2
	pos1
	9.5

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-2
	pos1
	-8.4

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-2
	pos1
	3.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-2
	pos1
	6.4

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-9
	pos1
	2.8

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-9
	pos1
	19.5

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-9
	pos1
	-1.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-9
	pos1
	12.1

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-9
	pos1
	-4.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-9
	pos1
	7.8



Table 8.1.2.1.5-10: Test requirements for PUSCH with 70% of maximum throughput, Type B, 20 MHz channel bandwidth, 15 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-3
	pos1
	-1.5

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-3
	pos1
	11.0

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-3
	pos1
	12.9

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-3
	pos1
	-5.1

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-3
	pos1
	6.9

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-3
	pos1
	9.4

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-3
	pos1
	-7.9

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-3
	pos1
	3.7

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-3
	pos1
	6.3

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-10
	pos1
	2.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-10
	pos1
	18.9

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-10
	pos1
	-1.2

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-10
	pos1
	12.0

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-10
	pos1
	-4.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-10
	pos1
	7.7



Table 8.1.2.1.5-11: Test requirements for PUSCH with 70% of maximum throughput, Type B, 10 MHz channel bandwidth, 30 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-4
	pos1
	-1.8

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-4
	pos1
	10.7

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-4
	pos1
	13.1

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-4
	pos1
	-5.1

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-4
	pos1
	7.0

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-4
	pos1
	9.2

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-4
	pos1
	-8.2

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-4
	pos1
	3.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-4
	pos1
	6.2

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-11
	pos1
	1.9

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-11
	pos1
	19.3

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-11
	pos1
	-1.7

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-11
	pos1
	12.1

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-11
	pos1
	-4.8

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-11
	pos1
	7.8



Table 8.1.2.1.5-12: Test requirements for PUSCH with 70% of maximum throughput, Type B, 20 MHz channel bandwidth, 30 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-5
	pos1
	-2.3

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-5
	pos1
	10.7

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-5
	pos1
	13.1

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-5
	pos1
	-5.4

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-5
	pos1
	6.9

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-5
	pos1
	9.2

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-5
	pos1
	-8.4

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-5
	pos1
	3.7

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-5
	pos1
	6.2

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-12
	pos1
	2.1

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-12
	pos1
	19.0

	2
	4
	TDLB100-400 Low
	D-FR1-A.2-1-12
	pos1
	-1.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-12
	pos1
	12.0

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-12
	pos1
	-4.6

	
	
	TDLC300-100 Low
	D-FR1-A.2.2-12
	pos1
	7.8



Table 8.1.2.1.5-13: Test requirements for PUSCH with 70% of maximum throughput, Type B, 40 MHz channel bandwidth, 30 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-6
	pos1
	-1.9

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-6
	pos1
	10.6

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-6
	pos1
	13.1

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-6
	pos1
	-5.2

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-6
	pos1
	6.8

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-6
	pos1
	9.3

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-6
	pos1
	-8.2

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-6
	pos1
	3.6

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-6
	pos1
	6.1

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-13
	pos1
	2.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-13
	pos1
	19.5

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-13
	pos1
	-1.3

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-13
	pos1
	12.0

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-13
	pos1
	-4.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-13
	pos1
	7.7



Table 8.1.2.1.5-14: Test requirements for PUSCH with 70% of maximum throughput, Type B, 100 MHz channel bandwidth, 30 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-7
	pos1
	-1.9

	
	2
	TDLC300-100 Low
	D-FR1-A.2.3-7
	pos1
	10.7

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-7
	pos1
	13.7

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-7
	pos1
	-5.2

	1
	4
	TDLC300-100 Low
	D-FR1-A.2.3-7
	pos1
	6.9

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-7
	pos1
	9.8

	
	
	TDLB100-400 Low
	D-FR1-A.2.1-7
	pos1
	-8.1

	
	8
	TDLC300-100 Low
	D-FR1-A.2.3-7
	pos1
	3.7

	
	
	TDLA30-10 Low
	D-FR1-A.2.4-7
	pos1
	6.5

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-14
	pos1
	2.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-14
	pos1
	20.1

	2
	4
	TDLB100-400 Low
	D-FR1-A.2.1-14
	pos1
	-1.4

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-14
	pos1
	12.4

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-14
	pos1
	-4.5

	
	
	TDLC300-100 Low
	D-FR1-A.2.3-14
	pos1
	7.9



[bookmark: _Toc73963047][bookmark: _Toc75260224][bookmark: _Toc75275766][bookmark: _Toc75276277][bookmark: _Toc76541776]8.1.2.2	Performance requirements for PUSCH with transform precoding enabled
[bookmark: _Toc73963048][bookmark: _Toc75260225][bookmark: _Toc75275767][bookmark: _Toc75276278][bookmark: _Toc76541777]8.1.2.2.1	Definition and applicability
The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in annex A. The performance requirements assume HARQ re-transmissions.
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.1.2.2.
[bookmark: _Toc73963049][bookmark: _Toc75260226][bookmark: _Toc75275768][bookmark: _Toc75276279][bookmark: _Toc76541778]8.1.2.2.2	Minimum requirement
The minimum requirement is in TS 38.174 [2], clause 8.1.2.2.
[bookmark: _Toc73963050][bookmark: _Toc75260227][bookmark: _Toc75275769][bookmark: _Toc75276280][bookmark: _Toc76541779]8.1.2.2.3	Test purpose
The test shall verify the receiver's ability to achieve throughput under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc73963051][bookmark: _Toc75260228][bookmark: _Toc75275770][bookmark: _Toc75276281][bookmark: _Toc76541780]8.1.2.2.4	Method of test
8.1.2.2.4.1	Initial conditions
Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier: M; see clause 4.9.1.
8.1.2.2.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the SCS and channel bandwidth, defined in table 8.1.2.2.4.2-1.
Table 8.1.2.2.4.2-1: AWGN power level at the IAB-DU input
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15 
	5
	-86.5 dBm / 4.5MHz

	30 
	10
	-83.6 dBm / 8.64MHz



3)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A and the test parameters in table 8.1.2.2.4.2-2.
Table 8.1.2.2.4.2-2: Test parameters for testing PUSCH
	Parameter
	Value

	Transform precoding
	Enabled

	Cyclic prefix
	Normal

	Default TDD UL-DL pattern (Note 1)
	15 kHz SCS:
3D1S1U, S=10D:2G:2U
30 kHz SCS:
7D1S2U, S=6D:4G:4U

	HARQ
	Maximum number of HARQ transmissions
	4

	
	RV sequence
	0, 2, 3, 1

	DM-RS
	DM-RS configuration type
	1

	
	DM-RS duration
	single-symbol DM-RS

	
	Additional DM-RS position
	pos1

	
	Number of DM-RS CDM group(s) without data
	2

	
	Ratio of PUSCH EPRE to DM-RS EPRE
	-3 dB

	
	DM-RS port(s)
	0

	
	DM-RS sequence generation
	NID0=0, group hopping and sequence hopping are disabled

	Time domain resource assignment
	PUSCH mapping type
	A, B

	
	Start symbol
	0

	
	Allocation length
	14

	Frequency domain resource assignment
	RB assignment
	15 kHz SCS: 25 PRBs in the middle of the test bandwidth
 30 kHz SCS: 24 PRBs in the middle of the test bandwidth

	
	Frequency hopping
	Disabled

	Code block group based PUSCH transmission
	Disabled

	NOTE 1:	The same requirements are applicable to different UL-DL patterns.



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjust the equipment so that required SNR specified in table 8.1.2.2.5-1 to 8.1.2.2.5-4 is achieved at the IAB-DU input.
6)	For each of the reference channels in table 8.1.2.2.5-1 to 8.1.2.2.5-4 applicable for the base station, measure the throughput.
[bookmark: _Toc73963052][bookmark: _Toc75260229][bookmark: _Toc75275771][bookmark: _Toc75276282][bookmark: _Toc76541781]8.1.2.2.5	Test requirement
The throughput measured according to clause 8.1.2.2.4.2 shall not be below the limits for the SNR levels specified in table 8.1.2.2.5-1 to 8.1.2.2.5-4.
Table 8.1.2.2.5-1: Test requirements for PUSCH with 70% of maximum throughput, Type A, 5 MHz channel bandwidth, 15 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	[bookmark: _Hlk80805040]Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-15
	pos1
	-1.8

	1
	4
	TDLB100-400 Low
	D-FR1-A.2.1-15
	pos1
	-5.1

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-15
	pos1
	-7.9



Table 8.1.2.2.5-2: Test requirements for PUSCH with 70% of maximum throughput, Type A, 10 MHz channel bandwidth, 30 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-16
	pos1
	-1.9

	1
	4
	TDLB100-400 Low
	D-FR1-A.2.1-16
	pos1
	-5.1

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-16
	pos1
	-7.8



Table 8.1.2.2.5-3: Test requirements for PUSCH with 70% of maximum throughput, Type B, 5 MHz channel bandwidth, 15 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-15
	pos1
	-1.7

	1
	4
	TDLB100-400 Low
	D-FR1-A.2.1-15
	pos1
	-5.2

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-15
	pos1
	-8.0



Table 8.1.2.2.5-4: Test requirements for PUSCH with 70% of maximum throughput, Type B, 10 MHz channel bandwidth, 30 kHz SCS
	
	
	
	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Additional DM-RS position
	SNR
(dB)

	
	2
	TDLB100-400 Low
	D-FR1-A.2.1-16
	pos1
	-2.1

	1
	4
	TDLB100-400 Low
	D-FR1-A.2.1-16
	pos1
	-5.4

	
	8
	TDLB100-400 Low
	D-FR1-A.2.1-16
	pos1
	-8.2



[bookmark: _Toc73963053][bookmark: _Toc75260230][bookmark: _Toc75275772][bookmark: _Toc75276283][bookmark: _Toc76541782]8.1.2.3	Performance requirements for UCI multiplexed on PUSCH
[bookmark: _Toc73963054][bookmark: _Toc75260231][bookmark: _Toc75275773][bookmark: _Toc75276284][bookmark: _Toc76541783]8.1.2.3.1	Definition and applicability
The performance requirement of UCI multiplexed on PUSCH is determined by two parameters: block error probability (BLER) of CSI part 1 and block error probability of CSI part 2. The performance is measured by the required SNR at block error probability of CSI part 1 not exceeding 0.1 %, and the required SNR at block error probability of CSI part 2 not exceeding 1 %.
The CSI part 1 BLER is defined as the probability of incorrectly decoding the CSI part 1 information when the CSI part 1 information is sent.
The CSI part 2 BLER is defined as the probability of incorrectly decoding the CSI part 2 information when the CSI part 2 information is sent.
In the test of UCI multiplexed on PUSCH, the UCI information only contains CSI part 1 and CSI part 2 information, there is no HACK/ACK information transmitted.
The number of UCI information bit payload per slot is defined for two cases as follows:
-	7 bits: 5 bits in CSI part 1, 2 bits in CSI part 2,
-	40 bits: 20 bits in CSI part 1, 20 bits in CSI part 2.
The 7 bits UCI information case is further defined with the bitmap [c0 c1 c2 c3 c4] = [0 1 0 1 0] for CSI part 1 information, where c0 is mapping to the RI information, and with the bitmap [c0 c1] = [1 0] for CSI part 2 information.
The 40 bits UCI information case is assumed random information bit selection.
In both tests, PUSCH data, CSI part 1 and CSI part 2 are transmitted simultaneously.
Which specific test(s) is applicable to IAB-DU is based on the test applicability rule defined in clause 8.1.1.2.2.
[bookmark: _Toc73963055][bookmark: _Toc75260232][bookmark: _Toc75275774][bookmark: _Toc75276285][bookmark: _Toc76541784]8.1.2.3.2	Minimum requirement
The minimum requirements are in TS 38.174 [2] clause 8.1.2.3.
[bookmark: _Toc73963056][bookmark: _Toc75260233][bookmark: _Toc75275775][bookmark: _Toc75276286][bookmark: _Toc76541785]8.1.2.3.3	Test purpose
The test shall verify the receiver's ability to detect UCI with CSI part 1 and CSI part 2 bits multiplexed on PUSCH under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc73963057][bookmark: _Toc75260234][bookmark: _Toc75275776][bookmark: _Toc75276287][bookmark: _Toc76541786]8.1.2.3.4	Method of test
8.1.2.3.4.1	Initial conditions
Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier: M; see clause 4.9.1.
8.1.2.3.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to combination of SCS and channel bandwidth defined in table 8.1.2.3.4.2-1.
Table 8.2.3.4.2-1: AWGN power level at the IAB-DU input
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	30 
	10
	-80.6 dBm / 8.64 MHz



3)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A and the specific test parameters are configured as below. The UCI information bit payload per slot is equal to 7 bits with CSI part 1 5bits, CSI part 2 2bit; and the UCI information bit payload per slot is equal to 40 bits with CSI part 1 20bits, CSI part 2 20bits.
Table: 8.1.2.3.4.2-2: Test parameters for testing UCI multiplexed on PUSCH
	Parameter
	Value

	Transform precoding
	Disabled

	Cyclic prefix
	Normal

	Default TDD UL-DL pattern (Note 1)
	30 kHz SCS:
7D1S2U, S=6D:4G:4U

	HARQ
	Maximum number of HARQ transmissions
	1

	
	RV sequence
	0

	DM-RS
	DM-RS configuration type
	1

	
	DM-RS duration
	Single-symbol DM-RS

	
	Additional DM-RS position
	pos1

	
	Number of DM-RS CDM group(s) without data
	2

	
	Ratio of PUSCH EPRE to DM-RS EPRE
	-3 dB

	
	DM-RS port(s)
	{0}

	
	DM-RS sequence generation
	NID0 = 0, nSCID = 0

	Time domain resource assignment
	PUSCH mapping type
	A, B

	
	Start symbol
	0

	
	Allocation length
	14

	Frequency domain resource assignment
	RB assignment
	Full applicable test bandwidth

	
	Frequency hopping
	Disabled

	Code block group based PUSCH transmission
	Disabled

	UCI
	Number of CSI part 1 and CSI part 2 information bit payload
	{5,2}, {20, 20}

	
	scaling 
	1

	
	betaOffsetACK-Index1
	11

	
	betaOffsetCSI-Part1-Index1 and betaOffsetCSI-Part1-Index2
	13

	
	betaOffsetCSI-Part2-Index1 and betaOffsetCSI-Part2-Index2
	13

	
	UCI partition for frequency hopping 
	Disabled

	NOTE 1:	The same requirements are applicable to different UL-DL patterns.



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjust the equipment so that required SNR specified in table 8.1.2.3.5-1 to 8.1.2.3.5-4 is achieved at the IAB-DU input during the UCI multiplexed on PUSCH transmissions.
6)	The tester sends a test pattern where UCI with CSI part 1 and CSI part 2 information can be multiplexed on PUSCH. The following statistics are kept: the number of incorrectly decoded CSI part 1 information transmission, the number of incorrectly decoded CSI part 2 information transmission during UCI multiplexed on PUSCH transmission.
[bookmark: _Toc73963058][bookmark: _Toc75260235][bookmark: _Toc75275777][bookmark: _Toc75276288][bookmark: _Toc76541787]8.1.2.3.5	Test requirement
The fractional of incorrectly decoded UCI with CSI part 1 according to clause 8.1.2.3.4.2 shall be less than 0.1 % for SNR listed in table 8.1.2.3.5-1 and table 8.1.2.3.5-2. The fractional of incorrectly decoded UCI with CSI part 2 according to clause 8.1.2.3.4.2 shall be less than 1 % for SNR listed in table 8.1.2.3.5-3 and table 8.1.2.3.5-4.
Table 8.1.2.3.5-1: Test requirements for UCI multiplexed on PUSCH, Type A, CSI part 1, 10 MHz channel bandwidth, 30 kHz SCS
	
	
	
	

	
	

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (Annex F)
	UCI bits
(CSI part 1, CSI part 2)
	Additional DM-RS position
	FRC
(Annex A)
	SNR (dB)

	1
	2
	TDLC300-100 Low
	7 (5, 2)
	pos1
	D-FR1-A.2.3-4
	6.0

	
	2
	TDLC300-100 Low
	40 (20,20)
	pos1
	D-FR1-A.2.3-4
	4.9



Table 8.1.2.3.5-2: Test requirements for UCI multiplexed on PUSCH, Type B, CSI part 1, 10 MHz channel bandwidth, 30 kHz SCS
	
	
	
	

	
	

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (Annex F)
	UCI bits
(CSI part 1, CSI part 2)
	Additional DM-RS position
	FRC
(Annex A)
	SNR (dB)

	1
	2
	TDLC300-100 Low
	7 (5, 2)
	pos1
	D-FR1-A.2.3-4
	6.4

	
	2
	TDLC300-100 Low
	40 (20,20)
	pos1
	D-FR1-A.2.3-4
	4.7



Table 8.1.2.3.5-3: Test requirements for UCI multiplexed on PUSCH, Type A, CSI part 2, 10 MHz channel bandwidth, 30 kHz SCS
	
	
	
	

	
	

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (Annex F)
	UCI bits
(CSI part 1, CSI part 2)
	Additional DM-RS position
	FRC
(Annex A)
	SNR (dB)

	1
	2
	TDLC300-100 Low
	7 (5, 2)
	pos1
	D-FR1-A.2.3-4
	0.4

	
	2
	TDLC300-100 Low
	40 (20,20)
	pos1
	D-FR1-A.2.3-4
	3.0



Table 8.1.2.3.5-4: Test requirements for UCI multiplexed on PUSCH, Type B, CSI part 2, 10 MHz channel bandwidth, 30 kHz SCS
	
	
	
	

	
	

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Number of TX antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (Annex F)
	UCI bits
(CSI part 1, CSI part 2)
	Additional DM-RS position
	FRC
(Annex A)
	SNR (dB)

	1
	2
	TDLC300-100 Low
	7 (5, 2)
	pos1
	D-FR1-A.2.3-4
	0.9

	
	2
	TDLC300-100 Low
	40 (20,20)
	pos1
	D-FR1-A.2.3-4
	3.2



[bookmark: _Toc73963059][bookmark: _Toc75260236][bookmark: _Toc75275778][bookmark: _Toc75276289][bookmark: _Toc76541788]8.1.3	Performance requirements for PUCCH
[bookmark: _Toc73963060][bookmark: _Toc75260237][bookmark: _Toc75275779][bookmark: _Toc75276290][bookmark: _Toc76541789]8.1.3.1	Performance requirements for PUCCH format 0
[bookmark: _Toc73963061][bookmark: _Toc75260238][bookmark: _Toc75275780][bookmark: _Toc75276291][bookmark: _Toc76541790]8.1.3.1.1	Definition and applicability
The performance requirement of single user PUCCH format 0 for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK when input is only noise.
The probability of detection of ACK is defined as conditional probability of detection of the ACK when the signal is present.
The transient period as specified in TS 38.101-1 [23] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC centre, i.e. intra-slot frequency hopping is enabled.
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.1.2.3.
[bookmark: _Toc73963062][bookmark: _Toc75260239][bookmark: _Toc75275781][bookmark: _Toc75276292][bookmark: _Toc76541791]8.1.3.1.2	Minimum requirement
The minimum requirements are in TS 38.174 [2] clause 8.1.3.2.
[bookmark: _Toc73963063][bookmark: _Toc75260240][bookmark: _Toc75275782][bookmark: _Toc75276293][bookmark: _Toc76541792]8.1.3.1.3	Test purpose
The test shall verify the receiver's ability to detect ACK under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc73963064][bookmark: _Toc75260241][bookmark: _Toc75275783][bookmark: _Toc75276294][bookmark: _Toc76541793]8.1.3.1.4	Method of test
8.1.3.1.4.1	Initial conditions
Test environment: Normal, see annex B.2.
RF channels to be tested: single carrier M; see clause 4.9.1.
8.1.3.1.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the channel bandwidth and sub-carrier spacing defined in table 8.1.3.1.4.2-1.
Table 8.1.3.1.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Subcarrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	
	
	

	15
	10
	-80.3 dBm / 9.36 MHz

	
	20
	-77.2 dBm / 19.08 MHz

	
	10
	-80.6 dBm / 8.64 MHz

	30
	20
	-77.4 dBm / 18.36 MHz

	
	40
	-74.2 dBm / 38.16 MHz

	
	100
	-70.1 dBm / 98.28 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [9] and the specific test parameters are configured as mentioned in table 8.1.3.1.4.2-2:
Table 8.1.3.1.4.2-2: Test Parameters
	Parameter
	Test

	number of UCI information bits
	1

	Number of PRBs
	1

	First PRB prior to frequency hopping
	0

	Intra-slot frequency hopping
	N/A for 1 symbol 
Enabled for 2 symbols

	First PRB after frequency hopping
	The largest PRB index – (Number of PRBs – 1)

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	13 for 1 symbol
12 for 2 symbols



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex FB.
5)	Adjust the equipment so that the SNR specified in table 8.1.3.1.5-1 or table 8.1.3.1.5-2 is achieved at the IAB-DU input during the ACK transmissions.
6)	The tester sends a test pattern with the pattern outlined in figure 8.1.3.1.4.2-1. The following statistics are kept: the number of ACKs detected in the idle periods and the number of missed ACKs.


Figure 8.1.3.1.4.2-1: Test signal pattern for single user PUCCH format 0 demodulation tests
[bookmark: _Toc73963065][bookmark: _Toc75260242][bookmark: _Toc75275784][bookmark: _Toc75276295][bookmark: _Toc76541794]8.1.3.1.5	Test requirement
The fraction of falsely detected ACKs shall be less than 1% and the fraction of correctly detected ACKs shall be larger than 99% for the SNR listed in table 8.1.3.1.5-1 and in table 8.1.3.1.5-2.
Table 8.1.3.1.5-1: Test requirements for PUCCH format 0 and 15 kHz SCS
	
	
	
	
	

	
	
	

	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Number
	Number of
	Propagation conditions and
	Number of
	Channel bandwidth / SNR (dB)

	of TX antennas
	RX antennas
	correlation matrix 
(annex F)
	OFDM symbols
	10 MHz
	20 MHz

	1
	2
	TDLC-300-100 Low
	1
	9.4
	9.9

	
	
	
	2
	4.3
	3.9

	1
	4
	TDLC-300-100 Low
	1
	3.5
	3.8

	
	
	
	2
	0.1
	-0.2

	1
	8
	TDLC-300-100 Low
	1
	-0.5
	-0.5

	
	
	
	2
	-3.3
	-3.4



Table 8.1.3.1.5-2: Test requirements for PUCCH format 0 and 30 kHz SCS
	Number
	Number
	Propagation conditions
	Number of
	Channel bandwidth / SNR (dB)

	of TX antennas
	of RX antennas
	and correlation matrix
(annex F)
	OFDM symbols
	10 MHz
	20 MHz
	40 MHz
	100 MHz

	1
	2
	TDLC-300-100 Low
	1
	10.4
	10.4
	10.1
	9.8

	
	
	
	2
	4.8
	4.2
	4.4
	4.1

	1
	4
	TDLC-300-100 Low
	1
	4.0
	4.0
	3.6
	3.9

	
	
	
	2
	0.3
	0.2
	0.1
	-0.2

	1
	8
	TDLC-300-100 Low
	1
	-0.4
	-0.4
	-0.5
	-0.4

	
	
	
	2
	-3.1
	-3.2
	-3.4
	-3.3



[bookmark: _Toc73963066][bookmark: _Toc75260243][bookmark: _Toc75275785][bookmark: _Toc75276296][bookmark: _Toc76541795]8.1.3.2	Performance requirements for PUCCH format 1
[bookmark: _Toc73963067][bookmark: _Toc75260244][bookmark: _Toc75275786][bookmark: _Toc75276297][bookmark: _Toc76541796]8.1.3.2.1	NACK to ACK detection
8.1.3.2.1.1	Definition and applicability
The performance requirement of PUCCH format 1 for NACK to ACK detection is determined by the two parameters: probability of false detection of the ACK and the NACK to ACK detection probability. The performance is measured by the required SNR at probability of the NACK to ACK detection equal to 0.1% or less. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK at particular bit position when input is only noise. Each false bit detection is counted as one error.
The NACK to ACK detection probability is the probability of detecting an ACK bit when an NACK bit was sent on particular bit position. Each NACK bit erroneously detected as ACK bit is counted as one error. Erroneously detected NACK bits in the definition do not contain the NACK bits which are mapped from DTX, i.e. NACK bits received when DTX is sent should not be considered.
The transient period as specified in TS 38.101-1 [23] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC centre, i.e. intra-slot frequency hopping is enabled.
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.1.2.3.
8.1.3.2.1.2	Minimum requirement
The minimum requirement is in TS 38.174 [2] clause 8.1.3.3.1
8.1.3.2.1.3	Test purpose
The test shall verify the receiver's ability not to falsely detect NACK bits as ACK bits under multipath fading propagation conditions for a given SNR.
8.1.3.2.1.4	Method of test
8.1.3.2.1.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested: for single carrier: M; see clause 4.9.1.
8.1.3.2.1.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the combinations of SCS and channel bandwidth defined in table 8.1.3.2.1.4.2-1.
Table 8.1.3.2.1.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15 kHz
	10
	-80.3 dBm / 9.36 MHz

	
	20
	-77.2 dBm / 19.08 MHz

	30 kHz
	10
	-80.6 dBm / 8.64 MHz

	
	20
	-77.4 dBm / 18.36 MHz

	
	40
	-74.2 dBm / 38.16 MHz

	
	100
	-70.1 dBm / 98.28 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [9], and the specific test parameters are configured as below:
Table 8.1.3.2.1.4.2-2: Test parameters
	Parameter
	Values

	Cyclic prefix
	Normal

	Number of information bits
	2

	Number of PRBs
	1

	Number of symbols 
	14

	First PRB prior to frequency hopping
	0

	Intra-slot frequency hopping
	enabled

	First PRB after frequency hopping
	The largest PRB index - (nrofPRBs -1)

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	0

	Index of orthogonal cover code (timeDomainOCC)
	0



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjusting the equipment so that the SNR specified in table 8.1.3.2.1.5-1 and table 8.1.3.2.1.5-2 is achieved at the IAB-DU input during the transmissions.
6)	The signal generator sends random codeword from applicable codebook, in regular time periods. The following statistics are kept: the number of ACK bits detected in the idle periods and the number of NACK bits detected as ACK.
8.1.3.2.1.5	Test requirement
The fraction of falsely detected ACK bits shall be less than 1% and the fraction of NACK bits falsely detected as ACK shall be less than 0.1% for the SNR listed in tables 8.1.3.2.1.5-1 and table 8.1.3.2.1.5-2.
Table 8.1.3.2.1.5-1: Required SNR for PUCCH format 1 with 15 kHz SCS
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of
	Number
	Propagation
	Channel bandwidth / SNR (dB)

	TX antennas
	of RX antennas
	conditions and correlation matrix (annex F)
	10 MHz
	20 MHz

	
	2
	TDLC-300-100 Low
	-3.0
	-3.0

	1
	4
	TDLC-300-100 Low
	-7.0
	-7.8

	
	8
	TDLC-300-100 Low
	-10.8
	-10.8



Table 8.1.3.2.1.5-2: Required SNR for PUCCH format 1 with 30 kHz SCS
	Number
	Number
	Propagation
	Channel bandwidth / SNR (dB)

	of TX antennas
	of RX antennas
	conditions and correlation matrix (annex F)
	10 MHz
	20 MHz
	40 MHz
	100 MHz

	
	2
	TDLC-300-100 Low
	-2.2
	-2.7
	-3.3
	-2.9

	1
	4
	TDLC-300-100 Low
	-7.5
	-7.7
	-6.9
	-7.4

	
	8
	TDLC-300-100 Low
	-10.9
	-10.6
	-10.1
	-10.7



[bookmark: _Toc73963068][bookmark: _Toc75260245][bookmark: _Toc75275787][bookmark: _Toc75276298][bookmark: _Toc76541797]8.1.3.2.2	ACK missed detection
8.1.3.2.2.1	Definition and applicability
The performance requirement of PUCCH format 1 for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK when input is only noise.
The probability of detection of ACK is defined as conditional probability of detection of the ACK when the signal is present.
The transient period as specified in TS 38.101-1 [23] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC centre, i.e. intra-slot frequency hopping is enabled.
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.1.2.3.
8.1.3.2.2.2	Minimum requirement
The minimum requirement is in TS 38.174 [2] clause 8.1.3.3.2
8.1.3.2.2.3	Test purpose
The test shall verify the receiver's ability to detect ACK bits under multipath fading propagation conditions for a given SNR.
8.1.3.2.2.4	Method of test
8.1.3.2.2.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested: for single carrier (SC): M; see clause 4.9.1.
8.1.3.2.2.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the combinations of SCS and channel bandwidth defined in table 8.1.3.2.2.4.2-1.
Table 8.1.3.2.2.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15 kHz
	10
	-80.3 dBm / 9.36 MHz

	
	20
	-77.2 dBm / 19.08 MHz

	30 kHz
	10
	-80.6 dBm / 8.64 MHz

	
	20
	-77.4 dBm / 18.36 MHz

	
	40
	-74.2 dBm / 38.16 MHz

	
	100
	-70.1 dBm / 98.28 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [9], and the specific test parameters are configured as below:
Table 8.3.2.2.4.2-2: Test parameters
	Parameter
	Values

	Cyclic prefix
	Normal

	Number of information bits
	2

	Number of PRBs
	1

	Number of symbols
	14

	First PRB prior to frequency hopping
	0

	Intra-frequency hopping
	enabled

	First PRB after frequency hopping
	The largest PRB index - (nrofPRBs – 1)

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	0

	Index of orthogonal cover code (timeDomainOCC)
	0



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjusting the equipment so that the SNR specified in table 8.3.2.2.5-1 and table 8.3.2.2.5-2 is achieved at the IAB-DU input during the transmissions.
6) The tester sends random codewords from applicable codebook, in regular time periods. The following statistics are kept: the number of ACK bits falsely detected in the idle periods and the number of missed ACK bits. Each falsely detected ACK bit in the idle periods is accounted as one error for the statistics of false ACK detection, and each missed ACK bit is accounted as one error for the statistics of missed ACK detection. 
Note that the procedure described in this clause for ACK missed detection has the same condition as that described in clause 8.1.3.2.1.4.2 for NACK to ACK detection. Both statistics are measured in the same testing.
8.1.3.2.2.5	Test requirement
The fraction of falsely detected ACK bits shall be less than 1% and the fraction of correctly detected ACK bits shall be larger than 99% for the SNR listed in tables 8.1.3.2.2.5-1 and table 8.1.3.2.2.5-2.
Table 8.1.3.2.2.5-1 Required SNR for PUCCH format 1 with 15 kHz SCS
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of
	Number
	Propagation
	Channel bandwidth / SNR (dB)

	TX antennas
	of RX antennas
	conditions and correlation matrix (annex F)
	10 MHz
	20 MHz

	
	2
	TDLC300-100 Low
	-3.8
	-4.4

	1
	4
	TDLC300-100 Low
	-7.6
	-7.9

	
	8
	TDLC300-100 Low
	-10.9
	-10.9



Table 8.1.3.2.2.5-2 Required SNR for PUCCH format 1 with 30 kHz SCS
	Number
	Number
	Propagation
	Channel bandwidth / SNR (dB)

	of TX antennas
	of RX antennas
	conditions and correlation matrix (annex F)
	10 MHz
	20 MHz
	40 MHz
	100 MHz

	
	2
	TDLC300-100 Low
	-3.3
	-3.8
	-3.8
	-3.6

	1
	4
	TDLC300-100 Low
	-7.4
	-7.5
	-7.8
	-7.7

	
	8
	TDLC300-100 Low
	-10.8
	-10.8
	-10.8
	-10.8



[bookmark: _Toc73963069][bookmark: _Toc75260246][bookmark: _Toc75275788][bookmark: _Toc75276299][bookmark: _Toc76541798]8.1.3.3	Performance requirements for PUCCH format 2
[bookmark: _Toc73963070][bookmark: _Toc75260247][bookmark: _Toc75275789][bookmark: _Toc75276300][bookmark: _Toc76541799]8.1.3.3.1	ACK missed detection
8.1.3.3.1.1	Definition and applicability
The performance requirement of PUCCH format 2 for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a probability of erroneous detection of the ACK when input is only noise.
The probability of detection of ACK is defined as probability of detection of the ACK when the signal is present.
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.1.2.3. 
The transient period as specified in TS 38.101-1 [23] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC centre, i.e. intra-slot frequency hopping is enabled.
8.1.3.3.1.2	Minimum requirement
The minimum requirements are in TS 38.174 [2] clause 8.1.3.4.1
8.1.3.3.1.3	Test purpose
The test shall verify the receiver's ability to detect ACK bits under multipath fading propagation conditions for a given SNR.
8.1.3.3.1.4	Method of test
8.1.3.3.1.4.1	Initial conditions
Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier; M; see clause 4.9.1.
8.1.3.3.1.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the channel bandwidth defined in table 8.1.3.3.1.4.2-1.
Table 8.1.3.3.1.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15
	10
	-80.3 dBm / 9.36 MHz

	
	20
	-77.2 dBm / 19.08MHz 

	30
	10
	-80.6 dBm / 8.64 MHz

	
	20
	-77.4 dBm / 18.36 MHz

	
	40
	-74.2 dBm / 38.16 MHz

	
	100
	-70.1 dBm / 98.28 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [9], and the specific test parameters are configured as blow:
Table 8.3.3.1.4.2-2: Test parameters
	Parameter
	Values

	Cyclic prefix
	Normal

	Modulation order
	QPSK

	First PRB prior to frequency hopping
	0

	Intra-slot frequency hopping
	N/A

	First PRB after frequency hopping
	The largest PRB index - (Number of PRBs - 1)

	Number of PRBs
	4

	Number of symbols
	1

	The number of UCI information bits
	4

	First symbol
	13

	DM-RS sequence generation
	NID0=0



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjust the equipment so that the SNR specified in table 8.1.3.3.1.5-1 and table 8.1.3.3.1.5-2 is achieved at the IAB-DU input during the UCI transmissions.
6)	The tester sends a test pattern with the pattern outlined in figure 8.1.3.3.1.4.2-1. The following statistics are kept: the number of ACKs detected in the idle periods and the number of missed ACKs.


Figure 8.1.3.3.1.4.2-1: Test signal pattern for PUCCH format 2 demodulation tests
8.1.3.3.1.5	Test requirement
The fraction of falsely detected ACKs shall be less than 1% and the fraction of correctly detected ACKs shall be larger than 99% for the SNR listed in table 8.1.3.3.1.5-1 and table 8.1.3.3.1.5-2.
Table 8.1.3.3.1.5-1: Required SNR for PUCCH format 2 with 15 kHz SCS
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX
	Number of RX
	Propagation
	Channel bandwidth / SNR (dB)

	antennas
	antennas
	conditions and correlation matrix (annex F)
	10 MHz
	20 MHz

	
	2
	TDLC300-100 Low
	6.2
	6.5

	1
	4
	TDLC300-100 Low
	1.1
	0.9

	
	8
	TDLC300-100 Low
	-2.9
	-2.9



Table 8.1.3.3.1.5-2: Required SNR for PUCCH format 2 with 30 kHz SCS
	Number of TX
	Number of RX
	Propagation
	Channel bandwidth / SNR (dB)

	antennas
	antennas
	conditions and correlation matrix (annex F)
	10MHz
	20MHz
	40MHz
	100MHz

	
	2
	TDLC300-100 Low
	6.1
	6.2
	6.1
	6.3

	1
	4
	TDLC300-100 Low
	0.9
	0.8
	0.9
	1.0

	
	8
	TDLC300-100 Low
	-3.0
	-3.0
	-2.9
	-2.7



[bookmark: _Toc73963071][bookmark: _Toc75260248][bookmark: _Toc75275790][bookmark: _Toc75276301][bookmark: _Toc76541800]8.1.3.3.2	UCI BLER performance requirements
8.1.3.3.2.1	Definition and applicability
The performance is measured by the required SNR at UCI block error probability not exceeding 1%.
The UCI block error probability is defined as the probability of incorrectly decoding the UCI information when the UCI information is sent. The UCI information does not contain CSI part 2.
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.1.2.3.
The transient period as specified in TS 38.101-1 [23] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC centre, i.e. intra-slot frequency hopping is enabled.
8.1.3.3.2.2	Minimum requirement
The minimum requirement is TS 38.174 [2] clause 8.1.3.4.2
8.1.3.3.2.3	Test purpose
The test shall verify the receiver's ability to detect UCI under multipath fading propagation conditions for a given SNR.
8.1.3.3.2.4	Method of test
8.1.3.3.2.4.1	Initial conditions
Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier; M; see clause 4.9.1
8.1.3.3.2.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the channel bandwidth defined in table 8.1.3.3.2.4.2-1.
Table 8.1.3.3.2.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15
	10
	-80.3 dBm / 9.36 MHz

	
	20
	-77.2 dBm / 19.08 MHz 

	30
	10
	-80.6 dBm / 8.64 MHz

	
	20
	-77.4 dBm / 18.36 MHz

	
	40
	-74.2 dBm / 38.16 MHz

	
	100
	-70.1 dBm / 98.28 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [9], and the specific test parameters are configured as blow:
Table 8.1.3.3.2.4.2-2: Test parameters
	Parameter
	Values

	Cyclic prefix
	Normal

	Modulation order
	QPSK

	First PRB prior to frequency hopping
	0

	Intra-slot frequency hopping
	enabled

	First PRB after frequency hopping
	The largest PRB index – (Number of PRBs - 1)

	Number of PRBs
	9

	Number of symbols
	2

	The number of UCI information bits
	22

	First symbol
	12

	DM-RS sequence generation
	NID0=0



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjust the equipment so that the SNR specified in table 8.1.3.3.2.5-1 or table 8.1.3.3.2.5-2 is achieved at the IAB-DU input during the UCI transmissions.
6)	The tester sends a test pattern with the pattern outlined in figure 8.1.3.3.2.4.2-1. The following statistics are kept: the number of incorrectly decoded UCI.


Figure 8.1.3.3.2.4.2-1: Test signal pattern for PUCCH format 2 demodulation tests
8.1.3.3.2.5	Test requirement
The fraction of incorrectly decoded UCI shall be less than 1% for the SNR listed in table 8.1.3.3.2.5-1 and table 8.1.3.3.2.5-2.
Table 8.1.3.3.2.5-1: Required SNR for PUCCH format 2 with 15 kHz SCS
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Number of TX
	Number of 
	Propagation
	Channel bandwidth / SNR (dB)

	antennas
	RX antennas
	conditions and correlation matrix (annex F)
	10 MHz
	20 MHz

	
	2
	TDLC300-100 Low
	1.4
	1.8

	1
	4
	TDLC300-100 Low
	-2.6
	-2.6

	
	8
	TDLC300-100 Low
	-6.1
	-6.2



Table 8.1.3.3.2.5-2: Required SNR for PUCCH format 2 with 30 kHz SCS
	Number of TX
	Number of 
	Propagation
	Channel bandwidth / SNR (dB)

	antennas
	RX antennas
	conditions and correlation matrix (annex F)
	10MHz
	20MHz
	40MHz
	100MHz

	
	2
	TDLC300-100 Low
	1.1
	1.7
	1.0
	0.9

	1
	4
	TDLC300-100 Low
	-2.7
	-2.3
	-2.7
	-2.8

	
	8
	TDLC300-100 Low
	-5.2
	-5.2
	-6.1
	-5.3



[bookmark: _Toc73963072][bookmark: _Toc75260249][bookmark: _Toc75275791][bookmark: _Toc75276302][bookmark: _Toc76541801]8.1.3.4	Performance requirements for PUCCH format 3
[bookmark: _Toc73963073][bookmark: _Toc75260250][bookmark: _Toc75275792][bookmark: _Toc75276303][bookmark: _Toc76541802]8.1.3.4.1	Definition and applicability
The performance is measured by the required SNR at UCI block error probability not exceeding 1%.
The UCI block error probability is defined as the conditional probability of incorrectly decoding the UCI information when the UCI information is sent. The UCI information does not contain CSI part 2.
The transient period as specified in TS 38.101-1 [23] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC centre, i.e. intra-slot frequency hopping is enabled.
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.2.2.3.
[bookmark: _Toc73963074][bookmark: _Toc75260251][bookmark: _Toc75275793][bookmark: _Toc75276304][bookmark: _Toc76541803]8.1.3.4.2	Minimum requirement
The minimum requirement is in TS 38.174 [2] clause 8.1.3.5.
[bookmark: _Toc73963075][bookmark: _Toc75260252][bookmark: _Toc75275794][bookmark: _Toc75276305][bookmark: _Toc76541804]8.1.3.4.3	Test purpose
The test shall verify the receiver's ability to detect UCI under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc73963076][bookmark: _Toc75260253][bookmark: _Toc75275795][bookmark: _Toc75276306][bookmark: _Toc76541805]8.1.3.4.4	Method of test
8.1.3.4.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier: M; see clause 4.9.1
8.1.3.4.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the subcarrier spacing and channel bandwidth defined in table 8.1.3.4.4.2-1.
Table 8.1.3.4.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	
	
	

	15
	10
	-80.3 dBm / 9.36 MHz

	
	20
	-77.2 dBm / 19.08 MHz

	30 
	10
	-80.6 dBm / 8.64 MHz

	
	20
	-77.4 dBm / 18.36 MHz

	
	40
	-74.2 dBm / 38.16 MHz

	
	100
	70.1 dBm / 98.28 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [9]. The specific test parameters are configured as below:
Table 8.1.3.4.4.2-2: Test parameters
	Parameter
	Test 1
	Test 2

	Cyclic prefix
	Normal

	Modulation order
	QPSK

	First PRB prior to frequency hopping
	0

	Intra-slot frequency hopping
	enabled

	First PRB after frequency hopping
	The largest PRB index - (Number of PRBs - 1)

	Group and sequence hopping
	neither

	Hopping ID
	0

	Number of PRBs
	1
	3

	Number of symbols
	14
	4

	The number of UCI information bits
	16
	16

	First symbol
	0
	0



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjust the equipment so that the SNR specified in table 8.1.3.4.5-1 or table 8.1.3.4.5-2 is achieved at the IAB-DU input during the UCI transmissions.
6)	The tester sends a test pattern with the pattern outlined in figure 8.1.3.4.4.2-1. The following statistics are kept: the number of incorrectly decoded UCI.


Figure 8.1.3.4.4.2-1: Test signal pattern for PUCCH format 3 demodulation tests
[bookmark: _Toc73963077][bookmark: _Toc75260254][bookmark: _Toc75275796][bookmark: _Toc75276307][bookmark: _Toc76541806]8.1.3.4.5	Test requirement
The fraction of incorrectly decoded UCI is shall be less than 1% for the SNR listed in table 8.1.3.4.5-1 and table 8.1.3.4.5-2.
Table 8.1.3.4.5-1: Required SNR for PUCCH format 3 with 15 kHz SCS
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Test Number
	Number of TX 
	Number of RX 
	Propagation conditions and
	Additional DM-RS 
	Channel bandwidth / SNR (dB)

	
	antennas
	antennas
	correlation matrix (annex F)
	configuration
	10 MHz
	20 MHz

	1
	1
	2
	TDLC300-100 Low
	No additional DM-RS
	1.7
	0.9

	
	
	
	
	Additional DM-RS
	1.1
	0.5

	
	
	4
	TDLC300-100 Low
	No additional DM-RS
	-2.7
	-3.2

	
	
	
	
	Additional DM-RS
	-3.4
	-3.4

	
	
	8
	TDLC300-100 Low
	No additional DM-RS
	-6.1
	-6.3

	
	
	
	
	Additional DM-RS
	-6.9
	-7.1

	2
	2
	2
	TDLC300-100 Low
	No additional DM-RS
	2.8
	2.6

	
	
	4
	TDLC300-100 Low
	No additional DM-RS
	-1.9
	-1.9

	
	
	8
	TDLC300-100 Low
	No additional DM-RS
	-5.4
	-5.6



Table 8.1.3.4.5-2: Required SNR for PUCCH format 3 with 30 kHz SCS
	Test Number
	Number of TX 
	Number of RX 
	Propagation conditions 
	Additional DM-RS 
	Channel bandwidth / SNR (dB)

	
	antennas
	antennas
	and correlation matrix 
(annex F)
	configuration
	10 MHz
	20 MHz
	40 MHz
	100 MHz

	1
	1
	2
	TDLC300-100 Low
	No additional DM-RS
	1.5
	1.2
	1.2
	1.5

	
	
	
	
	Additional DM-RS
	1.1
	0.9
	0.6
	0.7

	
	
	4
	TDLC300-100 Low
	No additional DM-RS
	-2.5
	-2.8
	-2.6
	-2.9

	
	
	
	
	Additional DM-RS
	-3.1
	-3.5
	-3.4
	-3.6

	
	
	8
	TDLC300-100 Low
	No additional DM-RS
	-6.0
	-6.1
	-6.2
	-6.2

	
	
	
	
	Additional DM-RS
	-6.9
	-7.0
	-7.0
	-7.1

	2
	1
	2
	TDLC300-100 Low
	No additional DM-RS
	2.4
	2.6
	2.6
	2.1

	
	
	4
	TDLC300-100 Low
	No additional DM-RS
	-2.3
	-2.4
	-1.8
	-2.4

	
	
	8
	TDLC300-100 Low
	No additional DM-RS
	-5.8
	-5.4
	-5.8
	-5.6



[bookmark: _Toc73963078][bookmark: _Toc75260255][bookmark: _Toc75275797][bookmark: _Toc75276308][bookmark: _Toc76541807]8.1.3.5	Performance requirements for PUCCH format 4
[bookmark: _Toc73963079][bookmark: _Toc75260256][bookmark: _Toc75275798][bookmark: _Toc75276309][bookmark: _Toc76541808]8.1.3.5.1	Definition and applicability
The performance is measured by the required SNR at UCI block error probability not exceeding 1%.
The UCI block error probability is defined as the conditional probability of incorrectly decoding the UCI information when the UCI information is sent. The UCI information does not contain CSI part 2.
The transient period as specified in TS 38.101-1 [23] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC centre, i.e. intra-slot frequency hopping is enabled.
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.1.2.3.
[bookmark: _Toc73963080][bookmark: _Toc75260257][bookmark: _Toc75275799][bookmark: _Toc75276310][bookmark: _Toc76541809]8.1.3.5.2	Minimum requirement
The minimum requirement is in TS 38.104 [11] clause 8.1.3.6.
[bookmark: _Toc73963081][bookmark: _Toc75260258][bookmark: _Toc75275800][bookmark: _Toc75276311][bookmark: _Toc76541810]8.1.3.5.3	Test purpose
The test shall verify the receiver's ability to detect UCI under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc73963082][bookmark: _Toc75260259][bookmark: _Toc75275801][bookmark: _Toc75276312][bookmark: _Toc76541811]8.1.3.5.4	Method of test
8.1.3.5.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier: M; see clause 4.9.1
8.1.3.5.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the subcarrier spacing and channel bandwidth defined in table 8.1.3.5.4.2-1.
Table 8.1.3.5.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15
	10
	-80.3 dBm / 9.36 MHz

	
	20
	-77.2 dBm / 19.08 MHz

	30
	10
	-80.6 dBm / 8.64 MHz

	
	20
	-77.4 dBm / 18.36 MHz

	
	40
	-74.2 dBm / 38.16 MHz

	
	100
	-70.1 dBm / 98.28 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [9]. The test parameters are configured as below:
Table 8.1.3.5.4.2-2: Test parameters
	Parameter
	Values

	Cyclic prefix
	Normal

	Modulation order
	QPSK

	First PRB prior to frequency hopping
	0

	Number of PRBs
	1

	Intra-slot frequency hopping
	enabled

	First PRB after frequency hopping
	The largest PRB index - (Number of PRBs - 1)

	Group and sequence hopping
	neither

	Hopping ID
	0

	Number of symbols
	14

	The number of UCI information bits
	22

	First symbol
	0

	Length of the orthogonal cover code
	n2

	Index of the orthogonal cover code
	n0



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjust the equipment so that the SNR specified in table 8.1.3.5.5-1 or table 8.1.3.5.5-2 is achieved at the IAB-DU input during the UCI transmissions.
6)	The tester sends a test pattern with the pattern outlined in figure 8.1.3.5.4.2-1. The following statistics are kept: the number of incorrectly decoded UCI.


Figure 8.1.3.5.4.2-1: Test signal pattern for PUCCH format 4 demodulation tests
[bookmark: _Toc73963083][bookmark: _Toc75260260][bookmark: _Toc75275802][bookmark: _Toc75276313][bookmark: _Toc76541812]8.1.3.5.5	Test requirement
The fraction of incorrectly decoded UCI is shall be less than 1% for the SNR listed in table 8.1.3.5.5-1 and table 8.1.3.5.5-2.
Table 8.1.3.5.5-1: Required SNR for PUCCH format 4 with 15 kHz SCS
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Number of TX antennas
	Number of RX 
	Propagation conditions and
	Additional DM-RS configuration
	Channel bandwidth / SNR (dB)

	
	antennas
	correlation matrix (annex F)
	
	10 MHz
	20 MHz

	1
	2
	TDLC300-100 Low
	No additional DM-RS
	3.2
	2.8

	
	
	
	Additional DM-RS
	3.0
	2.4

	
	4
	TDLC300-100 Low
	No additional DM-RS
	-1.3
	-1.6

	
	
	
	Additional DM-RS
	-2.0
	-2.1

	
	8
	TDLC300-100 Low
	No additional DM-RS
	-5.1
	-5.2

	
	
	
	Additional DM-RS
	-5.8
	-5.7



Table 8.1.3.5.5-2: Required SNR for PUCCH format 4 with 30 kHz SCS
	Number of TX
	Number of RX
	Propagation conditions and
	Additional DM-RS configuration
	Channel bandwidth / SNR (dB)

	antennas
	antennas
	correlation matrix (annex F)
	
	10 MHz
	20 MHz
	40 MHz
	100 MHz

	1
	2
	TDLC300-100 Low
	No additional DM-RS
	3.7
	3.4
	3.7
	3.4

	
	
	
	Additional DM-RS
	3.4
	2.9
	3.7
	2.8

	
	4
	TDLC300-100 Low
	No additional DM-RS
	-1.1
	-1.3
	-1.1
	-1.5

	
	
	
	Additional DM-RS
	-1.4
	-1.9
	-1.9
	-1.8

	
	8
	TDLC300-100 Low
	No additional DM-RS
	-5.0
	-4.9
	-4.9
	-4.9

	
	
	
	Additional DM-RS
	-5.6
	-5.5
	-5.8
	-5.6



[bookmark: _Toc73963084][bookmark: _Toc75260261][bookmark: _Toc75275803][bookmark: _Toc75276314][bookmark: _Toc76541813]8.1.3.6	Performance requirements for multi-slot PUCCH
[bookmark: _Toc73963085][bookmark: _Toc75260262][bookmark: _Toc75275804][bookmark: _Toc75276315][bookmark: _Toc76541814]8.1.3.6.1	Performance requirements for multi-slot PUCCH format 1
8.1.3.6.1.1	NACK to ACK detection
8.1.3.6.1.1.1	Definition and applicability
The performance requirement of multi-slot PUCCH format 1 for NACK to ACK detection is determined by the two parameters: probability of false detection of the ACK and the NACK to ACK detection probability. The performance is measured by the required SNR at probability of the NACK to ACK detection equal to 0.1 % or less. The probability of false detection of the ACK shall be 0.01 % or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK at particular bit position when input is only noise. Each false bit detection is counted as one error.
The NACK to ACK detection probability is the probability of detecting an ACK bit when an NACK bit was sent on particular bit position. Each NACK bit erroneously detected as ACK bit is counted as one error. Erroneously detected NACK bits in the definition do not contain the NACK bits which are mapped from DTX, i.e. NACK bits received when DTX is sent should not be considered.
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.1.2.3.
8.1.3.6.1.1.2	Minimum requirement
The minimum requirement is in TS 38.174 [2] clause 8.1.3.7.2.1.
8.1.3.6.1.1.3	Test purpose
The test shall verify the receiver's ability not to falsely detect NACK bits as ACK bits under multipath fading propagation conditions for a given SNR.
8.1.3.6.1.1.4	Method of test
8.1.3.6.1.1.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested: for single carrier: M; see clause 4.9.1.
8.1.3.6.1.1.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the combinations of SCS and channel bandwidth defined in Table 8.1.3.6.1.1.4.2-1.
Table 8.1.3.6.1.1.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15
	10
	-80.3 dBm / 9.36 MHz

	
	20
	-77.2 dBm / 19.08 MHz

	30
	10
	-80.6 dBm / 8.64 MHz

	
	20
	-77.4 dBm / 18.36 MHz

	
	40
	-74.2 dBm / 38.16 MHz

	
	100
	-70.1 dBm / 98.28 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [9], and the specific test parameters are configured as below:
Table 8.1.3.6.1.1.4.2-2: Test parameters for multi-slot PUCCH format 1
	Parameter
	Test

	Cyclic prefix
	Normal

	Number of information bits
	2

	Number of PRBs
	1

	Number of symbols
	14

	First PRB prior to frequency hopping
	0

	Intra-slot frequency hopping
	disabled

	Inter-slot frequency hopping 
	enabled

	First PRB after frequency hopping
	The largest PRB index - (nrofPRBs – 1)

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	0

	Index of orthogonal cover code (timeDomainOCC)
	0

	Number of slots for PUCCH repetition
	2



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjusting the equipment so that the SNR specified in table 8.1.3.6.1.1.5-1 is achieved at the IAB-DU input during the transmissions.
6)	The tester sends random codeword from applicable codebook, in regular time periods. The following statistics are kept: the number of ACK bits detected in the idle periods and the number of NACK bits detected as ACK.
8.1.3.6.1.1.5	Test requirement
The fraction of falsely detected ACK bits shall be less than 1 % and the fraction of NACK bits falsely detected as ACK shall be less than 0.1 % for the SNR listed in table 8.1.3.6.1.1.5-1.
Table 8.1.3.6.1.1.5-1: Minimum requirements for multi-slot PUCCH format 1 with 30 kHz SCS
	Number of TX antennas
	Number of RX 
	Propagation conditions and
	Channel bandwidth / SNR (dB)

	
	antennas
	correlation matrix (annex F)
	40 MHz

	1
	2
	TDLC-300-100 Low
	-5.7



8.1.3.6.1.2	ACK missed detection
8.1.3.6.1.2.1	Definition and applicability
The performance requirement of PUCCH format 1 for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK when input is only noise.
The probability of detection of ACK is defined as conditional probability of detection of the ACK when the signal is present.
8.1.3.6.1.2.2	Minimum requirement
The minimum requirement is in TS 38.174 [2] clause 8.1.3.7.2.2.
8.1.3.6.1.2.3	Test purpose
The test shall verify the receiver's ability to detect ACK bits under multipath fading propagation conditions for a given SNR.
8.1.3.6.1.2.4	Method of test
8.1.3.6.1.2.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested: for single carrier: M; see clause 4.9.1.
8.1.3.6.1.2.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the combinations of SCS and channel bandwidth defined in table 8.1.3.6.1.2.4.2-1.
Table 8.1.3.6.1.2.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15
	10
	-80.3 dBm / 9.36 MHz

	
	20
	-77.2 dBm / 19.08 MHz

	30
	10
	-80.6 dBm / 8.64 MHz

	
	20
	-77.4 dBm / 18.36 MHz

	
	40
	-74.2 dBm / 38.16 MHz

	
	100
	-70.1 dBm / 98.28 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [9], and the specific test parameters are configured as below:
Table 8.1.3.6.1.2.4.2-2: Test parameters for multi-slot PUCCH format 1
	Parameter
	Test

	Cyclic prefix
	Normal

	Number of information bits
	2

	Number of PRBs
	1

	Number of symbols
	14

	First PRB prior to frequency hopping
	0

	Intra-slot frequency hopping
	disabled

	Inter-slot frequency hopping
	enabled

	First PRB after frequency hopping
	The largest PRB index - (nrofPRBs – 1)

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	0

	Index of orthogonal cover code (timeDomainOCC)
	0

	Number of slots for PUCCH repetition
	2



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjusting the equipment so that the SNR specified in table 8.1.3.6.1.2.5-1 is achieved at the IAB-DU input during the transmissions.
6) The tester sends random codewords from applicable codebook, in regular time periods. The following statistics are kept: the number of ACK bits falsely detected in the idle periods and the number of missed ACK bits. Each falsely detected ACK bit in the idle periods is accounted as one error for the statistics of false ACK detection, and each missed ACK bit is accounted as one error for the statistics of missed ACK detection.
Note that the procedure described in this clause for ACK missed detection has the same condition as that described in clause 8.1.3.6.1.1.4.2 for NACK to ACK detection. Both statistics are measured in the same testing.
8.1.3.6.1.2.5	Test requirement
The fraction of falsely detected ACK bits shall be less than 1 % and the fraction of correctly detected ACK bits shall be larger than 99 % for the SNR listed in table 8.1.3.6.1.2.5-1.
Table 8.1.3.6.1.2.5-1: Minimum requirements for multi-slot PUCCH format 1 with 30 kHz SCS
	Number of TX antennas
	Number of RX 
	Propagation conditions and
	Channel bandwidth / SNR (dB)

	
	antennas
	correlation matrix (annex F)
	40 MHz

	1
	2
	TDLC-300-100 Low
	-7.0



[bookmark: _Toc73963086][bookmark: _Toc75260263][bookmark: _Toc75275805][bookmark: _Toc75276316][bookmark: _Toc76541815]8.1.4	Performance requirements for PRACH
[bookmark: _Toc73963087][bookmark: _Toc75260264][bookmark: _Toc75275806][bookmark: _Toc75276317][bookmark: _Toc76541816]8.1.4.1	PRACH false alarm probability and missed detection requirements
[bookmark: _Toc73963088][bookmark: _Toc75260265][bookmark: _Toc75275807][bookmark: _Toc75276318][bookmark: _Toc76541817]8.1.4.1.1	Definition and applicability
The performance requirement of PRACH for preamble detection is determined by the two parameters: total probability of false detection of the preamble (Pfa) and the probability of detection of preamble (Pd). The performance is measured by the required SNR at probability of detection, Pd of 99%. Pfa shall be 0.1% or less.
Pfa is defined as a conditional total probability of erroneous detection of the preamble (i.e. erroneous detection from any detector) when input is only noise.
Pd is defined as conditional probability of detection of the preamble when the signal is present. The erroneous detection consists of several error cases – detecting only different preamble(s) than the one that was sent, not detecting any preamble at all, or detecting the correct preamble but with the out-of-bounds timing estimation value.
For AWGN and TDLC300-100, a timing estimation error occurs if the estimation error of the timing of the strongest path is larger than the time error tolerance values given in table 8.1.4.1.1-1.
Table 8.1.4.1.1-1: Time error tolerance for AWGN and TDLC300-100
	PRACH 
	PRACH SCS 
	Time error tolerance

	preamble
	(kHz)
	AWGN
	TDLC300-100

	0
	1.25
	1.04 us
	2.55 us

	A1, A2, A3, B4,
	15
	0.52 us
	2.03 us

	C0, C2
	30
	0.26 us
	1.77 us



The test preambles for normal mode are listed in A.2.5-1.
Which specific test(s) are applicable to IAB-DU is based on the test applicability rules defined in clause 8.1.1.2.4.
[bookmark: _Toc73963089][bookmark: _Toc75260266][bookmark: _Toc75275808][bookmark: _Toc75276319][bookmark: _Toc76541818]8.1.4.1.2	Minimum requirement
The minimum requirement is in TS 38.174 [2] clause 8.1.4.1 and 8.1.4.2.
[bookmark: _Toc73963090][bookmark: _Toc75260267][bookmark: _Toc75275809][bookmark: _Toc75276320][bookmark: _Toc76541819]8.1.4.1.3	Test purpose
The test shall verify the receiver's ability to detect PRACH preamble under static conditions and multipath fading propagation conditions for a given SNR.
[bookmark: _Toc73963091][bookmark: _Toc75260268][bookmark: _Toc75275810][bookmark: _Toc75276321][bookmark: _Toc76541820]8.1.4.1.4	Method of test
8.1.4.1.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested: for single carrier: M; see clause 4.9.1.
8.1.4.1.4.2	Test procedure
1)	Connect the IAB-DU tester generating the wanted signal, multipath fading simulators and AWGN generators to all IAB-DU antenna connectors for diversity reception via a combining network as shown in annex D.36.
2)	Adjust the AWGN generator, according to the SCS and channel bandwidth.
Table 8.1.4.1.4.2-1: AWGN power level at the IAB-DU input
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15
	10
	-80.3 dBm / 9.36MHz

	
	20
	-77.2 dBm / 19.08MHz

	30
	10
	-80.6 dBm / 8.64MHz

	
	20
	-77.4 dBm / 18.36MHz

	
	40
	-74.2 dBm / 38.16MHz

	
	100
	-70.1 dBm / 98.28MHz



3)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A and the test parameter msg1-FrequencyStart is set to 0.
4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
5)	Adjust the frequency offset of the test signal according to table 8.1.4.1.5-1 or 8.1.4.1.5-2 or 8.1.4.1.5-3 or 8.1.4.1.6-1 or 8.1.4.1.6-2 or 8.1.4.1.6-3 or 8.1.4.1.6-4.
6)	Adjust the equipment so that the SNR specified in table 8.1.4.1.5-1 or 8.1.4.1.5-2 or 8.1.4.1.5-3 or 8.1.4.1.6-1 or 8.1.4.1.6-2 or 8.1.4.1.6-3 or 8.1.4.1.6-4 is achieved at the IAB-DU input during the PRACH preambles.
7)	The test signal generator sends a preamble and the receiver tries to detect the preamble. This pattern is repeated as illustrated in figure 8.1.4.1.4.2-1. The preambles are sent with certain timing offsets as described below. The following statistics are kept: the number of preambles detected in the idle period and the number of missed preambles.


Figure 8.1.4.1.4.2-1: PRACH preamble test pattern
The timing offset base value for PRACH preamble format 0 is set to 50% of Ncs. This offset is increased within the loop, by adding in each step a value of 0.1us, until the end of the tested range, which is 0.9us. Then the loop is being reset and the timing offset is set again to 50% of Ncs. The timing offset scheme for PRACH preamble format 0 is presented in figure 8.1.4.1.4.2-2.


Figure 8.1.4.1.4.2-2: Timing offset scheme for PRACH preamble format 0
The timing offset base value for PRACH preamble format A1, A2, A3, B4, C0 and C2 is set to 0. This offset is increased within the loop, by adding in each step a value of 0.1us, until the end of the tested range, which is 0.8 us. Then the loop is being reset and the timing offset is set again to 0. The timing offset scheme for PRACH preamble format A1, A2, A3, B4, C0 and C2 is presented in figure 8.1.4.1.4.2-3.


Figure 8.1.4.1.4.2-3: Timing offset scheme for PRACH preamble format A1 A2, A3, B4, C0 and C2
[bookmark: _Toc73963092][bookmark: _Toc75260269][bookmark: _Toc75275811][bookmark: _Toc75276322][bookmark: _Toc76541821]8.1.4.1.5	Test requirement
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.1.4.1.5-1 to 8.1.4.1.5-3.
Table 8.1.4.1.5-1: PRACH missed detection test requirements for Normal Mode, 1.25 kHz SCS
	Number of TX 
	Number of RX 
	Propagation conditions 
	Frequency offset
	SNR (dB)

	antennas
	antennas
	and correlation matrix (annex F)
	
	Burst format 0

	1
	2
	AWGN
	0
	 -14.2

	
	
	TDLC300-100 Low
	400 Hz 
	-6.0

	
	4
	AWGN
	0
	 -16.4

	
	
	TDLC300-100 Low
	400 Hz 
	 -11.3

	
	8
	AWGN
	0
	 -18.6

	
	
	TDLC300-100 Low
	400 Hz 
	 -15.2



Table 8.1.4.1.5-2: PRACH missed detection test requirements for Normal Mode, 15 kHz SCS
	Number
of TX antennas
	Number
of RX antennas
	Propagation
conditions and correlation matrix 
(annex F)
	Frequency 
offset
	SNR (dB)

	
	
	
	
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-9.0
	-12.3
	-13.9
	-16.5
	-6.0
	-12.2

	
	
	TDLC300-100 Low
	400 Hz
	-1.5
	-4.2
	-6.0
	-8.2
	1.4
	-4.3

	
	4
	AWGN
	0
	-11.3
	-14.0
	-15.7
	-18.7
	-8.4
	-13.8

	
	
	TDLC300-100 Low
	400 Hz
	-6.7
	-9.7
	-11.1
	-13.2
	-3.7
	-9.6

	
	8
	AWGN
	0
	-13.5
	-16.4
	-17.9
	-20.9
	-10.8
	-16.3

	
	
	TDLC300-100 Low
	400 Hz
	-10.4
	-13.3
	-14.6
	-16.7
	-7.5
	-13.3



Table 8.1.4.1.5-3: PRACH missed detection test requirements for Normal Mode, 30 kHz SCS
	Number
of TX antennas
	Number
of RX antennas
	Propagation
conditions and correlation matrix 
(annex F)
	Frequency 
offset
	SNR (dB)

	
	
	
	
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-8.8
	-11.7
	-13.5
	-16.2
	-5.8
	-11.6

	
	
	TDLC300-100 Low
	400 Hz
	-2.2
	-5.1
	-6.8
	-9.3
	0.7
	-5.0

	
	4
	AWGN
	0
	-11.1
	-13.9
	-15.6
	-18.7
	-8.3
	-13.8

	
	
	TDLC300-100 Low
	400 Hz
	-6.6
	-9.8
	-11.4
	-13.9
	-3.9
	-9.8

	
	8
	AWGN
	0
	-13.4
	-16.3
	-17.8
	-20.8
	-10.7
	-16.2

	
	
	TDLC300-100 Low
	400 Hz
	-10.1
	-13.1
	-14.5
	-17.0
	-7.2
	-13.1



<<END OF CHANGE>>
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