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START OF 1st CHANGE
[bookmark: _Toc73963035][bookmark: _Toc75260212][bookmark: _Toc75275754][bookmark: _Toc75276265][bookmark: _Toc76541764]8.1.1.2	Applicability rule
[bookmark: _Toc73963036][bookmark: _Toc75260213][bookmark: _Toc75275755][bookmark: _Toc75276266][bookmark: _Toc76541765]8.1.1.2.1	General
Unless otherwise stated, for a IAB-DU supporting more than 8 TAB connectors (see D.37 in table 4.6-1), the performance requirement tests for 8 RX antennas shall apply, and the specific connectors used for testing are based on manufacturer declaration.
Unless otherwise stated, for a IAB-DU supporting different numbers of TAB connectors (see D.37 in table 4.6-1), the tests with low MIMO correlation level shall apply only for the lowest and highest numbers of supported connectors, and the specific connectors used for testing are based on manufacturer declaration.
[bookmark: _Toc73963037][bookmark: _Toc75260214][bookmark: _Toc75275756][bookmark: _Toc75276267][bookmark: _Toc76541766]8.1.1.2.2	Applicability of PUSCH performance requirements
8.1.1.2.2.1	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUSCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.14 in table 4.6-1). 
Unless otherwise stated, PUSCH requirement tests with 30% of maximum throughput shall apply only for the lowest subcarrier spacing declared to be supported (see D.14 in table 4.6-1) for each frequency range.
Unless otherwise stated, if IAB-DU supports more than one SCS then PUSCH requirement tests with highest modulation order shall apply only with lowest supported SCS and PUSCH requirement tests with other modulation orders shall apply only with highest supported SCS. Otherwise, all modulation orders are tested on supported SCS.
8.1.1.2.2.2	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported, the test requirements for a specific channel bandwidth shall apply only if the IAB-DU supports it (see D.14 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRBs shall then be centred in this widest supported channel bandwidth.
8.1.1.2.2.3	Applicability of requirements for different configurations
Unless otherwise stated, PUSCH requirement tests shall apply only for the mapping type declared to be supported (see D.100 in table 4.6-1). If both mapping type A and type B are declared to be supported, the tests shall be done for either type A or type B; the same chosen mapping type shall then be used for all tests except the requirement for PUSCH mapping Type B with 2 symbol length allocated.
8.1.1.2.2.4	Applicability of requirements for uplink carrier aggregation
The tests for uplink carrier aggregation shall be carried out according to the declaration (see D.107 in table 4.6-1).
Unless otherwise stated, the tests for uplink carrier aggregation shall apply only for PUSCH with transform precoding disabled and shall be conducted on per component carrier basis. 
8.1.1.2.2.5	Applicability of requirements for TDD with different UL-DL patterns
Unless otherwise stated, for each subcarrier spacing declared to be supported, if IAB-DU supports multiple TDD UL-DL patterns, only one of the supported TDD UL-DL patterns shall be used for all tests.
8.1.1.2.2.6	Applicability of requirements for transform precoding
Unless otherwise stated, the tests with transform precoding enabled shall apply only, if the IAB-DU supports it (see D.109 in table 4.6-1). 
[bookmark: _Toc73963038][bookmark: _Toc75260215][bookmark: _Toc75275757][bookmark: _Toc75276268][bookmark: _Toc76541767]8.1.1.2.3	Applicability of PUCCH performance requirements
8.1.1.2.3.1	Applicability of requirements for different formats
Unless otherwise stated, PUCCH requirement tests shall apply only for each PUCCH format declared to be supported (see D.102 in table 4.6-1).
8.1.1.2.3.2	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUCCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.14 in table 4.6-1). If multiple subcarrier spacings are declared to be supported, each supported PUCCH format can be tested on one subcarrier spacing.
8.1.1.2.3.3	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported by the IAB-DU, the test requirements for a specific channel bandwidth shall apply only if the IAB-DU supports it (see D.14 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRIAB-DU shall then be centred in this widest supported channel bandwidth.
8.1.1.2.3.4	Applicability of requirements for different configurations
Unless otherwise stated, PUCCH format 3 requirement tests shall apply only for the additional DM-RS configuration declared to be supported (see D.104 in table 4.6-1). If both options (without and with additional DM-RS) are declared to be supported, the tests shall be done for either without or with additional DM-RS; the same chosen option shall then be used for all tests.
Unless otherwise stated, PUCCH format 4 requirement tests shall apply only for the additional DM-RS configuration declared to be supported (see D.105 in table 4.6-1). If both options (without and with additional DM-RS) are declared to be supported, the tests shall be done for either without or with additional DM-RS; the same chosen option shall then be used for all tests.
8.1.1.2.3.5	Applicability of requirements for multi-slot PUCCH
Unless otherwise stated, multi-slot PUCCH requirement tests shall apply only if the IAB-DU supports it (see D.106 in table 4.6-1).
[bookmark: _Toc75260216][bookmark: _Toc75275758][bookmark: _Toc75276269][bookmark: _Toc76541768][bookmark: _Toc73963039]8.1.1.2.4	Applicability of PRACH performance requirements 
8.1.1.2.4.1	Applicability of requirements for different formats
Unless otherwise stated, PRACH requirement tests shall apply only for each PRACH formats declared to be supported (see D.103 in table 4.6-1).
For IAB-DU declares to support more than one PRACH formats, limit the number of tests to any two cases chosen by the manufacturer. If IAB-DU declares to support more than one PRACH formats where formats for both long and short PRACH sequences are presented, require choosing formats with different sequences (see D.103TBA in table 4.6-1)
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