

	
3GPP TSG- RAN WG4 Meeting #101-bis-e	R4-2200689
Electronic Meeting, January 17-25, 2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.133
	CR
	xxxx
	rev
	-
	Current version:
	17.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	CR on requirements for Initiation/Cease of SLSS Transmissions impact by SL-DRX

	
	

	Source to WG:
	Xiaomi

	Source to TSG:
	R4

	
	

	Work item code:
	NR_SL_enh-Core
	
	Date:
	2022-1-7

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The requirements for Initiation/Cease of SLSS Transmissions impact by SL-DRX should be introduced in RRM specification.

	
	

	Summary of change:
	Introduce requirements for Initiation/Cease of SLSS Transmissions impact by SL-DRX.

	
	

	Consequences if not approved:
	The requirements for Initiation/Cease of SLSS Transmissions impact by SL-DRX should be introduced in RRM specification will be missing.

	
	

	Clauses affected:
	12.3.1.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS38.533 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc535476654][bookmark: _Toc21338205][bookmark: _Toc29808313][bookmark: _Toc37068232][bookmark: _Toc37083777][bookmark: _Toc37084119][bookmark: _Toc40209481][bookmark: _Toc40209823][bookmark: _Toc45892782][bookmark: _Toc21342855][bookmark: _Toc29769816][bookmark: _Toc29799315][bookmark: _Toc21342857][bookmark: _Toc535476470][bookmark: _Toc535476471]========================= Start of Change ===========================
[bookmark: _Toc21342838][bookmark: _Toc29769799][bookmark: _Toc29799298][bookmark: _Toc37254522][bookmark: _Toc37255165][bookmark: _Toc45887188][bookmark: _Toc53171925]12.3.1.4	Initiation/Cease of SLSS transmissions with SyncRef UE as synchronization reference source
The requirements apply when SyncRef UE is used as synchronization reference source and when the UE is
· in any cell selection state, or
· out of coverage on the V2X sidelink carrier and is associated with a serving cell on a non-V2X sidelink carrier,
and when the conditions for SLSS transmissions specified in TS 38.331[2] are met and when SyncRef UE is used as synchronization reference source and if syncTxThreshOoC is included in the preconfigured V2X parameters.
The UE shall be capable of measuring the PSBCH-RSRP of the selected SyncRef UE used as synchronization reference source and evaluate it to initiate/cease SLSS transmissions within Tevaluate,SLSS = 4 S-SSB periods., as shown in Table 12.3.1.4-1.
Table 12.3.1.4-1: Tevaluate,SLSS when SyncRef UE is used as synchronization reference source
	SL-DRX cycleNote 1 [s]
	Tevaluate,SLSS [s]

	No SL-DRX
	4 x S-SSB periods

	SL-DRX cycle≤1.6s
	4 x max(S-SSB periodicity, SL-DRX cycle) 

	SL-DRX cycle>1.6s
	4 x SL-DRX cycle

	Note 1: If multiple SL-DRX cycles are configured for SL UE, the SL-DRX cycle in the requirement is the shortest one. 


When the shorest SL-DRX cycle UE used changes, for a duration of time equal to the evaluation period corresponding to the second mode after the transition occurs, the UE shall use an evaluation period that is the more relaxed evaluation period corresponding to the first mode and the second mode.
If higher layer filtering for PSBCH-RSRP measurements is pre-configured, an additional delay in evaluation to initiate/cease SLSS transmissions can be expected.
For the selected SyncRef UE as defined in TS 38.331 [2] used to derive transmission timing for V2X sidelink communication:
-	PSBCH-RSRP related side conditions given in Clause 12.4 for a corresponding Band are fulfilled,
-	V2X S-SSB_RP and S-SSB Ês/Iot according to Annex B. 4 for a corresponding Band are fulfilled.
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