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[bookmark: _Toc45888010][bookmark: _Toc45888609][bookmark: _Toc61367249][bookmark: _Toc61372632][bookmark: _Toc68230572][bookmark: _Toc69083985][bookmark: _Toc75466992][bookmark: _Toc76509014][bookmark: _Toc76718004][bookmark: _Toc83580314][bookmark: _Toc84404823][bookmark: _Toc84413432]5.2E	Operating band for V2X
[bookmark: _Toc45888011][bookmark: _Toc45888610][bookmark: _Toc61367250][bookmark: _Toc61372633][bookmark: _Toc68230573][bookmark: _Toc69083986][bookmark: _Toc75466993][bookmark: _Toc76509015][bookmark: _Toc76718005][bookmark: _Toc83580315][bookmark: _Toc84404824][bookmark: _Toc84413433]5.2E.1	V2X operating bands
NR V2X is designed to operate in the operating bands in FR1 defined in Table 5.2E.1-1.
Table 5.2E.1-1 V2X operating bands in FR1
	V2X Operating Band
	Sidelink (SL) Transmission operating band
	Sidelink (SL)  Reception operating band
	Duplex Mode
	Interface

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	
	

	n381
	2570 MHz
	-
	2620 MHz
	2570 MHz
	-
	2620 MHz
	HD
	PC5

	n47
	5855 MHz
	-
	5925 MHz
	5855 MHz
	-
	5925 MHz
	HD
	PC5

	n79
	4400 MHz
	-
	5000 MHz
	4400 MHz
	-
	5000 MHz
	HD
	PC5

	Note 1: When this band is used for V2X SL service, the band is exclusively used for NR V2X in particular regions.



[bookmark: _Toc45888012][bookmark: _Toc45888611][bookmark: _Toc59649892][bookmark: _Toc68230574][bookmark: _Toc69083987][bookmark: _Toc75466994][bookmark: _Toc76509016][bookmark: _Toc76718006][bookmark: _Toc83580316][bookmark: _Toc84404825][bookmark: _Toc84413434]5.2E.2	V2X operating bands for con-current operation
NR V2X operation is designed to operate concurrent with NR uplink/downlink on the operating bands combinations listed in Table 5.2E.2-1.
Table 5.2E.2-1 Inter-band con-current V2X operating bands
	V2X con-current operating Band
	NR or V2X Operating Band
	Interface

	V2X_n39-n47
	n39
	Uu

	
	n47
	PC5

	V2X_n40-n47
	n40
	Uu

	
	n47
	PC5

	V2X_n41-n47
	n41
	Uu

	
	n47
	PC5

	V2X_n71-n47
	n71
	Uu

	
	n47
	PC5

	V2X_n78-n47
	n78
	Uu

	
	n47
	PC5

	V2X_n79-n47
	n79
	Uu

	
	n47
	PC5

	V2X_n79-n79
	n79
	Uu

	
	n79
	PC5



<Unchanged sections are omitted>
[bookmark: _Toc45888026][bookmark: _Toc45888625][bookmark: _Toc61367265][bookmark: _Toc61372648][bookmark: _Toc68230588][bookmark: _Toc69084001][bookmark: _Toc75467008][bookmark: _Toc76509030][bookmark: _Toc76718020][bookmark: _Toc83580330][bookmark: _Toc84404839][bookmark: _Toc84413448]5.3E	Channel bandwidth for V2X
[bookmark: _Toc45888027][bookmark: _Toc45888626][bookmark: _Toc61367266][bookmark: _Toc61372649][bookmark: _Toc68230589][bookmark: _Toc69084002][bookmark: _Toc75467009][bookmark: _Toc76509031][bookmark: _Toc76718021][bookmark: _Toc83580331][bookmark: _Toc84404840][bookmark: _Toc84413449]5.3E.1	General
NR V2X operation channel bandwidths for each operating band is specified in Table 5.3.5-1 in clause 5.3.5. The same (symmetrical) channel bandwidth is specified for both the transmission and reception path. The maximum channel bandwidth for SL operation in licensed band is 40MHz

[bookmark: _Toc45888028][bookmark: _Toc45888627][bookmark: _Toc61367267][bookmark: _Toc61372650][bookmark: _Toc68230590][bookmark: _Toc69084003][bookmark: _Toc75467010][bookmark: _Toc76509032][bookmark: _Toc76718022][bookmark: _Toc83580332][bookmark: _Toc84404841][bookmark: _Toc84413450]5.3E.2	Channel bandwidth for V2X concurrent operation
For NR V2X inter-band con-current operation in FR1, the NR V2X channel bandwidths for each operating band is specified in Table 5.3E.2-1. 
[bookmark: OLE_LINK12]Table 5.3E.2-1: Inter-band con-current V2X configurations 
	NR V2X inter-band con-current operating configuration
	NR Band
	Interface
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	V2X_n39A-n47A
	n39
	Uu
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	n47
	PC5
	
	10
	
	20
	
	30
	40
	
	
	
	
	
	
	

	V2X_n40A-n47A
	n40
	Uu
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	0

	
	n47
	PC5
	
	10
	
	20
	
	30
	40
	
	
	
	
	
	
	

	V2X_n41A-n47A
	n41
	Uu
	5
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	n47
	PC5
	
	10
	
	20
	
	30
	40
	
	
	
	
	
	
	

	V2X_n71A-n47A
	n71
	Uu
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	n47
	PC5
	
	10
	
	20
	
	30
	40
	
	
	
	
	
	
	

	V2X_n78A-n47A

	n78
	Uu
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	0

	
	n47
	PC5
	
	10
	
	20
	
	30
	40
	
	
	
	
	
	
	

	V2X_n79A-n47A

	n79
	Uu
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n47
	PC5
	
	10
	
	20
	
	30
	40
	
	
	
	
	
	
	

	[bookmark: OLE_LINK100]NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.



For NR V2X intra-band con-current operation in FR1, the NR V2X channel bandwidths for each operating band is specified in Table 5.3E.2-2. 

Table 5.3E.2-2: Intra-band con-current V2X configurations 
	NR V2X intra-band con-current operating configuration
	NR Band
	Interface
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	V2X_n79B

	n79
	Uu
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n79
	PC5
	
	10
	
	20
	
	30
	40
	
	
	
	
	
	
	

	NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.



<Unchanged sections are omitted>

[bookmark: _Toc45888144][bookmark: _Toc45888743][bookmark: _Toc61367388][bookmark: _Toc61372771][bookmark: _Toc68230712][bookmark: _Toc69084125][bookmark: _Toc75467135][bookmark: _Toc76509157][bookmark: _Toc76718147][bookmark: _Toc83580457][bookmark: _Toc84404966][bookmark: _Toc84413575]6.2E	Transmitter power for V2X
[bookmark: _Toc45888145][bookmark: _Toc45888744][bookmark: _Toc61367389][bookmark: _Toc61372772][bookmark: _Toc68230713][bookmark: _Toc69084126][bookmark: _Toc75467136][bookmark: _Toc76509158][bookmark: _Toc76718148][bookmark: _Toc83580458][bookmark: _Toc84404967][bookmark: _Toc84413576]6.2E.1	UE maximum output power for V2X
[bookmark: _Toc45888146][bookmark: _Toc45888745][bookmark: _Toc61367390][bookmark: _Toc61372773][bookmark: _Toc68230714][bookmark: _Toc69084127][bookmark: _Toc75467137][bookmark: _Toc76509159][bookmark: _Toc76718149][bookmark: _Toc83580459][bookmark: _Toc84404968][bookmark: _Toc84413577]6.2E.1.1	General
When NR V2X UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands specified in Table 5.2E.1-1, the allowed NR V2X UE maximum output power is specified in Table 6.2.1-1 in clause 6.2.1.
When a UE is configured for NR V2X sidelink transmissions in NR Band n47, the V2X UE shall meet the following additional requirements for transmission within the frequency ranges 5855-5925 MHz:
-	The maximum mean power spectral density shall be restricted to 23 dBm/MHz EIRP when the network signaling value NS_33 is indicated.
where the network signaling values are specified in clause 6.2E.3.
NOTE:	The PSD limit in EIRP shall be converted to conducted requirement depend on the supported post antenna connector gain Gpost connector declared by the UE following the principle described in annex I in [11].
For NR V2X UE supporting SL MIMO, the maximum output power requirements in Table 6.2E.1.1-1 shall be met with the SL MIMO configurations specified in Table 6.2D.1-2. The maximum output power is defined as the sum of the maximum output power from each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms).
Table 6.2E.1.1-1: NR V2X UE Power Class for SL-MIMO
	NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	n38
	
	
	
	
	23
	+2/-3
	
	

	n47
	
	
	
	
	23
	+2/-3
	
	

	n79
	
	
	
	
	23
	+2/-3
	
	



If the UE transmits on one antenna connector at a time, the requirements in Table 6.2.1-1 shall apply to the active antenna connector.
[bookmark: _Toc45888147][bookmark: _Toc45888746][bookmark: _Toc61367391][bookmark: _Toc61372774][bookmark: _Toc68230715][bookmark: _Toc69084128][bookmark: _Toc75467138][bookmark: _Toc76509160][bookmark: _Toc76718150][bookmark: _Toc83580460][bookmark: _Toc84404969][bookmark: _Toc84413578]6.2E.1.2	UE maximum output power for V2X con-current operation
For the inter-band con-current NR V2X operation, the maximum output power is specified in Table 6.2E.1.21-1. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.2-1: NR V2X UE Power Class for inter-band con-current combination (two bands)
	NR V2X con-current operating band Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	V2X_n39A-n47A
	
	
	
	
	23
	+2/-32
	
	

	V2X_n40A-n47A
	
	
	
	
	23
	+2/-32
	
	

	V2X_n41A-n47A
	
	
	
	
	23
	+2/-32
	
	

	V2X_n71A-n47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_n78A-n47A
	
	
	
	
	23
	+2/-32
	
	

	V2X_n79A-n47A
	
	
	
	
	23
	+2/-32
	
	

	NOTE 1:	The con-current band combinations are used for NR V2X Service.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 3:	For inter-band con-current aggregation the maximum power requirement apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	4 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



For the intra-band con-current NR V2X operation, the maximum output power is specified in Table 6.2E.1.2-2. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.2-2: NR V2X UE Power Class for intra-band con-current combination
	NR V2X con-current operating band Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	V2X_n79B
	
	
	26
	+2/-32
	23
	+2/-32
	
	

	NOTE 1:	The con-current band combinations are used for NR V2X Service.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 3:	For intra-band con-current aggregation the maximum power requirement apply to the total transmitted power over all component carriers (per UE).



<Unchanged sections are omitted>

[bookmark: _Toc45888148][bookmark: _Toc45888747][bookmark: _Toc61367392][bookmark: _Toc61372775][bookmark: _Toc68230716][bookmark: _Toc69084129][bookmark: _Toc75467139][bookmark: _Toc76509161][bookmark: _Toc76718151][bookmark: _Toc83580461][bookmark: _Toc84404970][bookmark: _Toc84413579]6.2E.2	UE maximum output power reduction for V2X
[bookmark: _Toc45888149][bookmark: _Toc45888748][bookmark: _Toc61367393][bookmark: _Toc61372776][bookmark: _Toc68230717][bookmark: _Toc69084130][bookmark: _Toc75467140][bookmark: _Toc76509162][bookmark: _Toc76718152][bookmark: _Toc83580462][bookmark: _Toc84404971][bookmark: _Toc84413580]6.2E.2.1	General
When UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands specified in Table 5.2E.1-1, this clause specifies the allowed Maximum Power Reduction (MPR) power for V2X physical channels and signals due to PSCCH/PSSCH, PSFCH and S-SSB transmission.
[bookmark: OLE_LINK63][bookmark: OLE_LINK62][bookmark: _Toc45888150][bookmark: _Toc45888749][bookmark: _Toc61367394][bookmark: _Toc61372777][bookmark: _Toc68230718][bookmark: _Toc69084131][bookmark: _Toc75467141][bookmark: _Toc76509163][bookmark: _Toc76718153][bookmark: _Toc83580463][bookmark: _Toc84404972][bookmark: _Toc84413581]6.2E.2.2	MPR for Power class 3 V2X UE
For contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed MPR for the maximum output power for NR V2X physical channels PSCCH and PSSCH shall be as specified in Table 6.2E.2.2-1 for Power class 3 NR V2X UE.
Table 6.2E.2.2-1: Maximum Power Reduction (MPR) for power class 3 NR V2X
	Modulation
	Channel bandwidth/MPR (dB)

	
	Outer RB allocations
	Inner RB allocations

	CP-OFDM
	QPSK
	≤ 4.5
	≤ 2.5

	
	16QAM
	≤ 4.5
	≤ 2.5

	
	64 QAM
	≤ 4.5

	
	256 QAM
	≤ 7.0



Where the following parameters are defined to specify valid RB allocation ranges for Outer and Inner RB allocations:
NRB is the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1. 
RBStart,Low = max(1, floor(LCRB/2))
where max() indicates the largest value of all arguments and floor(x) is the greatest integer less than or equal to x.
RBStart,High = NRB – RBStart,Low – LCRB
The RB allocation is an Inner RB allocation if the following conditions are met
RBStart,Low  ≤  RBStart  ≤  RBStart,High, and
LCRB  ≤  ceil(NRB/2)
where ceil(x) is the smallest integer greater than or equal to x.
The RB allocation is an Outer RB allocation for all other allocations which are not an Inner RB allocation.

For PSFCH with single RB transmission for PC3 NR V2X UE, the required MPR is defined as follow
MPR_PSFCH =  3.5 dB
For contiguous and non-contiguous allocation for simultaneous PSFCH transmission for PC3 NR V2X UE, the required MPR are specified as follow
MPR_PSFCH = CEIL {MA_PSFCH, 0.5}
Where MA_PSFCH is defined as follows
MA_PSFCH =	7.5		; 0.00< NGap/NRB ≤ 0.55
=    12.0	; 0.55< NGap/NRB ≤1.0
Where, 
NGap is the gap RB amount between RBstart and RBend for contiguous and non-contiguous allocation simultaneous PSFCH transmission. (NGap = RBend - RBstart)
CEIL{MA, 0.5} means rounding upwards to closest 0.5dB.
The allowed MPR for the maximum output power for NR V2X physical channels on S-SSB transmission shall be specified in Table 6.2E.2.2-2.
Table 6.2E.2.2-2: Maximum Power Reduction (MPR) for S-SSB transmission for power class 3 NR V2X
	Channel
	MPRS-SSB (dB)

	
	Outer RB allocations
	Inner RB allocations

	S-SSB
	≤ 6.0
	≤ 2.5



For NR V2X UE with two transmit antenna connectors, the allowed Maximum Power Reduction (MPR) values specified in clause 6.2E.2 shall apply to the maximum output power specified in Table 6.2E.1.1-1. The requirements shall be met with SL MIMO configurations defined in Table 6.2D.1-2. For UE supporting SL MIMO, the maximum output power is defined as the sum of the maximum output power from each UE antenna connector.
For the UE maximum output power modified by MPR, the power limits specified in clause 6.2E.4 apply.
[bookmark: _Toc45888151][bookmark: _Toc45888750][bookmark: _Toc61367395][bookmark: _Toc61372778][bookmark: _Toc68230719][bookmark: _Toc69084132][bookmark: _Toc75467142][bookmark: _Toc76509164][bookmark: _Toc76718154][bookmark: _Toc83580464][bookmark: _Toc84404973][bookmark: _Toc84413582]6.2E.2.3	MPR for Power class 3 V2X con-current operation
For the inter-band con-current NR V2X operation, the allowed maximum power reduction (MPR) for the maximum output power shall be applied per each component carrier. The MPR requirements in clause 6.2.2 apply for NR Uu operation in licensed band, and the MPR requirements in in clause 6.2E.2 apply for NR sidelink operation in licensed band or Band n47.
For the intra-band con-current NR V2X operation with contiguous RB allocation, the allowed maximum power reduction (MPR) for NR V2X physical channels PSCCH and PSSCH shall be as specified in Table 6.2E.2.3-1 for Power class 3 V2X con-current UE.
Table 6.2E.2.3-1: MPR for contiguous RB allocation for power class 3 NR V2X con-current UE
	Higher Modulation of {SL MO, UL MO}
	MPR for bandwidth class B(dB)

	
	Inner RB allocation
	Outer RB allocation

	CP-OFDM
	QPSK
	≤ 1.0
	≤ 1.0

	
	16QAM
	≤ 1.0
	≤ 1.0

	
	64QAM
	≤ 1.0
	≤ 1.0

	
	256QAM
	≤ 2.0
	≤ 2.5



For bandwidth class B with contiguous RB allocation, the following parameters are defined to specify valid RB allocation ranges for Inner and Outer RB allocations:
An RB allocation is contiguous if LCRB1 = 0 or LCRB2 = 0 or (LCRB1  0 and LCRB2  0 and RBStart1 + LCRB1 = NRB1 and RBStart2 = 0), where RBStart1, LCRB1, and NRB1 are for SL CC1, RBStart2, LCRB2, and NRB2 are for UL CC2. SL CC1 is the component carrier with lower frequency.
In contiguous NR V2X intra-band con-current operation, a contiguous allocation is an inner allocation if
RBStart,Low  ≤  RBStart_SL&UL  ≤  RBStart,High, and NRB_alloc  ≤  ceil(NRB,agg /2),
where
RBStart,Low = max(1, floor(NRB_alloc /2))
RBStart,High = NRB,agg – RBStart,Low – NRB,alloc,
with
NRB_alloc= LCRB1 ∙ 2µ1 + LCRB2 ∙ 2µ2
NRB_alloc= (NRB1 - RBStart1)∙ 2µ1 + (RBStart2 + LCRB2 ) ∙ 2µ2,
NRB,agg=NRB1∙2µ1+ NRB2∙2µ2.
If LCRB1 =0, RBStart_SL&UL = NRB1∙2µ1+ RBStart2∙2µ2,
if LCRB1 > 0, RBStart_SL&UL = RBStart1∙2µ1.
Where, µ1 and µ2 is 0, 1 and 2 for SCS of 15kHz, 30kHz and 60kHz respectively.
A contiguous allocation that is not an Inner contiguous allocation is an Outer contiguous allocation.

For the intra-band con-current NR V2X operation with non-contiguous RB allocation, the allowed maximum power reduction (MPR) for NR V2X physical channels PSCCH and PSSCH shall be as specified in Table 6.2E.2.3-2 for Power class 3 V2X con-current UE.
Table 6.2E.2.3-2: MPR for non-contiguous RB allocation for power class 3 NR V2X con-current UE
	Higher Modulation of {SL MO, UL MO}
	MPR for bandwidth class B(dB)

	
	Inner RB allocation
	Outer1 RB allocation
	Outer2 RB allocation

	CP-OFDM
	QPSK
	≤ 1.0
	≤ 1.5
	≤ 3.0

	
	16QAM
	≤ 1.0
	≤ 1.5
	≤ 3.0

	
	64QAM
	≤ 1.0
	≤ 1.5
	≤ 3.0

	
	256QAM
	≤ 2.5
	≤ 2.5
	≤ 3.5



For bandwidth classes B with non-contiguous RB allocation, the following parameters are defined to specify valid RB allocation ranges for Inner, Outer1 and Outer2 RB allocations:

Non-Contiguous RB allocation is defined as RBStart1 + LCRB1 < NRB1, or RBStart2 > 0, when both SL CC and UL CC are activated and allocated with RB(s), where RBStart1, LCRB1, and NRB1 are for SL CC1, RBStart2, LCRB2, and NRB2 are for UL CC2. SL CC1 is the component carrier with lower frequency.

In contiguous NR V2X intra-band con-current operation, a non-contiguous RB allocation is a non-contiguous Inner RB allocation if the following conditions are met:
RBStart,Low  ≤  RBStart_CA  ≤  RBStart,High and NRB_alloc ≤  ceil((BWChannel_SL&UL / 3 – BWgap ) / 0.18MHz),
where
NRB_alloc = (NRB1 - RBStart1)∙ 2µ1 + (RBStart2 + LCRB2 ) ∙ 2µ2, RBStart_SL&UL = RBStart1∙21
RBStart,Low = max(1, floor(NRB_alloc + (BWgap – BWGB,low)/0.18MHz))
RBStart,High = floor((BWChannel_SL&UL – 2 ∙ BWgap – BWGB,low)/0.18MHz – 2 ∙ NRB_alloc)
BWGB,low =Foffset,low – (NRB1∙12+1)∙SCS1/2
BWgap is the bandwidth of the gap between NRB1 and NRB2 possible allocations of SL CC1 and UL CC2 respectively.

In contiguous NR V2X intra-band con-current operation, a non-contiguous RB allocation is a non-contiguous outer 1 RB allocation if the following conditions are met:
RBStart,Low  ≤  RBStart_SL&UL  ≤  RBStart,High and NRB_alloc ≤  ceil((3 BWChannel_SL&UL / 5 – BWgap) / 0.18MHz)
where
RBStart,Low = max(1, 2 ∙ NRB_alloc – floor( (BWChannel_SL&UL – 2 ∙ BWgap + BWGB,low)/0.18MHz)),
RBStart,High = floor((2 ∙ BWChannel_SL&UL – 3 ∙ BWgap – BWGB,low) / 0.18MHz – 3 ∙ NRB_alloc)
NRB_alloc , RBStart_SL&UL , BWgap and BWGB,low are as defined for the Inner region.

In contiguous NR V2X intra-band con-current operation, a non-contiguous allocation is an Outer 2 allocation if it is neither a non-contiguous Inner allocation nor an Outer 1 allocation.
For PSFCH with single RB transmission for PC3 NR V2X intra-band con-current UE, the required MPR is specified in clause 6.2E.2.2 shall be applied. 
For the allowed MPR for S-SSB transmission for PC3 NR V2X intra-band con-current UE, the required MPR is specified in clasue 6.2E.2.2 shall be applied.

6.2E.2.4	MPR for Power class 2 V2X UE
[Editor Note] This session is for NRSL_enh_Part3 to capture the MPR requirements for PC2 V2X UE

6.2E.2.5	MPR for Power class 2 V2X con-current operation
For the intra-band con-current NR V2X operation with contiguous RB allocation in contiguous carrier, the allowed maximum power reduction (MPR) for NR V2X physical channels PSCCH and PSSCH shall be as specified in Table 6.2E.2.5-1 for Power class 2 V2X con-current UE.
Table 6.2E.2.5-1: MPR for contiguous RB allocation for power class 2 NR V2X con-current UE
	Higher Modulation of {SL MO, UL MO}
	MPR for bandwidth class B(dB)

	
	Inner RB allocation
	Outer RB allocation

	CP-OFDM
	QPSK
	≤ 1.5
	≤ 3.5

	
	16QAM
	≤ 2.0
	≤ 3.5

	
	64QAM
	≤ 3.0
	≤ 3.5

	
	256QAM
	≤ 5.0
	≤ 5.5



For the intra-band con-current NR V2X operation with non-contiguous RB allocation in contiguous carrier, the allowed maximum power reduction (MPR) for NR V2X physical channels PSCCH and PSSCH shall be as specified in Table 6.2E.2.5-2 for Power class 2 V2X con-current UE.
Table 6.2E.2.5-2: MPR for non-contiguous RB allocation for power class 2 NR V2X con-current UE
	Higher Modulation of {SL MO, UL MO}
	MPR for bandwidth class B(dB)

	
	Inner RB allocation
	Outer1 RB allocation
	Outer2 RB allocation

	CP-OFDM
	QPSK
	≤ 2.0
	≤ 4.0
	≤ 6.0

	
	16QAM
	≤ 2.5
	≤ 4.0
	≤ 6.0

	
	64QAM
	≤ 3.5
	≤ 4.5
	≤ 6.0

	
	256QAM
	≤ 5.5
	≤ 5.5
	≤ 6.5



The parameters in clause 6.2E.2.3 are considered to determine MPR values according to RB allocation.
For PSFCH with single RB transmission for PC2 NR V2X intra-band con-current UE, the required MPR is FFS. 
For the allowed MPR for S-SSB transmission for PC2 NR V2X intra-band con-current UE, the required MPR is FFS

<Unchanged sections are omitted>
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The NR V2X UE is allowed to set its configured maximum output power PCMAX,f,c for carrier f of serving cell c in each slot. The configured maximum output power PCMAX,f,c is set within the following bounds:
PCMAX_L,f,c ≤  PCMAX,f,c  ≤  PCMAX_H,f,c with
	PCMAX_L,f, c = MIN {PEMAX,c – TC,c,  PPowerClass –– MAX(MAX(MPRc , A-MPRc)+ ΔTIB,c + TC,c , P-MPRc), PRegulatory,c }
PCMAX_H,f, c = MIN {PEMAX,c, PPowerClass,  PRegulatory }
where
-	PCMAX,f,c is configured for PSSCH\PSCCH, S-SSB and PSFCH, respectively;
-	For the total transmitted power PCMAX,PSSCH/PSCCH , PEMAX,c is the value given by IEsl-maxTxPower, defined by TS 38.331, when the UE is not associated with a serving cell on the NR V2X carrier .
-	PPowerClass is the maximum UE power specified in Table 6.2.1-1 without taking into account the tolerance specified in the Table 6.2.1-1;
-	MPRc and A-MPRc for serving cell c are specified in clause 6.2E.2 and clause 6.2E.3 for PSSCH\PSCCH, S-SSB and PSFCH, respectively;
-	TIB,c, TC,c,  and P-MPRc are specified in clause 6.2.4 
-	PRegulatory,c= 10 - Gpost connector dBm the V2X UE is within the protected zone [12] of CEN DSRC tolling system and operating in Band n47; PRegulatory,c= 33 - Gpost connector dBm otherwise.
The maximum output power PCMAX,PSSCH and PCMAX,PSCCH are derived from PCMAX,c based on 0dB PSD offset between PSSCH and PSCCH.
For the measured configured maximum output power PUMAX,c for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions, the same requirement as in clause 6.2.4 shall be applied.
For NR V2X UE supporting SL MIMO, the transmitted power is configured per each UE.
For NR V2X UE with two transmit antenna connectors, the tolerance is specified in Table 6.2E.4.1-1. The requirements shall be met with SL MIMO configurations specified in Table 6.2D.1-2.
If the UE transmits on two antenna connectors at the same time, the tolerance is specified in Table 6.2E.4.1-1.
Table 6.2E.4.1-1: PCMAX,c tolerance schemes for MIMO
	PCMAX,c
(dBm)
	Tolerance
TLOW(PCMAX_L,c) (dB)
	Tolerance
THIGH(PCMAX_H,c) (dB)

	PCMAX,c = 26
	3.0
	2.0

	23 ≤ PCMAX,c < 26
	3.0
	2.0

	22 ≤ PCMAX,c < 23
	5.0
	2.0

	21 ≤ PCMAX,c < 22
	5.0
	3.0

	20 ≤ PCMAX,c < 21
	6.0
	4.0

	16 ≤ PCMAX,c < 20
	5.0

	11 ≤ PCMAX,c < 16
	6.0

	-40 ≤ PCMAX,c < 11
	7.0
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When a UE is configured for simultaneous NR V2X sidelink and NR uplink transmissions for inter-band con-current operation, the UE is allowed to set its configured maximum output power PCMAX,c,NR and PCMAX,c,V2X for the configured NR uplink carrier and the configured NR V2X carrier, respectively, and its total configured maximum output power PCMAX,c.
The configured maximum output power PCMAX c,NR(p) in slot p for the configured NR uplink carrier shall be set within the bounds:
PCMAX_L,c,NR (p) ≤  PCMAX,c,NR (p) ≤  PCMAX_H,c,NR (p)
where PCMAX_L,c,NR and PCMAX_H,c,NR are the limits for a serving cell c as specified in clause 6.2.4.
The configured maximum output power PCMAX c,V2X (q) in slot q for the configured NR V2X carrier shall be set within the bounds:
PCMAX,c,V2X (q) ≤  PCMAX_H,c,V2X (q)
where PCMAX_H,c,V2X is the limit as specified in clause 6.2E.4.
The total UE configured maximum output power PCMAX (p,q) in a slot p of NR uplink carrier and a slot q of NR V2X sidelink that overlap in time shall be set within the following bounds for synchronous and asynchronous operation unless stated otherwise:
PCMAX_L (p,q) ≤  PCMAX (p,q)  ≤  PCMAX_H (p,q)
with
PCMAX_L (p,q) =  PCMAX_L,c,NR (p)
PCMAX_H (p,q) = 10 log10 [pCMAX_H,c,NR (p) + pCMAX_H,c,V2X (q)]
where pCMAX_H,c,V2X and pCMAX_H,c,NR are the limits PCMAX_H,c,V2X (q) and PCMAX_H,c,NR (p) expressed in linear scale.
The measured total maximum output power PUMAX over both the NR uplink and NR V2X carriers is
PUMAX = 10 log10 [pUMAX,c,NR + pUMAX,c,V2X],
where pUMAX,c,NR  denotes the measured output power of serving cell c for the configured NR uplink carrier, and pUMAX,c,V2X  denotes the measured output power for the configured NR V2X carrier expressed in linear scale.
When a UE is configured for synchronous V2X sidelink and uplink transmissions,
PCMAX_L(p, q)   –  TLOW (PCMAX_L(p, q))  ≤  PUMAX  ≤  PCMAX_H(p, q)  + THIGH (PCMAX_H(p, q))
where PCMAX_L (p,q) and PCMAX_H (p,q) are the limits for the pair (p,q) and with the tolerances TLOW(PCMAX) and THIGH(PCMAX) for applicable values of PCMAX specified in Table 6.2E.4-1. PCMAX_L may be modified for any overlapping portion of slots (p, q) and (p +1, q+1).

When a UE is configured for simultaneous NR V2X sidelink and NR uplink transmissions for intra-band con-current operation, the UE is allowed to set its configured maximum output power PCMAX,c,NR and PCMAX,c,V2X for the configured NR uplink carrier and the configured NR V2X carrier, respectively, and its total configured maximum output power PCMAX,c for serving cell c.
The configured maximum output power PCMAX c,NR(p) in slot p for the configured NR uplink carrier shall be set within the bounds:
PCMAX_L,c,NR (p) ≤  PCMAX,c,NR (p) ≤  PCMAX_H,c,NR (p)
where PCMAX_L,c,NR and PCMAX_H,c,NR are the limits for a serving cell c as specified in clause 6.2.4.
The configured maximum output power PCMAX c,V2X (q) in slot q for the configured NR V2X carrier shall be set within the bounds:
PCMAX,c,V2X (q) ≤  PCMAX_H,c,V2X (q)
where PCMAX_H,c,V2X is the limit as specified in clause 6.2E.4.
The total UE configured maximum output power PCMAX (p,q) in a slot p of NR uplink carrier and a slot q of NR V2X sidelink that overlap in time shall be set within the following bounds for synchronous and asynchronous operation unless stated otherwise:
PCMAX_L (p,q) ≤  PCMAX (p,q)  ≤  PCMAX_H (p,q)
with
PCMAX_L (p,q) =  PCMAX_L,c,NR (p)
PCMAX_H (p,q) = MIN{10 log10 [pCMAX_H,c,NR (p) + pCMAX_H,c,V2X (q)], PPowerClass,V2X}
where 
· pCMAX_H,c,V2X and pCMAX_H,c,NR are the limits PCMAX_H,c,V2X (q) and PCMAX_H,c,NR (p) expressed in linear scale;
· PPowerClass, V2X is the maximum intra-band V2X con-current UE power specified in Table 5.2.4.2.1-1 without taking into account the tolerance;
If the transmissions from NR uplink and NR sidelink do not overlap, then the complete clauses for configured transmitted power for NR uplink and NR sidelink respectively from their own specifications apply with the modifications specified above.
The measured total maximum output power PUMAX over both the NR uplink and NR V2X carriers is
PUMAX = 10 log10 [pUMAX,c,NR + pUMAX,c,V2X],
where pUMAX,c,NR  denotes the measured output power of serving cell c for the configured NR uplink carrier, and pUMAX,c,V2X  denotes the measured output power for the configured NR V2X carrier expressed in linear scale.
When an uplink slot of NR transmission p overlap with a physical channel q from the NR sidelink, then for PUMAX evaluation, the NR slot p is taken as reference period TREF and always considered as the reference measurement duration and the following rules are applicable.
PCMAX_L(p, q)   –  TLOW (PCMAX_L(p, q))  ≤  PUMAX  ≤  PCMAX_H(p, q)  + THIGH (PCMAX_H(p, q))
where PCMAX_L (p,q) and PCMAX_H (p,q) are the limits for the pair (p,q) and with the tolerances TLOW(PCMAX) and THIGH(PCMAX) for applicable values of PCMAX specified in Table 6.2A.4.1.1-1 in TS38.101-1. PCMAX_L may be modified for any overlapping portion of slots (p, q) and (p +1, q+1).
When an uplink slot of NR transmission p is different timing alignment with the transmission slot q of NR sidelink, the reference slot and PCMAX tolerance are determined as following rule
1.	If uplink carrier leads in time over q and the NR uplink transmission’ priority value is lower than ul-PrioritizationThres, the NR sidelink transmission’ priority value is larger than sl-PrioritizationThres, then q is the reference slot and the (p,q) and (p+1,q) pairs are considered for determining the PCMAX tolerance
2.	If uplink carrier leads in time over q and other priorty cases, slot p is the reference slot and the (p,q) and (p,q-1) pairs are considered for determining the PCMAX tolerance.
For the reference slot p duration when uplink carrier leads:
P'CMAX_L   = PCMAX_L (p)
P'CMAX_H  = MAX {PCMAX_H   (p,q-1) , PCMAX_H  (p,q)}
For the reference slot q duration when uplink carrier leads:
P'CMAX_L   = PCMAX_L (q)
P'CMAX_H  = MAX {PCMAX_H   (p,q) , PCMAX_H  (p+1,q)}
<Unchanged sections are omitted>
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When UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands in Table 5.2E.1-1, the minimum output power is specified in Table 6.3E.1.1-1. The minimum output power is defined as the mean power in at least one sub-frame 1 ms.
Table 6.3E.1.1-1: Minimum output power
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	10
	-30
	9.375

	20
	-30
	19.095

	30
	-28.2
	28.815

	40
	-27
	38.895



For NR V2X UE with two transmit antenna connectors, the minimum output power is defined as the sum of the mean power at each transmit connector in one sub-frame (1 ms). The minimum output power shall not exceed the values specified for single carrier.
If the UE transmits on one antenna connector at a time, the requirements specified for single carrier shall apply to the active antenna connector.
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For the inter-band con-current NR V2X operation, the requirements specified in clause 6.3.1 shall apply for the uplink in licensed band and the requirements specified in clause 6.3E.1 shall apply for the sidelink in licensed band or Band n47.
For intra-band con-current NR V2X operation, the minimum output power is defined per carrier and the requirement for NR uplink is specified in clause 6.3.1 and the requirement for NR sidelink is specified in clause 6.3E.1, respectively.
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[bookmark: _Toc45888222][bookmark: _Toc45888821][bookmark: _Toc61367486][bookmark: _Toc61372869][bookmark: _Toc68230816][bookmark: _Toc69084229][bookmark: _Toc75467239][bookmark: _Toc76509261][bookmark: _Toc76718251][bookmark: _Toc83580572][bookmark: _Toc84405081][bookmark: _Toc84413690]6.3E.2.1	General
When UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands in Table 5.2E.1-1, the requirements specified in clause 6.3.2 apply.
Table 6.3E.2.1-1: Transmit OFF power
	Channel bandwidth
(MHz)
	Transmit OFF power
(dBm)
	Measurement bandwidth
(MHz)

	10
	-50
	9.375

	20
	-50
	19.095

	30
	-50
	28.815

	40
	-50
	38.895



For NR V2X UE supporting SL MIMO, the transmit OFF power at each transmit antenna connector shall not exceed the values specified in Table 6.3E.2.1-1 for single carrier. Transmit off power is defined as the mean power in at least one sub-frame 1 ms.
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For the inter-band con-current NR V2X operation, the requirements specified in clause 6.3.2 shall apply for the uplink in licensed band and the requirements specified in clause 6.3E.2 shall apply for the sidelink in licensed band or Band n47.
For intra-band con-current NR V2X operation, the transmit OFF power requirement is defined per carrier and the requirement for NR uplink is specified in clause 6.3.2 and the requirement for NR sidelink is specified in clause 6.3E.2, respectively.
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For NR V2X UE, additional requirements on ON/OFF time masks for V2X physical channels and signals are specified in this clause.
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The General ON/OFF time mask defines the observation period between the Transmit OFF and ON power and between Transmit ON and OFF power for PSCCH, and PSSCH transmissions in a slot wherein the last symbol is punctured to create a guard period.


[bookmark: _MON_1489221965]Figure 6.3E.3.2-1: General PSCCH/PSSCH time mask for NR V2X UE
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The S-PSS/S-SSS/PSBCH time mask for NR V2X UE defines the observation period between transmit OFF and ON S-PSS power and between transmit ON PSBCH and OFF power in a slot wherein the last symbol is punctured to create a guard period.
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Figure 6.3E.3.3-1: S-SSB time mask for NR V2X UE
For NR V2X UE supporting SL MIMO, the ON/OFF time mask requirements apply at each transmit antenna connector.
For UE with two transmit antenna connectors, the general ON/OFF time mask requirements specified in subclause 6.3E.3 apply to each transmit antenna connector. The requirements shall be met with the SL MIMO configurations described in subclause 6.2D.1.
If the UE transmits on one antenna connector at a time, the general ON/OFF time mask requirements apply to the active antenna connector.
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For the inter-band con-current NR V2X operation, the requirements specified in clause 6.3.3 shall apply for the uplink in licensed band and the requirements specified in clause 6.3E.3 shall apply for the sidelink in licensed band or Band n47.
6.3E.3.4.1	Transmit ON/OFF time mask for intra-band con-current V2X operation
For the intra-band con-current NR V2X operation, the general output power ON/OFF time mask is defined per carrier during the ON power period and the transient periods. The ON/OFF time mask specified in clause 6.3.3.1 is applicable for NR uplink and the ON/OFF time mask in 6.3E.3.1 is applicable for NR sidelink. The OFF period as specified in clause 6.3.3.1 shall only be applicable for each component carrier when all the component carriers are OFF.
For the V2X UE operated with TDM manner in same carreir and different carrier, the following additional ON/OFF time mask shall applied.
For the TDM operation in same carrier, the following transmit ON/OFF time mask are applied.
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(b)                                                                                   (c)
Figure 6.3E.3.4.1-1: ON/OFF Time mask for TDM operation in same carrier in licensed band
For the TDM operation in different carrier, the following transmit ON/OFF time mask are applied.
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(a)                                                                                (b)
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(c)                                                                                (d)
Figure 6.3E.3.4.1-2: ON/OFF Time mask for TDM operation in differnt carrier in licensed band 
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When UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands in Table 5.2E.1-1, the following requirements are applied for NR V2X sidelink transmission.
For NR V2X UE supporting SL MIMO, the power control tolerance for single carrier shall apply to the sum of output power at each transmit antenna connector.
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The requirements in clause 6.3.4.2 shall apply for NR V2X transmission.
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For the inter-band con-current NR V2X operation, the requirements specified in clause 6.3.4 shall apply for the uplink in licensed band and the requirements specified in clause 6.3E.4 shall apply for the sidelink in licensed band or Band n47.
For the intra-band con-current NR V2X operation, the requirements specified in clause 6.3.4 shall apply for the uplink in licensed band and the requirements specified in clause 6.3E.4 shall apply for the sidelink in licensed band.

<Unchanged sections are omitted>
[bookmark: _Toc45888260][bookmark: _Toc45888859][bookmark: _Toc61367544][bookmark: _Toc61372927][bookmark: _Toc68230875][bookmark: _Toc69084288][bookmark: _Toc75467298][bookmark: _Toc76509320][bookmark: _Toc76718310][bookmark: _Toc83580641][bookmark: _Toc84405150][bookmark: _Toc84413759]6.4E	Transmit signal quality for V2X
[bookmark: _Toc45888261][bookmark: _Toc45888860][bookmark: _Toc61367545][bookmark: _Toc61372928][bookmark: _Toc68230876][bookmark: _Toc69084289][bookmark: _Toc75467299][bookmark: _Toc76509321][bookmark: _Toc76718311][bookmark: _Toc83580642][bookmark: _Toc84405151][bookmark: _Toc84413760]6.4E.1	Frequency error for V2X
[bookmark: _Toc45888262][bookmark: _Toc45888861][bookmark: _Toc61367546][bookmark: _Toc61372929][bookmark: _Toc68230877][bookmark: _Toc69084290][bookmark: _Toc75467300][bookmark: _Toc76509322][bookmark: _Toc76718312][bookmark: _Toc83580643][bookmark: _Toc84405152][bookmark: _Toc84413761]6.4E.1.1	General
The UE modulated carrier frequency for NR V2X sidelink transmissions in Table 5.2E.1-1, shall be accurate to within ±0.1 PPM observed over a period of 1 ms compared to the absolute frequency in case of using GNSS synchronization source. The same requirements applied over a period of 1 ms compared to the carrier frequency received from the gNB or V2X synchronization reference UE in case of using the gNB or V2X synchronization reference UE sidelink synchronization signals.
For NR V2X UE supporting SL MIMO, the UE modulated carrier frequency at each transmit antenna connector shall be accurate to within ±0.1 PPM observed over a period of 0.5 ms in case of using GNSS synchronization source. The same requirements apply over a period of 0.5 ms compared to the relative frequency in case of using the NR gNode B or V2X synchronization reference UE sidelink synchronization signals.
If the UE transmits on one antenna connector at a time, the requirements for single carrier shall apply to the active antenna connector.
[bookmark: _Toc45888263][bookmark: _Toc45888862][bookmark: _Toc61367547][bookmark: _Toc61372930][bookmark: _Toc68230878][bookmark: _Toc69084291][bookmark: _Toc75467301][bookmark: _Toc76509323][bookmark: _Toc76718313][bookmark: _Toc83580644][bookmark: _Toc84405153][bookmark: _Toc84413762]6.4E.1.2	Frequency error for V2X con-current operation
For the inter-band con-current NR V2X operation, the requirements specified in clause 6.4.1 shall apply for the uplink in licensed band and the requirements specified in clause 6.4E.1 shall apply for the sidelink in licensed band or Band n47.
For the intra-band con-current NR V2X operation, the requirements specified in clause 6.4.1 shall apply for the uplink in licensed band and the requirements specified in clause 6.4E.1 shall apply for the sidelink in licensed band.

[bookmark: _Toc45888264][bookmark: _Toc45888863][bookmark: _Toc61367548][bookmark: _Toc61372931][bookmark: _Toc68230879][bookmark: _Toc69084292][bookmark: _Toc75467302][bookmark: _Toc76509324][bookmark: _Toc76718314][bookmark: _Toc83580645][bookmark: _Toc84405154][bookmark: _Toc84413763]6.4E.2	Transmit modulation quality for V2X
[bookmark: _Toc45888265][bookmark: _Toc45888864][bookmark: _Toc61367549][bookmark: _Toc61372932][bookmark: _Toc68230880][bookmark: _Toc69084293][bookmark: _Toc75467303][bookmark: _Toc76509325][bookmark: _Toc76718315][bookmark: _Toc83580646][bookmark: _Toc84405155][bookmark: _Toc84413764]6.4E.2.1	General
The transmit modulation quality requirements in this clause apply to V2X sidelink transmissions.
For NR V2X UE supporting SL MIMO, the transmit modulation quality requirements for single carrier shall apply to each transmit antenna connector.
[bookmark: _Toc45888266][bookmark: _Toc45888865][bookmark: _Toc61367550][bookmark: _Toc61372933]If V2X UE transmits on one antenna connector at a time, the requirements specified for single carrier apply to the active antenna connector.
[bookmark: _Toc68230881][bookmark: _Toc69084294][bookmark: _Toc75467304][bookmark: _Toc76509326][bookmark: _Toc76718316][bookmark: _Toc83580647][bookmark: _Toc84405156][bookmark: _Toc84413765]6.4E.2.2	Error Vector Magnitude for V2X
[bookmark: _Toc45888267][bookmark: _Toc45888866][bookmark: _Toc61367551][bookmark: _Toc61372934]For V2X sidelink physical channels PSCCH and PSSCH, the Error Vector Magnitude requirements shall be as specified for PUSCH in Table 6.4.2.1-1 except pi/2-BPSK for NR V2X operating bands in Table 5.2E.1-1. When sidelink transmissions are shortened due to transmission gap of one symbol at the end of the slot, the EVM measurement interval is reduced by one symbol, accordingly.
[bookmark: _Toc68230882][bookmark: _Toc69084295][bookmark: _Toc75467305][bookmark: _Toc76509327][bookmark: _Toc76718317][bookmark: _Toc83580648][bookmark: _Toc84405157][bookmark: _Toc84413766]6.4E.2.3	Carrier leakage for V2X
Carrier leakage of NR V2X sidelink transmission, the requirements for NR PUSCH in Table 6.4.2.2-1 shall be applied.
[bookmark: _Toc45888268][bookmark: _Toc45888867][bookmark: _Toc61367552][bookmark: _Toc61372935][bookmark: _Toc68230883][bookmark: _Toc69084296][bookmark: _Toc75467306][bookmark: _Toc76509328][bookmark: _Toc76718318][bookmark: _Toc83580649][bookmark: _Toc84405158][bookmark: _Toc84413767]6.4E.2.4	In-band emissions for V2X
[bookmark: _Toc45888269][bookmark: _Toc45888868][bookmark: _Toc61367553][bookmark: _Toc61372936]For V2X sidelink physical channels PSCCH, PSSCH and PSBCH, the In-band emissions requirements shall be as specified for PUSCH in subclause 6.4.2.3 for the corresponding modulation and transmission bandwidth. When V2X transmissions are shortened due to transmission gap of one symbol at the end of the subframe, the In-band emissions measurement interval is reduced by one symbol, accordingly.
[bookmark: _Toc68230884][bookmark: _Toc69084297][bookmark: _Toc75467307][bookmark: _Toc76509329][bookmark: _Toc76718319][bookmark: _Toc83580650][bookmark: _Toc84405159][bookmark: _Toc84413768]6.4E.2.5	EVM equalizer spectrum flatness for V2X
For V2X sidelink physical channels PSCCH, PSSCH and PSBCH, the EVM equalizer spectrum flatness requirements shall be as specified for PUSCH in clause 6.4.2.4 for the corresponding modulation and transmission bandwidth.
[bookmark: _Toc45888270][bookmark: _Toc45888869][bookmark: _Toc61367554][bookmark: _Toc61372937][bookmark: _Toc68230885][bookmark: _Toc69084298][bookmark: _Toc75467308][bookmark: _Toc76509330][bookmark: _Toc76718320][bookmark: _Toc83580651][bookmark: _Toc84405160][bookmark: _Toc84413769]6.4E.2.6	Transmit modulation quality for V2X con-current operation
For the inter-band con-current NR V2X operation, the requirements specified in clause 6.4.2 shall apply for the uplink in licensed band and the requirements specified in clause 6.4E.2 shall apply for the sidelink in licensed band or Band n47.
For the intra-band con-current NR V2X operation, the requirements specified in clause 6.4.2 shall apply for the uplink in licensed band and the requirements specified in clause 6.4E.2 shall apply for the sidelink in licensed band.

<Unchanged sections are omitted>
[bookmark: _Toc45888356][bookmark: _Toc45888955][bookmark: _Toc61367653][bookmark: _Toc61373036][bookmark: _Toc68230985][bookmark: _Toc69084398][bookmark: _Toc75467408][bookmark: _Toc76509430][bookmark: _Toc76718420][bookmark: _Toc83580758][bookmark: _Toc84405267][bookmark: _Toc84413876]6.5E	Output RF spectrum emissions for V2X
[bookmark: _Toc45888357][bookmark: _Toc45888956][bookmark: _Toc61367654][bookmark: _Toc61373037][bookmark: _Toc68230986][bookmark: _Toc69084399][bookmark: _Toc75467409][bookmark: _Toc76509431][bookmark: _Toc76718421][bookmark: _Toc83580759][bookmark: _Toc84405268][bookmark: _Toc84413877]6.5E.1	Occupied bandwidth for V2X
[bookmark: _Toc45888358][bookmark: _Toc45888957][bookmark: _Toc61367655][bookmark: _Toc61373038][bookmark: _Toc68230987][bookmark: _Toc69084400][bookmark: _Toc75467410][bookmark: _Toc76509432][bookmark: _Toc76718422][bookmark: _Toc83580760][bookmark: _Toc84405269][bookmark: _Toc84413878]6.5E.1.1	General
When UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands specified in Table 5.2E.1-1, the requirements in clause 6.5.1 shall apply for NR V2X sidelink transmission.
For NR V2X UE with two transmit antenna connectors, the occupied bandwidth at each transmitter antenna shall be less than the channel bandwidth specified in Table 6.5.1-1. The requirements shall be met with SL MIMO configurations described in clause 6.2D.1.
If V2X UE transmits on one antenna connector at a time, the requirements specified for single carrier shall apply to the active antenna connector.
[bookmark: _Toc45888359][bookmark: _Toc45888958][bookmark: _Toc61367656][bookmark: _Toc61373039][bookmark: _Toc68230988][bookmark: _Toc69084401][bookmark: _Toc75467411][bookmark: _Toc76509433][bookmark: _Toc76718423][bookmark: _Toc83580761][bookmark: _Toc84405270][bookmark: _Toc84413879]6.5E.1.2	Occupied bandwidth for V2X con-current operation
For the inter-band con-current NR V2X operation, the requirements specified in clause 6.5.1 shall apply for the uplink in licensed band and the requirements specified in clause 6.5E.1 shall apply for the sidelink in licensed band or Band n47.
For the intra-band con-current NR V2X operation, the requirements specified in clause 6.5.1 shall apply for the uplink in licensed band and the requirements specified in clause 6.5E.1 shall apply for the sidelink in licensed band.

[bookmark: _Toc45888360][bookmark: _Toc45888959][bookmark: _Toc61367657][bookmark: _Toc61373040][bookmark: _Toc68230989][bookmark: _Toc69084402][bookmark: _Toc75467412][bookmark: _Toc76509434][bookmark: _Toc76718424][bookmark: _Toc83580762][bookmark: _Toc84405271][bookmark: _Toc84413880]6.5E.2	Out of band emission for V2X
[bookmark: _Toc45888361][bookmark: _Toc45888960][bookmark: _Toc61367658][bookmark: _Toc61373041][bookmark: _Toc68230990][bookmark: _Toc69084403][bookmark: _Toc75467413][bookmark: _Toc76509435][bookmark: _Toc76718425][bookmark: _Toc83580763][bookmark: _Toc84405272][bookmark: _Toc84413881]6.5E.2.1	General
When UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands specified in Table 5.2E.1-1, the requirements in clause 6.5E.2 apply for NR V2X sidelink transmission.
For NR V2X UE with two transmit antenna connectors, the requirements specified for single carrier shall apply to each transmit antenna connector. The requirements shall be met with SL MIMO configurations described in clause 6.2D.1.
[bookmark: _Toc45888362][bookmark: _Toc45888961][bookmark: _Toc61367659][bookmark: _Toc61373042][bookmark: _Toc68230991][bookmark: _Toc69084404][bookmark: _Toc75467414][bookmark: _Toc76509436][bookmark: _Toc76718426][bookmark: _Toc83580764][bookmark: _Toc84405273][bookmark: _Toc84413882]6.5E.2.2	Spectrum emission mask
[bookmark: _Toc45888363][bookmark: _Toc45888962][bookmark: _Toc68230992][bookmark: _Toc69084405][bookmark: _Toc75467415][bookmark: _Toc76509437][bookmark: _Toc76718427][bookmark: _Toc83580765][bookmark: _Toc84405274][bookmark: _Toc84413883]6.5E.2.2.1	General
[bookmark: _Toc45888364][bookmark: _Toc45888963][bookmark: _Toc61367661][bookmark: _Toc61373044]For NR V2X UE, the existing NR general spectrum emission mask in subclause 6.5.2.2 applies for all supporting NR V2X channel bandwidths. The spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the  edge of the assigned NR channel bandwidth. For frequencies greater than (ΔfOOB), the power of any UE emission shall not exceed the levels specified in Table 6.5.2.2-1 for the specified channel bandwidth for NR V2X operating bands in Table 5.2E.1-1.
[bookmark: _Toc68230993][bookmark: _Toc69084406][bookmark: _Toc75467416][bookmark: _Toc76509438][bookmark: _Toc76718428][bookmark: _Toc83580766][bookmark: _Toc84405275][bookmark: _Toc84413884]6.5E.2.2.2	Spectrum emission mask for V2X con-current operation
For the inter-band con-current NR V2X operation, the general/additional SEM requirements specified in clause 6.5.2 shall apply for the uplink in licensed band and the general/additional SEM requirements specified in clause 6.5E.2 shall apply for the sidelink in licensed band or Band n47.
For the intra-band con-current NR V2X operation with bandwidth classes B, the general SEM requirements specified in clause 6.5.2 shall apply for both the uplink and the sidelink transmission in licensed band. The power of any intra-band con-current V2X UE emission shall not exceed the levels specified in Table 6.5.2.2-1 for the specified channel bandwidth.

[bookmark: _Toc45888365][bookmark: _Toc45888964][bookmark: _Toc61367662][bookmark: _Toc61373045][bookmark: _Toc68230994][bookmark: _Toc69084407][bookmark: _Toc75467417][bookmark: _Toc76509439][bookmark: _Toc76718429][bookmark: _Toc83580767][bookmark: _Toc84405276][bookmark: _Toc84413885]6.5E.2.3	Additional Spectrum emission mask
[bookmark: _Toc45888366][bookmark: _Toc45888965][bookmark: _Toc61367663][bookmark: _Toc61373046][bookmark: _Toc68230995][bookmark: _Toc69084408][bookmark: _Toc75467418][bookmark: _Toc76509440][bookmark: _Toc76718430][bookmark: _Toc83580768][bookmark: _Toc84405277][bookmark: _Toc84413886]6.5E.2.3.1	Requirements for network signalling value "NS_33"
The additional spectrum mask in Table 6.5E.2.2.1-1 applies for NR V2X UE within 5 855 MHz to 5 950 MHz according to ETSI EN 302 571. Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_33" is indicated in the cell or pre-configured radio parameters, the power of any V2X UE emission shall not exceed the levels specified in Table 6.5E.2.2.1-1.

Table 6.5E.2.2.1-1: Additional spectrum mask requirements for 10MHz channel bandwidth
	Spectrum emission limit (dBm EIRP)/ Channel bandwidth

	ΔfOOB
(MHz)
	10 MHz
	Measurement bandwidth

	 0-0.5
	[]
	100 kHz

	 0.5-5
	[]
	100 kHz

	 5-10
	[]
	100 kHz



NOTE 1:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
NOTE 2:	Additional SEM for NR V2X overrides any other requirements in frequency range 5855-5950MHz.
NOTE 3:	The EIRP requirement is converted to conducted requirement depend on the supported post antenna connector gain Gpost connector declared by the UE following the principle described in annex I in [11].
[bookmark: _Toc45888367][bookmark: _Toc45888966][bookmark: _Toc61367664][bookmark: _Toc61373047][bookmark: _Toc68230996][bookmark: _Toc69084409][bookmark: _Toc75467419][bookmark: _Toc76509441][bookmark: _Toc76718431][bookmark: _Toc83580769][bookmark: _Toc84405278][bookmark: _Toc84413887]6.5E.2.3.2	Requirements for network signalling value "NS_52"
The additional spectrum mask in Table 6.5E.2.3.2-1 applies for NR V2X UE within 5 765 MHz to 6 005 MHz according to FCC regulation. Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_52" is indicated in the cell or pre-configured radio parameters, the power of any V2X UE emission shall not exceed the levels specified in Table 6.5E.2.3.2-1.
Table 6.5E.2.3.2-1: Additional spectrum mask requirements for 40MHz channel bandwidth (fc = 5885MHz)
	ΔfOOB (MHz)
	Emission Limit (dBm)
	Measurement Bandwidth

	0-2
	-32
	100kHz

	2-10
	-36
	100kHz

	10-20
	-38
	100kHz

	20-40
	-43
	100kHz

	40-100
	-50
	100kHz



[bookmark: _Toc45888368][bookmark: _Toc45888967][bookmark: _Toc61367665][bookmark: _Toc61373048][bookmark: _Toc68230997][bookmark: _Toc69084410][bookmark: _Toc75467420][bookmark: _Toc76509442][bookmark: _Toc76718432][bookmark: _Toc83580770][bookmark: _Toc84405279][bookmark: _Toc84413888]6.5E.2.4	Adjacent channel leakage ratio
[bookmark: _Toc45888369][bookmark: _Toc45888968][bookmark: _Toc61367666][bookmark: _Toc61373049][bookmark: _Toc68230998][bookmark: _Toc69084411][bookmark: _Toc75467421][bookmark: _Toc76509443][bookmark: _Toc76718433][bookmark: _Toc83580771][bookmark: _Toc84405280][bookmark: _Toc84413889]6.5E.2.4.1	General
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
For NR V2X UE, the existing ACLR requirement for NR uplink transmission in clause 6.5.2.4 are applied for NR V2X UE for NR V2X operating bands in 5.2E.1-1.
For NR V2X UE with two transmit antenna connectors, the requirements specified for single carrier shall apply to each transmit antenna connector. The requirements shall be met with SL MIMO configurations described in clause 6.2D.1.
If V2X UE transmits on one antenna connector at a time, the requirements specified for single carrier shall apply to the active antenna connector.
[bookmark: _Toc45888370][bookmark: _Toc45888969][bookmark: _Toc61367667][bookmark: _Toc61373050][bookmark: _Toc68230999][bookmark: _Toc69084412][bookmark: _Toc75467422][bookmark: _Toc76509444][bookmark: _Toc76718434][bookmark: _Toc83580772][bookmark: _Toc84405281][bookmark: _Toc84413890]6.5E.2.4.2	ACLR for V2X con-current operation
For the inter-band con-current NR V2X operation, the ACLR requirement specified in clause 6.5.2.4 shall apply for the uplink in licensed band and the ACLR requirement specified in clause 6.5E.2.4 shall apply for the sidelink in licensed band or Band n47. 
For the intra-band con-current NR V2X operation with bandwidth classes B, the ACLR requirement specified in clause 6.5A.2.4.1 shall apply for the both uplink and sidelink transmission in licensed band. 

<Unchanged sections are omitted>
[bookmark: _Toc45888374][bookmark: _Toc45888973][bookmark: _Toc61367671][bookmark: _Toc61373054][bookmark: _Toc68231003][bookmark: _Toc69084416][bookmark: _Toc75467426][bookmark: _Toc76509448][bookmark: _Toc76718438][bookmark: _Toc83580776][bookmark: _Toc84405285][bookmark: _Toc84413894]6.5E.3.3	Spurious emissions for UE co-existence for V2X con-current operation
For the inter-band con-current NR V2X operation, the UE-coexistence requirements in Table 6.5E.3.1.1-1 apply for the corresponding inter-band con-current operation with transmission assigned to both uplink in licensed band and sidelink in Band n47.
Table 6.5E.3.3.1-1: Requirements for inter-band con-current V2X operation
	V2X
	Spurious emission

	con-current operating band configuration
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	V2X_n39A-n47A
	E-UTRA Band 1, 8, 22, 26, 28, 34, 40, 41, 42, 44, 45
NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	1

	
	Frequency range
	5925
	-
	5950
	-30
	1
	3, 4

	
	Frequency range
	5815
	-
	5855
	-30
	1
	3

	V2X_n40A-n47A
	E-UTRA Band 1, 3, 5, 7, 8, 22, 26, 28, 34, 39, 42, 44, 45, 68, 72
NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	1

	
	Frequency range
	5925
	-
	5950
	-30
	1
	3, 4

	
	Frequency range
	5815
	-
	5855
	-30
	1
	3

	
	E-UTRA Band 1, 3, 5, 8, 26, 28, 34, 39, 42, 44, 45, 65, 73
NR Band n77, n78
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	NR Band n79
	FDL_low 
	-
	FDL_high
	-50
	1
	1

	
	Frequency range
	5925
	-
	5950
	-30
	1
	3, 4

	
	Frequency range
	5815
	-
	5855
	-30
	1
	3

	V2X_n71A-n47A
	E-UTRA Band 4, 5, 12, 13, 14, 17, 24, 26, 30, 48, 66, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25, 41, 70
	FDL_low
	-
	FDL_high
	-50
	1
	1

	
	E-UTRA Band 29
	FDL_low
	-
	FDL_high
	-38
	1
	2

	
	NR Band n71
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	5925
	-
	5950
	-30
	1
	3, 4

	
	Frequency range
	5815
	-
	5855
	-30
	1
	3

	V2X_n78A-n47A
	E-UTRA Band 1, 3, 5, 7, 8, 26 28, 34, 39, 40, 41, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	5925
	-
	5950
	-30
	1
	3, 4

	
	Frequency range
	5815
	-
	5855
	-30
	1
	3

	V2X_n79A-n47A
	E-UTRA Band 1, 3, 5, 8, 28, 34, 39, 40, 41, 42, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	NOTE 1: 	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. In case the exceptions are allowed due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3 or 4 for the 2nd, 3rd or 4th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 2:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.
NOTE 3:	Applicable when NS_33 is configured by the pre-configured radio parameters for power class 3 V2X UE.
NOTE 4:	In the frequency range x-5950MHz, SE requirement of -30dBm/MHz should be applied; where x = max (5925, fc + 15), where fc is the channel centre frequency.



For the intra-band con-current NR V2X operation, the UE-coexistence requirements in Table 6.5A.3.2.1-1 apply for the corresponding intra-band con-current operation for the both uplink and sidelink transmission in licensed band.

<Unchanged sections are omitted>
[bookmark: _Toc45888379][bookmark: _Toc45888978][bookmark: _Toc61367676][bookmark: _Toc61373059][bookmark: _Toc68231008][bookmark: _Toc69084421][bookmark: _Toc75467431][bookmark: _Toc76509453][bookmark: _Toc76718443][bookmark: _Toc83580781][bookmark: _Toc84405290][bookmark: _Toc84413899]6.5E.4	Transmit intermodulation
[bookmark: _Toc45888380][bookmark: _Toc45888979][bookmark: _Toc61367677][bookmark: _Toc61373060][bookmark: _Toc68231009][bookmark: _Toc69084422][bookmark: _Toc75467432][bookmark: _Toc76509454][bookmark: _Toc76718444][bookmark: _Toc83580782][bookmark: _Toc84405291][bookmark: _Toc84413900]6.5E.4.1	General
When UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands specified in Table 5.2E.1-1, the requirements in clause 6.5.4 apply for NR V2X sidelink transmission.
For NR V2X UE with two transmit antenna connectors, the requirements specified for single carrier shall apply to each transmit antenna connector. The requirements shall be met with the SL MIMO configurations described in clause 6.2D.1.
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For the inter-band con-current NR V2X operation, the requirements specified in clause 6.5.4 shall apply for the uplink in licensed band and the requirements specified in clause 6.5E.4 shall apply for the sidelink in licensed band or Band n47.
For the intra-band con-current NR V2X operation, the requirements specified in clause 6.5A.4 shall apply for both uplink and sidelink in licensed band.

<Unchanged sections are omitted>
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[bookmark: _Toc45888418][bookmark: _Toc45889017][bookmark: _Toc61367736][bookmark: _Toc61373119][bookmark: _Toc68231069][bookmark: _Toc69084482][bookmark: _Toc75467494][bookmark: _Toc76509516][bookmark: _Toc76718506][bookmark: _Toc83580853][bookmark: _Toc84405362][bookmark: _Toc84413971]7.3E.1	General
The reference sensitivity power level PREFSENS_V2X is the minimum mean power applied to each one of the UE antenna port for V2X UE, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
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When UE is configured for NR V2X reception non-concurrent with NR uplink transmissions for NR V2X operating bands specified in Table 5.2E.1-1, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2 with parameters specified in Table 7.3E.2-1.
Table 7.3E.2-1: Reference sensitivity of NR V2X Bands (PC5)
	NR V2X
Band
	SCS
kHz
	Channel bandwidth / PREFSENS_V2X(dBm)

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz
	Duplex
Mode

	[bookmark: _Hlk37422054]n38
	15
	-96.5
	-93.2
	-91.4
	-90.1
	HD
HD
HD

	
	30
	-96.1
	-93.4
	-91.7
	-90.2
	

	
	60
	-96.9
	-93.1
	-91.9
	-90.4
	

	n47
	15
	-92.5
	-89.2
	-87.4
	-86.1
	HD
HD
HD

	
	30
	-92.1
	-89.4
	-87.7
	-86.2
	

	
	60
	-92.9
	-89.1
	-87.9
	-86.4
	

	n79
	15
	-95.5
	-92.2
	-90.4
	-89.1
	HD

	
	30
	-95.1
	-92.4
	-90.7
	-89.2
	

	
	60
	-95.9
	-92.1
	-90.9
	-89.4
	

	NOTE 1:	Reference measurement channel is defined in A.7.2.
NOTE 2:	The signal power is specified per antenna port.
NOTE 3:	Void.
NOTE 4: These REFSENS values do not consider the impact of the near/far effect



Table 7.3E.2-2: Sidelink TX configuration for reference sensitivity of NR V2X Bands (PC5)
	NR Band / SCS / Channel bandwidth / Duplex mode

	NR V2X Band
	SCS
kHz
	10 MHz
	20 MHz
	30 MHz
	40 MHz
	Duplex Mode

	n38
	15
	50
	105
	160
	216
	HD
HD
HD

	
	30
	24
	50
	75
	105
	

	
	60
	102
	24
	36
	50
	

	n47
	15
	50
	105
	160
	216
	HD
HD
HD

	
	30
	24
	50
	75
	105
	

	
	60
	102
	24
	36
	50
	

	n79
	15
	50
	105
	160
	216
	HD

	
	30
	24
	50
	75
	105
	

	
	60
	10
	24
	36
	50
	

	NOTE 1:	The sidelink allocated RB (LCRB) size could be adjusted according to resource pool configuration in [7].
NOTE 2:	For the case, 11 RB is allowed for S-SSB Block.
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When UE is configured for NR V2X reception on V2X carrier con-current with NR uplink and downlink, NR V2X sidelink throughput for the carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2 with parameters specified in Table 7.3E.2-1 and 7.3E.2-2. Also the NR downlink throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3 with parameters specified in table 7.3.2-1, 7.3.2-2 and 7.3.2-3. The reference sensitivity is defined to be met with all downlink component carriers active. The REFSENS of Uu downlink and PC5 sidelink will be tested at the same time.
For the inter-band con-current NR V2X operation, and the UE also supports an NR downlink inter-band con-current configuration in Table 7.3E.3-2, the minimum requirement for reference sensitivity shall be increased by the amount given in ΔRIB,V2X in Table 7.3E.3-2 for the corresponding NR V2X inter-band combinations.
For the intra-band con-current NR V2X operation, the reference sensitivity power level shall be applied per carrier. The requirements in clause 7.3.2 shall be appled for NR downlink carrier and the requirements in clause 7.3E.2 shall be applied for NR sidelink carrier. NR V2X sidelink throughput for the carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2. Also the NR downlink throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3.2 in TS38.101-1.

<Unchanged sections are omitted>
7.4E	Maximum input level for V2X
7.4E.1	General
Maximum input level is defined as the maximum mean power received at the UE antenna port, at which the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel. The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.7.3 and A.7.4 with parameters specified in Table 7.4E.1-1.
Table 7.4E.1-1: Maximum input level of NR V2X
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	-251
	-251
	-231
	-221

	
	
	-272
	-272
	-252
	-242

	NOTE 1:	Reference measurement channel is A.7.3 for 64 QAM.
NOTE 2:	Reference measurement channel is A.7.4 for 256 QAM.
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For the inter-band con-current NR V2X operation, the requirements specified in clause 7.4E shall apply for the NR sidelink reception in the operating Bands in Table 5.2E.1-1 and the requirements specified in clause 7.4 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
For the intar-band con-current NR V2X operation, the requirements specified in clause 7.4A shall be applied which is defined as the maximum mean power received at the UE antenna port, over the transmission bandwidth configuration of each CC.

<Unchanged sections are omitted>
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[bookmark: _Toc45888440][bookmark: _Toc45889039][bookmark: _Toc61367765][bookmark: _Toc61373148][bookmark: _Toc68231098][bookmark: _Toc69084511][bookmark: _Toc75467524][bookmark: _Toc76509546][bookmark: _Toc76718536][bookmark: _Toc83580883][bookmark: _Toc84405392][bookmark: _Toc84414001]7.5E.1	General
Adjacent channel selectivity (ACS) is a measure of a receiver's ability to receive an NR signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).
The UE shall fulfil the minimum requirements specified in Table 7.5E.1-1 for NR V2X UE. These requirements apply for all values of an adjacent channel interferer up to -25 dBm and for any SCS specified for the channel bandwidth of the wanted signal. However, it is not possible to directly measure the ACS; instead the lower and upper range of test parameters are chosen as in Table 7.5E.1-2 and Table 7.5E.1-3 for verification of the requirements specified in Table 7.5E.1-1. For these test parameters, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2.
In licensed band, the minimum requirements shall reuse the same ACS values with NR UE.
Table 7.5E.1-1: Adjacent channel selectivity for NR V2X
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	ACS
	dB
	33.0
	27.0
	25.5
	24.0



Table 7.5E.1-2: Test parameters for Adjacent channel selectivity for V2X, Case 1
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	PREFSENS_V2X + 14 dB

	Pinterferer
	dBm
	PREFSENS_V2X + 45.5 dB
	PREFSENS_V2X + 39.5 dB
	PREFSENS_V2X + 38.0 dB
	PREFSENS_V2X + 36.5 dB

	BWinterferer
	MHz
	10
	10
	10
	10

	Finterferer (offset)
	MHz
	10 / -10
	15 / -15
	20 / -20
	25 / -25

	NOTE 1:	The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.



Table 7.5E.1-3: Test parameters for Adjacent channel selectivity for V2X, Case 2
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	-56.5
	-50.5
	-49.0
	-47.5

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	10
	10
	10
	10

	Finterferer (offset)
	MHz
	10 / -10
	15 / -15
	20 / -20
	25 / -25

	NOTE 1:	The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
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For the inter-band con-current NR V2X operation, the requirements specified in clause 7.5E shall apply for the NR sidelink reception in the operating Bands in Table 5.2E.1-1 and the requirements specified in clause 7.5 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
For the intra-band con-current NR V2X operation, the SL carrier is configured with nominal channel spacing to the NR downlink carrier. The minimum requirement specified in clause 7.5A.1 shall be applied to the corresponding intra-band con-current V2X UE.

<Unchanged sections are omitted>
7.6E	Blocking characteristics for V2X
7.6E.1	General
The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occurs.
7.6E.2	In-band blocking
7.6E.2.1	General
The throughput of the wanted signal shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annex A.7.2 with parameters specified in Table 7.6E.2.1-1 and Table 7.6E.2.1-2. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.
Table 7.6E.2.1-1: In-band blocking parameters for NR V2X
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	dB
	6
	9
	11
	12

	BWinterferer
	MHz
	10

	FIoffset, case 1
	MHz
	15

	FIoffset, case 2
	MHz
	25

	NOTE 1:	The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used.



Table 7.6E.2.1-2: In-band blocking for NR V2X
	NR band
	Parameter
	Unit
	Case 1
	Case 2

	n38, n47
	Pinterferer
	dBm
	-44
	-44

	
	Finterferer (offset)
	MHz
	-BW/2 – FIoffset, case 1
and
BW/2 + FIoffset, case 1
	≤ -BW/2 – FIoffset, case 2
and
≥ BW/2 + FIoffset, case 2

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 30
to
FDL_high + 30

	NOTE 1:	For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.
NOTE 2:	For each carrier frequency the requirement is valid for two frequencies:
a. the carrier frequency -BW/2 – FIoffset, case 1 and
b. the carrier frequency +BW/2 + FIoffset, case 1
NOTE 3:	FInterferer range values for unwanted modulated interfering signal are interferer center frequencies 

NOTE 4:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
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For the inter-band con-current NR V2X operation, the requirements specified in clause 7.6E2 shall apply for the NR sidelink reception in the operating Bands in Table 5.2E.1-1 and the requirements specified in clause 7.6.2 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
For the intra-band con-current NR V2X operation, the SL carrier is configured with nominal channel spacing to the NR downlink carrier. The minimum requirement specified in clause 7.6A.2.1 shall be applied to the corresponding intra-band con-current V2X UE.

7.6E.3	Out-of-band blocking
7.6E.3.1	General
For NR V2X bands out-of-band band blocking is defined for an unwanted CW interfering signal falling outside a frequency range 30 MHz below or above the UE receive band. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2 with parameters specified in Table 7.6E.3.1-1 and Table 7.6E.3.1-2. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.
Table 7.6E.3.1-1: Out-of-band blocking parameters for NR V2X
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	dB
	6
	9
	11
	12

	NOTE:	Reference measurement channel is A.7.2.



Table 7.6E.3.1-2: Out of-band blocking for NR V2X
	NR band
	Parameter
	Units
	Range 1
	Range 2
	Range 3

	n47
	Pinterferer
	dBm
	-44
	-30
	-15

	
	Finterferer (CW)
	MHz
	FDL_low -30 to
FDL_low -60
	FDL_low -60 to
FDL_low -85
	FDL_low -85 to
1 MHz

	
	
	
	FDL_high +30 to
FDL_high + 60
	FDL_high +60 to
FDL_high +85
	FDL_high +85 to
+12750 MHz

	n38
	Pinterferer
	dBm
	-44
	-30
	-15

	
	Finterferer (CW)
	MHz
	FDL_low -30 to
FDL_low -60
	FDL_low -60 to
FDL_low -85
	FDL_low -85 to
1 MHz

	NOTE 1:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 4400 MHz.
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For the inter-band con-current NR V2X operation, the requirements specified in clause 7.6E3 shall apply for the NR sidelink reception in Band n47 and the requirements specified in clause 7.6.3 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
For the intra-band con-current NR V2X operation, the SL carrier is configured with nominal channel spacing to the NR downlink carrier. The minimum requirement specified in clause 7.6A.3.1 shall be applied to the corresponding intra-band con-current V2X UE.

<Unchanged sections are omitted>
7.7E	Spurious response for V2X
7.7.E.1	General
Spurious response is a measure of the receiver’s ability to receive a wanted signal on its assigned channel frequency without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency for which a response is obtained, i.e. for which the out-of-band blocking limit as specified in clause 7.6E.3 is not met.
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2 with parameters for the wanted signal as specified in Table 7.7E.1-1 and Table 7.7E.1-2 for NR V2X bands. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.
Table 7.7E.1-1: Spurious response parameters for NR V2X
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	dB
	6
	9
	11
	12

	NOTE 1:	Reference measurement channel is A.7.2



Table 7.7E.1-2: Spurious response for NR V2X
	
Parameter
	Unit
	Level

	PInterferer  (CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies
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For the inter-band con-current NR V2X operation, the requirements specified in clause 7.7E shall apply for the NR sidelink reception in the operating Bands in Table 5.2E.1-1 and the requirements specified in clause 7.7 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
For the intra-band con-current NR V2X operation, the SL carrier is configured with nominal channel spacing to the NR downlink carrier. The minimum requirement specified in clause 7.7A.1 shall be applied to the corresponding intra-band con-current V2X UE.

<Unchanged sections are omitted>
7.8E	Intermodulation characteristics for V2X
7.8E.1	General
Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal.
7.8E.2	Wide band Intermodulation
The wide band intermodulation requirement is defined using modulated NR carrier and a CW signal as interferer 1 and interferer 2 respectively. The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2 with parameters specified in Table 7.8E.2-1 for NR V2X bands. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.
Table 7.8E.2-1: Wide band intermodulation parameters for NR V2X
	NR band
	Rx parameter
	Units
	Channel bandwidth

	
	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	n38, n47
	Power in Transmission Bandwidth Configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	
	
	6
	9
	11
	12

	
	PInterferer 1 (CW)
	dBm
	-46

	
	PInterferer 2 (Modulated)
	dBm
	-46

	
	BWInterferer 2
	MHz
	10MHz

	
	FInterferer 1  (Offset)
	MHz
	-BW/2 – 15
/
+BW/2 + 15

	
	FInterferer 2  (Offset)
	MHz
	2 * FInterferer 1

	NOTE 1:	Reference measurement channel is A.7.2
NOTE 2:	The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used.
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For the inter-band con-current NR V2X operation, the requirements specified in clause 7.8E shall apply for the NR sidelink reception in the operating Bands in in Table 5.2E.1-1 and the requirements specified in clause 7.8 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
For the intra-band con-current NR V2X operation, the SL carrier is configured with nominal channel spacing to the NR downlink carrier. The minimum requirement specified in clause 7.8A.2.1 shall be applied to the corresponding intra-band con-current V2X UE.
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