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	Reason for change:
	Introduce unwanted emissions requirements for n102 starting with the requirements applicable in the EU for LPI (Low Power Indoor) devices in the range 5945-6425 MHz.  

The applicable requirements are specified in the EC Decision 2021/1067.





	
	

	Summary of change:
	Clause 6.5F.3.3.6 (new): unwanted emissions requirement are specified consistent with the EN 303 687 for operations with LPI devices in Europe. A tentative NS value “NS_57” is used for indicating these additional requirements.
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	Consequences if not approved:
	Unwanted emissions for operations in the range 5945.6425 MHz in the EU is not specified.
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< start of changes >
[bookmark: _Toc61367697][bookmark: _Toc61373080][bookmark: _Toc68231029][bookmark: _Toc69084442][bookmark: _Toc75467452][bookmark: _Toc76509474][bookmark: _Toc76718464][bookmark: _Toc83580802][bookmark: _Toc84405311][bookmark: _Toc84413920]6.5F.3.3.5	Requirements for network signalling value "NS_53" or "NS_54"
When "NS_53" or "NS_54" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5F.3.3.5-1. These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.5F.3.3.5-1: Additional requirements
	Frequency band
(MHz)
	Spectrum emission limit
(dBm)
	Measurement bandwidth

	f ≤ 5925
	-27
	1 MHz

	f ≥ 7125
	-27
	



[bookmark: _Toc61367696][bookmark: _Toc61373079][bookmark: _Toc68231028][bookmark: _Toc69084441][bookmark: _Toc75467451][bookmark: _Toc76509473][bookmark: _Toc76718463][bookmark: _Toc83580801][bookmark: _Toc84405310][bookmark: _Toc84413919]6.5F.3.3.6	Requirement for network signalling value ["NS_57"]
When ["NS_57"] is indicated in the cell, the power of any UE emission for channels assigned within 5945-6425 MHz shall not exceed the levels specified in Table 6.5F.3.3.6-1. These requirements apply for frequency ranges that are greater than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5F.3.3.6-1: Additional requirements
	Frequency band
(MHz)
	Spectrum emission limit
(dBm)
	Measurement bandwidth

	f + FOOB ≤ 5945
	-30
	1 MHz

	f – FOOB ≥ 6425
	-30
	



For frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth, the power of any UE emission shall not exceed the levels specified in Table 6.5F.3.3.6-2. 
Table 6.5F.3.3.6-2: Additional requirements
	Frequency band
(MHz)
	Spectrum emission limit
(dBm)
	Measurement bandwidth

	 5945 – FOOB ≤ f ≤ 5945
	-22
	1 MHz



[bookmark: _Toc61367698][bookmark: _Toc61373081][bookmark: _Toc68231030][bookmark: _Toc69084443][bookmark: _Toc75467453][bookmark: _Toc76509475][bookmark: _Toc76718465][bookmark: _Toc83580803][bookmark: _Toc84405312][bookmark: _Toc84413921]6.5F.4	Transmit intermodulation

< end of changes >


