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NR is designed to operate in the FR2 operating bands defined in Table 5.2-1.
Table 5.2-1: NR operating bands in FR2
	Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –   FUL_high
	FDL_low   –   FDL_high
	

	n257
	26500 MHz
	–
	29500 MHz 
	26500 MHz
	–
	29500 MHz 
	TDD

	n258
	24250 MHz
	–
	27500 MHz
	24250 MHz
	–
	27500 MHz
	TDD

	n259
	39500 MHz
	–
	43500 MHz
	39500 MHz
	–
	43500 MHz
	TDD

	n260
	37000 MHz
	–
	40000 MHz
	37000 MHz
	–
	40000 MHz
	TDD

	n261
	27500 MHz
	–
	28350 MHz
	27500 MHz
	–
	28350 MHz
	TDD

	n262
	47200 MHz
	–
	48200 MHz
	47200 MHz
	–
	48200 MHz
	TDD

	n2631
	57000 MHz
	–
	71000 MHz
	57000 MHz
	–
	71000 MHz
	TDD

	NOTE 1:	This band is restricted to operation with shared spectrum channel access as defined in [37.213].
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< text omitted >
5.3.5	Channel bandwidth per operating band
The requirements in this specification apply to the combination of channel bandwidths, SCS and operating bands shown in Table 5.3.5-1 and Table 5.3.5-2 for FR2-1 and FR2-2, respectively. The transmission bandwidth configuration in Table 5.3.2-1 shall be supported for each of the specified channel bandwidths. The channel bandwidths are specified for both the Tx and Rx path.
Table 5.3.5-1: Channel bandwidths for each NR band in FR2-1
	Operating band
	SCS (kHz)
	UE channel bandwidth (MHz)

	
	
	50
	100
	200
	4001

	n257
	60
	50
	100
	200
	

	
	120
	50
	100
	200
	400

	n258
	60
	50
	100
	200
	

	
	120
	50
	100
	200
	400

	n259
	60
	50
	100
	200
	

	
	120
	50
	100
	200
	400

	n260
	60
	50
	100
	200
	

	
	120
	50
	100
	200
	400

	n261
	60
	50
	100
	200
	

	
	120
	50
	100
	200
	400

	n262
	60
	50
	100
	200
	

	
	120
	50
	100
	200
	400

	NOTE 1:	This UE channel bandwidth is optional in this release of the specification.



Table 5.3.5-2: Channel bandwidths for each NR band in FR2-2
	Operating band
	SCS (kHz)
	UE channel bandwidth (MHz)

	
	
	100
	400
	800
	1600
	2000

	n263
	120
	100
	400
	
	
	

	
	480
	
	400
	800
	1600
	

	
	960
	
	400
	800
	1600
	2000



< text omitted >
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The RF channel positions on the channel raster in each NR operating band are given through the applicable NR-ARFCN in Table 5.4.2.3‑1, using the channel raster to resource element mapping in clause 5.4.2.2.
-	For NR operating bands with 60 kHz channel raster above 24 GHz, ΔFRaster = I ×ΔFGlobal , where I ϵ {1,2}.  Every Ith NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in table 5.4.2.3-1 is given as <I>.
-	In frequency bands with two ΔFRaster, the higher ΔFRaster applies to channels using only the SCS that equals the higher ΔFRaster  and the SSB SCS that is equal to or larger than the higher ΔFRaster.
Table 5.4.2.3-1: Applicable NR-ARFCN per operating band
	Operating Band
	ΔFRaster
(kHz)
	Uplink and Downlink
Range of NREF
(First – <Step size> – Last)

	n257
	60
	2054166 – <1> – 2104165

	
	120
	2054167 – <2> – 2104165

	n258
	60
	2016667 – <1> – 2070832

	
	120
	2016667 – <2> – 2070831

	n259
	60
	2270833 – <1> – 2337499

	
	120
	2270833 – <2> – 2337499

	n260
	60
	2229166 – <1> – 2279165

	
	120
	2229167 – <2> – 2279165

	n261
	60
	2070833 – <1> – 2084999

	
	120
	2070833 – <2> – 2084999

	n262
	60
	2399166 – <1> – 2415832

	
	120
	2399167 – <2> – 2415831

	n263
	120
	2563333 – <2> – 2794999

	
	480
	2265835 – <8> – 2792499

	
	960
	2565835 – <16> – 2792491
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< text omitted >
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The synchronization raster for each band is give in Table 5.4.3.3-1. The distance between applicable GSCN entries is given by the <Step size> indicated in Table 5.4.3.3-1.
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	NR Operating Band
	SS Block SCS
	SS Block pattern1
	Range of GSCN
(First – <Step size> – Last)

	n257
	120 kHz
	Case D
	22388 - <1> - 22558

	
	240 kHz
	Case E
	22390 - <2> - 22556

	n258
	120 kHz
	Case D
	22257 - <1> - 22443

	
	240 kHz
	Case E
	22258 - <2> - 22442

	n259
	120 kHz
	Case D
	23140 – <1> – 23369

	
	240 kHz
	Case E
	23142 – <2> – 23368

	n260 
	120 kHz
	Case D
	22995 - <1> - 23166

	
	240 kHz
	Case E
	22996 - <2> - 23164

	n261
	120 kHz
	Case D
	22446 - <1> - 22492

	
	240 kHz
	Case E
	22446 - <2> - 22490

	n262
	120 kHz
	Case D
	23586 – <1> – 23641

	
	240 kHz
	Case E
	23588 – <2> – 23640

	n263
	120 kHz
	Case D
	24153 – <3> – 24960

	
	480 kHz
	Case F
	24157 – <12> – 24949

	
	960 kHz
	Case G
	24160 – <6> – 24952

	NOTE 1:	SS Block pattern is defined in clause 4.1 in TS 38.213 [10].
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