

	
[bookmark: _GoBack]3GPP TSG-RAN WG4 Meeting #101-bis-e	R4-2200960
Electronic Meeting, Jan. 17th – 25th, 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.101-1
	CR
	XXX
	rev
	-
	Current version:
	17.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Draft CR  on SRS antenna switching for TxD

	
	

	Source to WG:
	vivo

	Source to TSG:
	R4

	
	

	Work item code:
	NR_RF_TxD-Core
	
	Date:
	2022-1-5

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The SRS antenna switching requirments have not been updated for introducition of Tx Diversity.

	
	

	Summary of change:
	This is a re-submission of R4-2118284 with update to latest spec.
The SRS antenna switching requirments have been updated as discussed in R4-2118283.

	
	

	Consequences if not approved:
	The SRS antenna switching requirments for Tx Diversity have not been updated.

	
	

	Clauses affected:
	6.2.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc21342935][bookmark: _Toc29769896][bookmark: _Toc29799395][bookmark: _Toc37254619][bookmark: _Toc37255262][bookmark: _Toc45887287][bookmark: _Toc53172024][bookmark: _Toc61356789][bookmark: _Toc67913658][bookmark: _Toc75469474][bookmark: _Toc76507964]	∆TC,c = 1.5dB when NOTE 3 in Table 6.2.1-1 in 38.101-1 applies for a serving cell c, otherwise ∆TC,c = 0 dB ;
	MPRc and A-MPRc for serving cell c are specified in clause 6.2.2 and clause 6.2.3, respectively; 
	∆MPRc for serving cell c is specified in clause 6.2.2.
[bookmark: _Hlk85132633][bookmark: _Hlk85132655]	∆TRxSRS is applied during SRS transmission occasions with usage in SRS-ResourceSet set as ‘antennaSwitching’ when 
a)	UE transmits SRS on the second SRS resource in every configured SRS resource set when the SRS-TxSwitch capability is indicated as 't1r2', or

b)	UE transmits SRS on the second, third and fourth SRS resources of the total 4 SRS resources from all configured SRS resource set(s) consisting of one SRS port when the SRS-TxSwitch capability is indicated as 't1r4' or, 't1r4-t2r4', or

c)	UE transmits SRS from the second SRS port pair on the second SRS resource in every configured SRS resource set consisting of two SRS ports when the SRS-TxSwitch capability is indicated as ' t2r4' or ' t1r4-t2r4', or

d)	UE transmits SRS to a DL-only carrier
· 	The value of ∆TRxSRS is 4.5dB for bands whose FUL_high is higher than the FUL_low of n79 and 3 dB for bands whose FUL_high is lower than the FUL_low of n79 
· when the device is capable of power class 3 or power class 5 in the band, or
·  when the device is capable of power class 2 in the band and ΔPPowerClass = 3 dB, or.
· when the device is capable of power class 1.5 in the band and ΔPPowerClass = 3 or 6 dB
·   The value of ∆TRxSRS is 7.5dB for bands whose FUL_high is higher than the FUL_low of n79 and 6 dB for bands whose FUL_high is lower than the FUL_low of n79
·  when the device is capable of power class 2 and or 1.5 in the band and ΔPPowerClass = 0 dB.
b)	 UE indicating Tx diversity and transmits SRS on the first SRS resource in every configured SRS resource set when the SRS-TxSwitch capability is indicated as 't1r2', 
or UE indicating Tx diversity and transmits SRS on the first SRS resource of the total 4 SRS resources from all configured SRS resource set(s) consisting of one SRS port when the SRS-TxSwitch capability is indicated as 't1r4' or, 't1r4-t2r4'
· The value of ∆TRxSRS is 3dB
For other SRS transmissions ∆TRxSRS is zero;
