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1. Introduction
This contribution is a text proposal for TR 38.717-03-02 to include CA_n1-n3-n18 according to the request in [1]. 
This contribution is a resubmission from last meeting contribution which was noted for uncompleted fallback mode.
2. Reference
[1] R4-2118209 Revised WID on Rel-17 NR Inter-band Carrier Aggregation Dual Connectivity for 3 bands DL with 2 bands UL
[2] R4-2118598 TR 38.717-03-02 v0.7.0
3. Text Proposal
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Start of Text Proposal>
[bookmark: _Toc11054]5.1.x	CA_n1-n3-n18
[bookmark: _Toc19728]5.1.x.1	Operating bands for CA
Table 5.1.x.1-1: 3DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n1-n3-n18
	n1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	n3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	n18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD



[bookmark: _Toc4550]5.1.x.2	Channel bandwidths per operating band for CA
Table 5.1.x.2-1: Supported channel bandwidths per CA configuration for 3DL inter-band CA
	NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30 
	40
	50
	60
	70
	80
	90
	100
	

	CA_n1A-n3A-n18A
	CA_n1A-n3A
CA_n1A-n18A
CA_n3A-n18A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n18
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	



[bookmark: _Toc6084]5.1.x.3	UE co-existence studies
For CA combinations with 3 bands DL and 2 bands UL, only IMD issues due to dual Tx operation of two bands falling into the third band Rx need to be considered.
Based on the calculation, there is no IMD issues.
[bookmark: _Toc20444]5.1.x.4	REFSENS requirements
Based on co-existence studies on 5.1.x.3, there is no additional IMD issue for the combination.
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