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1. Introduction
This contribution is a text proposal for TR 36.717-02-01 to include CA_30A-48A.
2. Text Proposal
[bookmark: _Toc382471341][bookmark: _Toc382471338][bookmark: _Toc401926271]---Start of changes---
5.1	CA_30-48 
5.1.1	Channel bandwidths per operating band for CA
Table 5.1.1-1: Inter-band CA operating bands
	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	FDD

	48
	3550 MHz
	–
	3700 MHz
	3550 MHz
	–
	3700 MHz
	TDD




Table 5.1.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_48A_53A
	-
	30
	 
	 
	Yes
	Yes
	
	
	30
	0

	
	
	48
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	



5.1.2 	Co-existence studies
Table 5.1.2-1 summarizes frequency ranges where harmonics and/or harmonics mixing occur for CA_30-48.




Table 5.x.2-1: Impact of UL/DL Harmonic
	 
	 
	 
	 
	 
	2nd Harmonic
	3rd Harmonic
	4th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	30
	2305
	2315
	2305
	2315
	4610
	4630
	6915
	6945
	9220
	9260

	48
	3550
	3700
	3550
	3700
	7100
	7400
	10650
	11100
	14200
	14800



Table 5.x.2-2: Impact of UL/DL Harmonic mixing
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	30
	2305
	2315
	2305
	2315
	4700
	4720
	7050
	7080
	9400
	9440

	48
	3550
	3700
	3550
	3700
	7100
	7400
	10650
	11100
	14200
	14800



No harmonic issues identified.

5.1.3	∆TIB and ∆RIB values
Relaxation values are re-used from CA_41-53 which is similar.
Table 5.1.3-1: IB,c
	CA_30-48
	30
	04

	
	48
	0.54

	NOTE 4:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


Table 5.1.3-2: R IB,c
	CA_30-48
	30
	0.44

	
	48
	0.54

	NOTE 4:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.



5.1.4 	REFSENS
No additional REFSENS requirement is needed.


---End of changes---
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