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	Reason for change:
	In R17, it has been agreed to define the scheduling availability requirements for UE switching between uplink transmission and V2X sidelink transmission.


	
	

	Summary of change:
	1. To introduce the scheduling availability requirements for UE switching between uplink transmission and V2X sidelink transmission.
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	The scheduling availability requirements for UE switching between uplink transmission and V2X sidelink transmission are missing in R17.
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<Start of Change 1>
12.9.2	Scheduling availability of UE switching between uplink transmission and V2X sidelink transmission
This clause contains the restrictions on the scheduling availability for V2X sidelink due to switching between uplink transmission and V2X sidelink transmission. For NR V2X sidelink, the assumed number of configured symbols in a slot is 14.
When switch from uplink transmission to V2X sidelink transmission occurs in sidelink slot ‘n’, 
· UE is not expected to transmit or receive on V2X sidelink on the sidelink slot ‘n’.
When switch from V2X sidelink transmission to uplink transmission occurs in sidelink slot ‘n-1’, 
·  UE is not expected to transmit or receive on V2X sidelink on the sidelink slot ‘n-1’. 
When switch from V2X sidelink transmission to uplink transmission occurs in Uu slot ‘n’, 
· UE is not expected to transmit uplink or receive downlink on the Uu slot ‘n’.
When switch from uplink transmission to V2X sidelink transmission occurs in Uu slot ‘n-1’, 
· UE is not expected to transmit uplink or receive downlink on the Uu slot ‘n-1’.
<End of Change 1>



