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1 Simulation Assumption
Issue 2-1-1: Antenna configuration
· Agreement:
· 2x2, 2x4, ULA Low 

Issue 2-1-2: NZP CSI-RS configuration for scenario in case of 2 Tx
· Agreement:
· One port of NZP CSI-RS on serving cell overlaps with NZP CSI-RS from interference, the other port of NZP CSI-RS on serving cell overlaps with PDSCH/OCNG from interference.
2 CQI Requirements Setup
Note: Companies are encouraged to run the simulation for FDD/TDD and 2Rx/4Rx based on the SINR range [-6, 10] dB with SINR step 1 dB in the next meeting.
Issue 2-2-1: Test setup methodology for signal power
· Option 1: Define test based on SINR
· Option 2: Define test based on SNR
Issue 2-2-2: SINR and T-put gain for 2 Rx 
The final value shall be deduced based on the simulation.
Issue 2-2-3: BLER for 2 Rx
· Option 1: 0.02
· Option 2: 0.01
Note: Other options are not precluded.
Issue 2-2-3: SINR and T-put gain for 4 Rx
The final value shall be deduced based on the simulation.
Issue 2-2-4: BLER for 4 Rx
· Option 1: 0.02
· Option 2: 0.01
Note: Other options are not precluded.
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