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1. Overall Description: 
RAN4 thanks RAN1 for the LS. RAN4 has discussed the definition of the path DL PRS RSRP measurement and RAN4 would like to provide following feedback. RAN4 would like to inform RAN1 that RAN4 is discussing path DL-PRS RSRP for i-th path delay. 

The PRS-RSRPP can be reported in ways below  :
· RAN4 understands that PRS-RSRPP should be defined as the path RSRP per RE, in the same way PRS-RSRP is defined as power per RE. RAN4 respectfully asks RAN1 to confirm if this understanding is correct.

· PRS-RSRPP may be reported by reusing absolute and differential PRS-RSRP measurement report mapping tables in TS38.133 clause 10.1.24.3.1 and 10.1.24.3.2 respectively.

· When differential reporting is used, PRS-RSRPP is reported as the difference in dB with respect to a reference measurement. RAN4 understands that it is up to RAN1/2 to decide what reference measurement would be for the PRS-RSRPP differential reporting.
RAN4 concludes that these ways are possible to support PRS-RSRPP in Rel-17.
 
2. Actions:
To RAN WG1 & WG2 group.
ACTION: 	RAN4 kindly requests RAN1/2 to take the above information into consideration in the further specification work, and respectfully asks to inform RAN4 if RAN1/2 finds any issue or update for RAN4 understanding.
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