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<< Start of change 1>>
8.1.3.X	Minimum requirement for UE fulfilling relaxed measurement criterion
The requirements defined in 8.1.3.2 apply for the clause except that:
-	TEvaluate_out_CSI-RS  when DRX ≤ 160ms are defined in Table 8.1.3.X-1 for the first out-of-sync indication to the higher layer in FR1.
[bookmark: _Hlk92564816]-	TEvaluate_out_CSI-RS when DRX ≤ 160ms are defined in Table 8.1.3.X-2 for the first out-of-sync indication to the higher layer in FR2 with scaling factor N=1. 
Table 8.1.3.X-1: Evaluation period TEvaluate_out_CSI-RS of the first out-of-sync indication for UE fulfilling relaxed measurement criteria in FR1
	Configuration
	TEvaluate_out_CSI-RS (ms) 

	Max(TDRX, TCSI-RS) ≤ 40 ms
	Max(200, Ceil(1.5×Mout×P×K1)× Max(TDRX, TCSI-RS))

	40 ms < Max(TDRX, TCSI-RS) ≤ 80 ms
	Max(200, Ceil(1.5×Mout×P×K2)× Max(TDRX, TCSI-RS))

	80 ms < Max(TDRX, TCSI-RS) ≤ 160 ms
	Max(200, Ceil(1.5×Mout×P)× Max(TDRX, TCSI-RS))

	NOTE1:	TCSI-RS is the periodicity of the CSI-RS resource configured for RLM. The requirements in this table apply for TCSI-RS equal to 5 ms, 10ms, 20 ms or 40 ms. TDRX is the DRX cycle length.
NOTE2:  K1 = [3],  K2 = [2], Mout, P are specified in clause 8.1.3.2.



Table 8.1.3.X-2: Evaluation period TEvaluate_out_CSI-RS of the first out-of-sync indication for UE fulfilling relaxed measurement criteria in FR2
	Configuration
	TEvaluate_out_CSI-RS (ms) 

	Max(TDRX, TCSI-RS) ≤ 80 ms
	Max(200, Ceil(1.5×Mout×P×N×K3)× Max(TDRX, TCSI-RS))

	80 ms < Max(TDRX, TCSI-RS) ≤ 160 ms
	Max(200, Ceil(1.5×Mout×P×N)× Max(TDRX, TCSI-RS))

	NOTE1:	TCSI-RS is the periodicity of the CSI-RS resource configured for RLM. The requirements in this table apply for TCSI-RS equal to 5 ms, 10 ms, 20 ms or 40 ms. TDRX is the DRX cycle length.
NOTE2:  K3 = 2, Mout, P are specified in clause 8.1.3.2.
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