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1	Introduction
This contribution introduces DC_2-2-13-66_n66-n77combinations into TR 37.717-11-21


********************************* Start of the TP ******************************************
[bookmark: _Toc73366393][bookmark: _Toc81302819][bookmark: _Toc81480857][bookmark: _Toc87884560]7.x	DC_2-2-13-66_n66-n77
[bookmark: _Toc73366394][bookmark: _Toc81302820][bookmark: _Toc81480858][bookmark: _Toc87884561]7.x.1	Operating bands for DC
Table 7.x.1-1: DC band combination of LTE 2DL/1UL + NR 2DL/1UL
	DC Band
	LTE Band
(Table 5.5-1 in TS36.101[4])
	NR Band
(Table 5.2-1 in TS38.101-1[2] and TS38.101-2[3])

	DC_2-2-13-66_n66-n77
	2, 13, 66
	n66, n77



[bookmark: _Toc73366395][bookmark: _Toc81302821][bookmark: _Toc81480859][bookmark: _Toc87884562]7.x.2	Channel bandwidths per operating band for DC
Table 7.x.2-1: Supported bandwidths per DC band combination of LTE 2DL/1UL + NR 2DL/1UL 
	DC operating / channel bandwidth [MHz]

	E-UTRA and NR DC Configuration
	UL Configuration
	E-UTRA and NR Band
	SCS
(kHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100

	DC_2A-2A-13A-66A_n66A-n77A

	DC_2A_n66A
DC_2A_n77A
DC_13A_n66A
DC_13A_n77A
DC_66A_n77A
	2
	See CA_2A-2A-13A-66A BCS0 in Table 5.6A.1-2a of TS 36.101

	
	
	13
	

	
	
	n66
	See CA_n66A-n77A BCS0 in Table 5.5A.3.1-1 of TS 38.101-1

	
	
	n77
	


[bookmark: _Toc73366396][bookmark: _Toc81302822][bookmark: _Toc81480860][bookmark: _Toc87884563]7.x.3	Co-existence studies
Co-existence studies of this 4DL/2UL DC configuration are already covered in the constituent fall-back mode.
[bookmark: _Toc73366397][bookmark: _Toc81302823][bookmark: _Toc81480861][bookmark: _Toc87884564]7.x.4	∆TIB and ∆RIB values
Relaxation values are copied from DC_2-13_n66
Table 7.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-2-13-66_n66-n77
	2
	0.5

	
	13
	0.3

	
	66
	0.5

	
	n66
	0.5

	
	n77
	0.8



Table 7.x.4-2: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_2-2-13-66_n66-n77
	2
	0.3

	
	13
	0

	
	66
	0.3

	
	n66
	0.3

	
	n77
	0.5



[bookmark: _Toc73366398][bookmark: _Toc81302824][bookmark: _Toc81480862][bookmark: _Toc87884565]7.x.5	MSD
There are no additional MSD requirements for this band combination.
********************************* End of the TP ******************************************

