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5.5	Measurements for positioning
5.5.1	Introduction
This clause contains requirements for UE capable of performing NR positioning measurements defined in TS 38.215 [4], including RSTD, PRS-RSRP, UE Rx-Tx time difference, in RRC Inactive state.
Editor’s note: applicability conditions TBA
5.5.2	RSTD measurements
[bookmark: _Toc383690856]5.5.2.1	Introduction
The requirements in clause 5.5.2 shall apply provided the UE has received NR-DL-TDOA-RequestLocationInformation message from LMF via LPP [34] requesting the UE to measure and report DL RSTD measurements defined in TS 38.215 [4], and UE is capable of such measurements in RRC Inactive state.
5.5.2.2	Requirements Applicability
The requirements in clause 5.5.2 apply for periodic and triggered RSTD measurements, provided:
-	PRS-RSTD related side conditions given in clause 10.1.23 for FR1 and FR2 are fulfilled, for a corresponding Band.
5.5.2.3	Measurement Capability
UE PRS RSTD measurement capability is as indicated by the UE in NR-DL-TDOA-ProvideCapabilities, according to TS 37.355[34].
Editor’s note: measurement capability may be revisted depending on RAN1/2 agreements.
5.5.2.4	Measurement Reporting Requirements
Editor’s note: TBA
5.5.2.5	Measurements Period Requirements
Editor’s note: TBA
5.5.3	PRS-RSRP measurements
[bookmark: _Hlk52362818]5.5.3.1	Introduction
The requirements in clause 5.5.3.5 shall apply provided the UE has received a message from LMF via LPP [34] requesting the UE to measure and report PRS-RSRP measurements defined in TS 38.215 [4], and UE is capable of such measurements in RRC Inactive state.
5.5.3.2	Requirements applicability
The requirements in clause 5.5.3 apply for periodic and triggered PRS-RSRP measurements, provided:
-	PRS-RSRP related side conditions given in clause 10.1.24 are met for a corresponding Band.
5.5.3.3	Measurement Capability
UE PRS-RSRP measurement capability is as indicated by the UE in NR-DL-AoD-ProvideCapabilities according to TS 37.355 [34].
Editor’s note: measurement capability may be revisted depending on RAN1/2 agreements.
5.5.3.4	Measurement Reporting Requirements
Editor’s note: TBA
5.5.3.5	Measurement Period Requirements
Editor’s note: TBA
5.5.4	UE Rx-Tx time difference measurements
5.5.4.1 Introduction
The requirements in this clause shall apply, provided the UE has received nr-Multi-RTT-RequestLocationInformation message from LMF via LPP [34] requesting the UE to measure and report one or more UE Rx-Tx time difference measurements defined in TS 38.215 [4], and UE is capable of such measurements in RRC Inactive state.
5.5.4.2 Requirements Applicability
The requirements in clause 5.5.4 apply for periodic and triggered UE Rx-Tx time difference measurements, provided:
-	UE Rx-Tx time difference measurement related side conditions given in clause 10.1.25 are met for a corresponding band. 
-	SRS is configured on at least one of the PCell, PSCell and SCell. 
5.5.4.3 Measurement Capability
UE Rx-Tx time difference measurement capability is as indicated by the UE in NR-Multi-RTT-ProvideCapabilities, according to TS 37.355 [34].
Editor’s note: measurement capability may be revisted depending on RAN1/2 agreements.
5.5.4.4 Measurement Reporting Requirements
Editor’s note: TBA
5.5.4.5	Measurement Period Requirements
Editor’s note: TBA
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