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1. Introduction
This contribution is a text proposal for TR 36.717-02-02 to include CA_30A-48A.
2. Text Proposal
[bookmark: _Toc382471341][bookmark: _Toc382471338][bookmark: _Toc401926271]---Start of changes---

5.X	CA_30-48 
[bookmark: _Toc85719638]5.X.1	Channel bandwidths per operating band for CA
Table 5.X.1-1: E-UTRA CA configurations and bandwidth combination sets
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_30A-48A
	CA_30A-48A
	30
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	48
	
	
	Yes
	Yes
	Yes
	Yes
	
	


[bookmark: _Toc85719639]
5.X.2	Co-existence studies
For 2UL / 2DL own receiver desensitization study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 5.X.2-1
Table 5.X.2-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fn_low
	fn_high

	UL frequency (MHz)
	2305
	2315
	3550
	3700

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fn_low
	2* fn_high

	2nd harmonics frequency limits (MHz) 
	4610 - 4630
	7100 - 7400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fn_low
	3* fn_high

	3rd harmonics frequency limits (MHz)
	6915 – 6945
	10650 - 11100

	2nd order IMD products
	|fn_low – fx_high|
	|fn_high – fx_low|
	|fn_low + fx_low|
	|fn_high + fx_high|

	IMD frequency limits (MHz)
	1235 - 1395 
	5855-6015

	Two-tone 3rd order IMD products
	|2*fx_low – fn_high|
	|2*fx_high – fn_low|
	|2*fn_low – fx_high|
	|2*fn_high – fx_low|

	IMD frequency limits (MHz)
	910 -1080
	4785 - 5095

	Two-tone 3rd order IMD products
	|2*fx_low + fn_low|
	|2*fx_high + fn_high|
	|2*fn_low + fx_low|
	|2*fn_high + fx_high|

	IMD frequency limits (MHz)
	8160 - 8330
	9405 - 9715

	Two-tone 4th  order IMD products
	(fx_low – max BW fn)
	(fx_high + max BW fn)
	(fn_low – max BW fx)
	(fn_high + max BW fx)

	IMD frequency limits (MHz)
	2470 - 2790 
	11710 - 12030

	Two-tone 4th order IMD products
	|3*fx_low –1* fn_high|
	|3*fx_high – 1*fn_low|
	|3*fn_low – 1*fx_high|
	|3*fn_high – 1*fx_low|

	IMD frequency limits (MHz)
	3215 - 3395
	8335 - 8795

	Two-tone 4th order IMD products
	|3*fx_low +1* fn_low|
	|3*fx_high + 1*fn_high|
	|3*fn_low + 1*fx_low|
	|3*fn_high + 1*fx_high|

	IMD frequency limits (MHz)
	10465 - 10645
	12955 - 13415

	Two-tone 5th order IMD products
	|fx_low – 4*fn_high|
	|fx_high – 4*fn_low|
	|fn_low – 4*fx_high|
	|fn_high – 4*fx_low|

	IMD frequency limits (MHz)
	11885 - 12495
	5710 - 5520

	Two-tone 5th order IMD products
	|2*fx_low - 3*fn_high|
	|2*fx_high - 3*fn_low|
	|2*fn_low - 3*fx_high|
	|2*fn_high -3*fx_low|

	IMD frequency limits (MHz)
	17115 - 12495
	12770 - 12960

	Two-tone 5th order IMD products
	|fx_low + 4*fn_low|
	|fx_high + 4*fn_high|
	|fn_low + 4*fx_low|
	|fn_high + 4*fx_high|

	IMD frequency limits (MHz)
	6020 - 6490 
	155 - 485

	Two-tone 5th order IMD products
	|2*fx_low + 3*fn_low|
	|2*fx_high + 3*fn_high|
	|2*fn_low + 3*fx_low|
	|2*fn_high + 3*fx_high|

	IMD frequency limits (MHz)
	15260 - 15730
	14015 - 14345



Based on Table 5.1.2-1, there are no IMD issues. 
Table 5.X.2-2: Requirements for uplink inter-band carrier aggregation (two bands)
	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_30-48
	E-UTRA Band 2, 4, 5, 12, 13, 14, 17, 24, 25, 26, 29, 30, 41, 66, 70, 71, 85
	FDL_low 
	-
	FDL_high
	-50
	1
	



[bookmark: _Toc85719640]5.X.3	∆TIB and ∆RIB values
The following ∆TIB and ∆RIB values are drawn from CA_41-48 in TS 36.101:
Table 5.X.3-1: IB,c
	CA_30-48
	30
	04

	
	48
	0.54

	NOTE 4:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


Table 5.X.3-2: R IB,c
	CA_30-48
	30
	04

	
	48
	0.54

	NOTE 4:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.



[bookmark: _Toc85719641]5.1.4	REFSENS requirements
No MSD requirements are needed.

---End of changes---
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