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[bookmark: _Toc535476155]<Start of change1>
8.2.4.1	Introduction
This clause contains the requirements related to the interruptions on PCell, PSCell and activated SCell if configured, when 
	up to 1 SCell in FR1 and up to 7 SCell(s) in FR2 are configured, deconfigured, activated or deactivated or,
	a supplementary UL carrier or an UL carrier is configured or de-configured, or
	measurements on SCC with deactivated SCell in NR SCG, or
	measurements on the deactivated PSCell in NR SCG, or
	UL/DL BWP is switched on PCell, PSCell or SCell. 
	transitions between active and non-active during DRX, or
	transitions from non-DRX to DRX, or
	CGI reading of an NR neighbour cell with autonomous gaps, or
	CGI reading of an E-UTRA neighbour cell with autonomous gaps.
	NR SRS carrier based switching.
Note:	interruptions at SCell addition/release, activation/deactivation and during measurements on SCC may not be required by all UEs.
The interruptions shall not interrupt RRC signalling or ACK/NACKs related to RRC reconfiguration procedure [2] for SCell addition/release or MAC control signalling [17] for SCell activation/deactivation command. 
The requirements shall apply for NR-DC with an NR PCell, PSCell or SCell.
For a UE which does not support per-FR measurement gap, interruptions to the PCell and activated SCell may be caused by SCells on any frequency range. For a UE which supports per-FR gaps, interruptions to PCell, PSCell and activated SCell may be caused by SCells on the same frequency range as the victim cell.
<End of change1>
<Start of change2>
[bookmark: _Toc5952634]8.2.4.2.X	Interruptions due to RRM measurements on deactivated SCG
Interruptions on PCell or activated SCell(s) due to measurements on the deactivated PSCell are allowed with up to [TBD] probability of missed ACK/NACK feadback. 

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	



Editor’s Note: whether the interruptions caused by measurements on deactivated PSCell follows SCell dormancy or deactivated SCC is FFS; whether to differentiate cases between either RLM/BM is configured on the deactivated PSCell or not is FFS; the rate of the ACK/NACK feedback loss is FFS in any of the mentioned cases.
Interruptions on PCell or activated SCell(s) due to measurements on the deactivated SCell(s) other than PSCell within the deactivated SCG shall meet requirements in clause 8.2.2.2.3.

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	




<End of change2>
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