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1. Introduction
[bookmark: OLE_LINK2]A text proposal for TR 37.717-41-11 to add DC_2-14-30-66_n77.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc73361237][bookmark: _Toc47701541][bookmark: _Toc519110869][bookmark: _Toc69978630][bookmark: _Toc70600122][bookmark: _Toc70600206][bookmark: _Toc523749795][bookmark: _Toc523750860][bookmark: _Toc527979873][bookmark: _Toc531769356][bookmark: _Toc39585265][bookmark: _Toc39586608]
[bookmark: _Toc81210629]5.1.X	DC_2-14-30-66_n77
[bookmark: _Toc81210630]5.1.X.1	Configuration for EN-DC
Table 5.1.X.1-1: Band combinations EN-DC (five bands)
	EN-DC band configuration
	UL configuration(s)

	DC_2A-14A-30A-66A_n77A
	DC_2A_n77A
DC_14A_n77A
DC_30A_n77A
DC_66A_n77A



[bookmark: _Toc81210631]5.1.X.2	∆TIB and ∆RIB values
[bookmark: _Hlk84928565]For DC_2-14-30-66_n77, the TIB,c and RIB,c values are derived from the worst-case values from DC_2-14-30_n77, DC_2-14-66_n77, DC_2-30-66_n77, and DC_14-30-66_n77, and are given in the tables below.
Table 5.1.X.2.-1: ΔTIB,c due to EN-DC (five bands)
	EN-DC band
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-14-30-66_n77
	2
	0.6

	
	14
	0.6

	
	30
	0.3

	
	66
	0.6

	
	n77
	0.8



Table 5.1.X.2.-2: ΔRIB,c due to EN-DC (five bands)
	EN-DC band
	E-UTRA and NR Band
	ΔRIB,c (dB)

	DC_2-14-30-66_n77
	2
	0.2

	
	14
	0.2

	
	30
	0.5

	
	66
	0.5

	
	n77
	0.5



[bookmark: _Toc81210632]5.1.X.3	Reference sensitivity exceptions
Compared to its fallback modes, there are no additional MSD requirements for this band combination.

---End of changes---
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