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[bookmark: _Toc21100175][bookmark: _Toc29809973][bookmark: _Toc36645366][bookmark: _Toc37272420][bookmark: _Toc45884666][bookmark: _Toc53182698][bookmark: _Toc58860482][bookmark: _Toc61182599][bookmark: _Toc66782592][bookmark: _Toc74967784][bookmark: _Toc76545235][bookmark: _Toc82598619]8.3.4	Performance requirements for PUCCH format 3
[bookmark: _Toc21100176][bookmark: _Toc29809974][bookmark: _Toc36645367][bookmark: _Toc37272421][bookmark: _Toc45884667][bookmark: _Toc53182699][bookmark: _Toc58860483][bookmark: _Toc61182600][bookmark: _Toc66782593][bookmark: _Toc74967785][bookmark: _Toc76545236][bookmark: _Toc82598620]8.3.4.1	Definition and applicability
The performance is measured by the required SNR at UCI block error probability not exceeding 1%.
The UCI block error probability is defined as the conditional probability of incorrectly decoding the UCI information when the UCI information is sent. The UCI information does not contain CSI part 2.
The transient period as specified in TS 38.101-1 [21] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC center, i.e. intra-slot frequency hopping is enabled.
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2.2.
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The minimum requirement is in TS 38.104 [2] clause 8.3.5.
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The test shall verify the receiver's ability to detect UCI under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21100179][bookmark: _Toc29809977][bookmark: _Toc36645370][bookmark: _Toc37272424][bookmark: _Toc45884670][bookmark: _Toc53182702][bookmark: _Toc58860486][bookmark: _Toc61182603][bookmark: _Toc66782596][bookmark: _Toc74967788][bookmark: _Toc76545239][bookmark: _Toc82598623]8.3.4.4	Method of test
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Test environment: Normal; see annex B.2.
[bookmark: _Toc21100181]RF channels to be tested for single carrier: M; see clause 4.9.1
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1)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to all BS antenna connectors for diversity reception via a combining network as shown in annex D.5 and D.6 for BS type 1-C and BS type 1-H respectively.
2)	Adjust the AWGN generator, according to the subcarrier spacing and channel bandwidth defined in table 8.3.4.4.2-1.
Table 8.3.4.4.2-1: AWGN power level at the BS input
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15 
	5
	-83.5 dBm / 4.5 MHz

	
	10
	-80.3 dBm / 9.36 MHz

	
	20
	-77.2 dBm / 19.08 MHz

	30 
	10
	-80.6 dBm / 8.64 MHz

	
	20
	-77.4 dBm / 18.36 MHz

	
	40
	-74.2 dBm / 38.16 MHz

	
	100
	-70.1 dBm / 98.28 MHz

	NOTE: The AWGN power level contains an AWGN offset of 16dB by default. If needed for test purposes, the AWGN level can be reduced from the default by any value in the range 0dB to 16dB. Changing the AWGN level does not impact the validity of the test, as it reduces the effective base band SNR level.
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