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[bookmark: _Hlk79052165][Unaffected Portions Skipped]

[bookmark: _Toc21351584][bookmark: _Toc29807166][bookmark: _Toc36648880][bookmark: _Toc36651605][bookmark: _Toc37256539][bookmark: _Toc37256880][bookmark: _Toc45890586][bookmark: _Toc45891810][bookmark: _Toc45892220][bookmark: _Toc45892630][bookmark: _Toc52353043][bookmark: _Toc53174866][bookmark: _Toc61378182][bookmark: _Toc61378657][bookmark: _Toc67953847][bookmark: _Toc68733514][bookmark: _Toc68784830][bookmark: _Toc76736786][bookmark: _Toc77241198][bookmark: _Toc77241703][bookmark: _Toc83743079][bookmark: _Toc83909600]6.2B.3.3	Inter-band EN-DC within FR1
For inter-band EN-DC between E-UTRA and FR1 NR, UE additional maximum output power reduction specified in TS 36.101 [4] and TS 38.101-1 [2] apply for E-UTRA and NR respectively.
[bookmark: _Hlk78358985]Unless specified in Table 6.2B.3.3-1, for inter-band carrier aggregation with uplink assigned to LTE and NR bands, the requirements in [2] clause 6.2.3 apply for NR uplink component carrier and the requirements in [4] clause 6.2.4 apply for LTE uplink component carrier. 
Unless otherwise stated, fFor inter-band EN-DC with uplink assigned to LTE and NR bands and specified in Table 6.2B.3.3-1, the combined requirements and allowed A-MPR are applibale on both LTE and NR bands these requirements apply on each component carrier if when LTE and NR component carriers are active. The requirements in Table 6.2B.3.3-1 are specified in terms of an additional spectrum emission requirement. The emission requirements specified in Table 6.2B.3.3-1 also apply for the frequency ranges that are less than FOOB (MHz) from the edge of the channel bandwidth specified in TS 36.101 [4] and TS 38.101-1 [2], respectively.
Table 6.2B.3.3-1: Additional Requirements for inter-band EN-DC (two-bands) 
	[bookmark: _Hlk79060835]NR CA combination
	Band
	Applied
NS
	Requirements 
(clause)
(TS 36.101 [4])
	Requirements 
(clause)
(TS 38.101-1 [2])
	A-MPR
(table/clause)
(TS 36.101 [4])
	A-MPR
(table/clause)
(TS 38.101-1 [2])
	Note

	DC_1_n3
	1
	05
	6.6.3.3.1N/A
	N/A6.5.3.3.4
	Table 6.2.4-1
(NS_05)N/A
	N/AClause 6.2.3.4
	1

	
	n3
	100
	N/A
	6.5.2.4.2
	N/A
	Table 6.2.3.1-2
	

	DC_1_n5
	1
	05
	6.6.3.3.1N/A
	N/A6.5.3.3.4
	Table 6.2.4-1
(NS_05)N/A
	N/AClause 6.2.3.4
	1

	
	n5
	100
	N/A
	6.5.2.4.2
	N/A
	Table 6.2.3.1-2
	

	DC_1_n8
	1
	05
	6.6.3.3.1N/A
	N/A6.5.3.3.4
	Table 6.2.4-1
(NS_05)N/A
	N/AClause 6.2.3.4
	1

	
	n8
	43
	N/A
	6.5.3.3.5
	N/A
	Clause 6.2.3.6
	

	
	
	43U
	N/A
	6.5.3.3.5, 6.5.2.4.2
	N/A
	Clause 6.2.3.6
	

	DC_1_n28
	1
	05
	6.6.3.3.1N/A
	N/A6.5.3.3.4
	Table 6.2.4-1
(NS_05)N/A
	N/AClause 6.2.3.4
	2

	
	n28
	17
	N/A
	6.5.3.3.2
	N/A
	N/A
	

	DC_1_n40
	1
	05
	6.6.3.3.1N/A
	N/A6.5.3.3.4
	Table 6.2.4-1
(NS_05)N/A
	N/AClause 6.2.3.4
	

	DC_1_n41
	1
	05
	6.6.3.3.1N/A
	N/A6.5.3.3.4
	Table 6.2.4-1
(NS_05)N/A
	N/AClause 6.2.3.4
	

	
	n41
	47
	N/A
	6.5.3.3.15
	N/A
	Table 6.2.3.18-2
	

	DC_1_n77 DC_1_n84_ULSUP-TDM_n77
	1
	05
	6.6.3.3.1N/A
	N/A6.5.3.3.4
	Table 6.2.4-1
(NS_05)N/A
	N/AClause 6.2.3.4
	1

	
	n84
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	

	
	
	05U
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	

	DC_1_n78
DC_1_n84_ULSUP-TDM_n78
	1
	05
	6.6.3.3.1N/A
	N/A6.5.3.3.4, 6.5.2.4.2
	Table 6.2.4-1
(NS_05)N/A
	N/AClause 6.2.3.4
	1

	
	n84
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	

	
	
	05U
	N/A
	6.5.3.3.4, 6.5.2.4.2
	N/A
	Clause 6.2.3.4
	

	DC_1_n79
DC_1_n84_ULSUP-TDM_n79
	1
	05
	6.6.3.3.1N/A
	N/A6.5.3.3.4
	Table 6.2.4-1
(NS_05)N/A
	N/AClause 6.2.3.4
	1

	
	n84
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	

	
	
	05U
	N/A
	6.5.3.3.4, 6.5.2.4.2
	N/A
	Clause 6.2.3.4
	

	DC_3_n1
	n1
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	1

	
	
	05U
	N/A
	6.5.3.3.4, 6.5.2.4.2
	N/A
	Clause 6.2.3.4
	

	DC_3_n5
	n5
	100
	N/A
	6.5.2.4.2
	N/A
	Table 6.2.3.1-2
	1

	DC_3_n8
	n8
	43
	N/A
	6.5.3.3.5
	N/A
	Clause 6.2.3.6
	1

	
	
	43U
	N/A
	6.5.3.3.5
	N/A
	Clause 6.2.3.6
	

	DC_3_n28
	n28
	17
	N/A
	6.5.3.3.2
	N/A
	N/A
	2

	DC_3_n41,
DC_3_n80_ULSUP-TDM_n41
	n41
	47
	N/A
	6.5.3.3.15
	N/A
	Table 6.2.3.18-2
	1

	
	n80
	100
	N/A
	6.5.2.4.2
	N/A
	Table 6.2.3.1-2
	

	DC_8_n1
	n1
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	1, 3

	
	
	05U
	N/A
	6.5.3.3.4, 6.5.2.4.2
	N/A
	Clause 6.2.3.4
	

	DC_8_n3
	n3
	100
	N/A
	6.5.2.4.2
	N/A
	Table 6.2.3.1-2
	1, 3

	DC_8_n28
	n28
	17
	N/A
	6.5.3.3.2
	N/A
	N/A
	2, 3

	DC_8_n41,
DC_8_n81_ULSUP-TDM_n41
	n41
	47
	N/A
	6.5.3.3.15
	N/A
	Table 6.2.3.18-2
	3

	
	n81
	43
	N/A
	6.5.3.3.5
	N/A
	Clause 6.2.3.6
	

	
	
	43U
	N/A
	6.5.3.3.5
	N/A
	Clause 6.2.3.6
	

	DC_11_n3
	n3
	100
	N/A
	6.5.2.4.2
	N/A
	Table 6.2.3.1-2
	1

	DC_11_n28
	n28
	17
	N/A
	6.5.3.3.2
	N/A
	N/A
	2

	DC_11_n41
	n41
	47
	N/A
	6.5.3.3.15
	N/A
	Table 6.2.3.18-2
	

	DC_18_n3
	n3
	100
	N/A
	6.5.2.4.2
	N/A
	Table 6.2.3.1-2
	1

	DC_18_n28
	n28
	17
	N/A
	6.5.3.3.2
	N/A
	N/A
	2

	DC_19_n1
	19
	08
	6.6.3.3.3
	N/A
	Table 6.2.4-1 (NS_08)
	N/A
	1

	
	n1
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	

	
	
	05U
	N/A
	6.5.3.3.4, 6.5.2.4.2
	N/A
	Clause 6.2.3.4
	

	DC_19_n77
	19
	08
	6.6.3.3.3
	N/A
	Table 6.2.4-1 (NS_08)
	N/A
	

	DC_19_n78
	19
	08
	6.6.3.3.3
	N/A
	Table 6.2.4-1 (NS_08)
	N/A
	

	DC_19_n79
	19
	08
	6.6.3.3.3
	N/A
	Table 6.2.4-1 (NS_08)
	N/A
	

	DC_21_n1
	21
	09
	6.6.3.3.4
	N/A
	Table 6.2.4-1 (NS_08)
	N/A
	1

	
	n1
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	

	
	
	05U
	N/A
	6.5.3.3.4, 6.5.2.4.2
	N/A
	Clause 6.2.3.4
	

	DC_21_n28
	21
	09
	6.6.3.3.4
	N/A
	Table 6.2.4-1 (NS_09)
	
	2

	
	n28
	17
	N/A
	6.5.3.3.2
	N/A
	N/A
	

	DC_21_n77
	21
	09
	6.6.3.3.4
	N/A
	Table 6.2.4-1 (NS_09)
	N/A
	

	DC_21_n78
	21
	09
	6.6.3.3.4
	N/A
	Table 6.2.4-1 (NS_09)
	N/A
	

	DC_21_n79
	21
	09
	6.6.3.3.4
	N/A
	Table 6.2.4-1 (NS_09)
	N/A
	

	DC_28_n1
	28
	17
	6.6.3.3.10N/A
	N/A6.5.3.3.2
	Table 6.2.4-1
(NS_17)N/A
	N/A
	1, 2

	
	n1
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	

	
	
	05U
	N/A
	6.5.3.3.4, 6.5.2.4.2
	N/A
	Clause 6.2.3.4
	

	DC_28_n3
	28n3
	17100
	6.6.3.3.10N/A
	N/A6.5.2.4.2
	Table 6.2.4-1
(NS_17)N/A
	N/ATable 6.2.3.1-2
	2

	
	n328
	10017
	N/A
	6.5.2.4.26.5.3.3.2
	N/A
	Table 6.2.3.1-2N/A
	

	DC_28_n5
	28
	17
	6.6.3.3.10N/A
	N/A6.5.3.3.2
	Table 6.2.4-1
(NS_17)N/A
	N/A
	1, 2

	
	n5
	100
	N/A
	6.5.2.4.2
	N/A
	Table 6.2.3.1-2
	

	DC_28_n8
	28
	17
	6.6.3.3.10N/A
	N/A6.5.3.3.2
	Table 6.2.4-1
(NS_17)N/A
	N/A
	1, 2

	
	n8
	43
	N/A
	6.5.3.3.5
	N/A
	Clause 6.2.3.6
	

	
	
	43U
	N/A
	6.5.3.3.5
	N/A
	Clause 6.2.3.6
	

	DC_28_n40
	28
	17
	6.6.3.3.10N/A
	N/A6.5.3.3.2
	Table 6.2.4-1
(NS_17)N/A
	N/A
	2

	DC_28_n41
	28
	17
	6.6.3.3.10N/A
	N/A6.5.3.3.2
	Table 6.2.4-1
(NS_17)N/A
	N/A
	2

	
	n41
	47
	N/A
	6.5.3.3.15
	N/A
	Table 6.2.3.18-2
	

	DC_28_n77
	28
	17
	6.6.3.3.10N/A
	N/A6.5.3.3.2
	Table 6.2.4-1
(NS_17)N/A
	N/A
	2

	DC_28_n78
	28
	17
	6.6.3.3.10N/A
	N/A6.5.3.3.2
	Table 6.2.4-1
(NS_17)N/A
	N/A
	2

	DC_28_n79
	28
	17
	6.6.3.3.10N/A
	N/A6.5.3.3.2
	Table 6.2.4-1
(NS_17)N/A
	N/A
	2

	DC_40_n1
	n1
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	1

	
	
	05U
	N/A
	6.5.3.3.4, 6.5.2.4.2
	N/A
	Clause 6.2.3.4
	

	DC_40_n41
	n41
	47
	N/A
	6.5.3.3.15
	N/A
	Table 6.2.3.18-2
	

	DC_41_n3
	n3
	100
	N/A
	6.5.2.4.2
	N/A
	Table 6.2.3.1-2
	1

	DC_41_n28
	n28
	17
	N/A
	6.5.3.3.2
	N/A
	N/A
	2

	DC_42_n1
	n1
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	1

	
	
	05U
	N/A
	6.5.3.3.4, 6.5.2.4.2
	N/A
	Clause 6.2.3.4
	

	DC_42_n3
	n3
	100
	N/A
	6.5.2.4.2
	N/A
	Table 6.2.3.1-2
	1

	DC_42_n28
	n28
	17
	N/A
	6.5.3.3.2
	N/A
	N/A
	2

	NOTE 1:	NS_05U, NS_43U and NS_100 can be signalled for NR bands that have UTRA services deployed and protected range is specified in clause 6.5.2.4.2 of TS38.101-1[2] and the requirements in clause 6.5.2.4.2 are only appliable to the signalling band.
NOTE 2:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.
NOTE 3:	This requirement is applicable only for the following cases: A: for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 902.5 MHz ≤ Fc < 907.5 MHz with an uplink transmission bandwidth less than or equal to 20 RB; B: for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 907.5 MHz ≤ Fc ≤ 912.5 MHz without any restriction on uplink transmission bandwidth; C: for carriers of 10 MHz channel bandwidth when carrier centre frequency (Fc) is Fc = 910 MHz with an uplink transmission bandwidth less than or equal to 32 RB with RBstart > 3.



[bookmark: _Toc83909601]6.2B.3.3A	Inter-band NE-DC within FR1
[bookmark: _Hlk79060787]For inter-band NE-DC between E-UTRA and FR1 NR, UE additional maximum output power reduction specified in TS 36.101 [4] and TS 38.101-1 [2] apply for E-UTRA and NR respectively.
Unless specified in Table 6.2B.3.3A-1, for inter-band carrier aggregation with uplink assigned to LTE and NR bands, the requirements in [2] clause 6.2.3 apply for NR uplink component carrier and the requirements in [4] clause 6.2.4 apply for LTE uplink component carrier. 
Unless otherwise stated, Ffor inter-band EN-DC with uplink assigned to LTE and NR bands and specified in Table 6.2B.3.3A-1, the combined requirements and allowed A-MPR are applibale on both LTE and NR bands these requirements apply on each component carrier if when LTE and NR component carriers are active. The requirements in Table 6.2B.3.3A-1 are specified in terms of an additional spectrum emission requirement. The emission requirements specified in Table 6.2B.3.3A-1 also apply for the frequency ranges that are less than FOOB (MHz) from the edge of the channel bandwidth specified in TS 36.101 [4] and TS 38.101-1 [2], respectively.
Table 6.2B.3.3A-1: Additional Requirements for inter-band NE-DC (two-bands) 
	NR CA combination
	Band
	Applied
NS
	Requirements 
(clause)
(TS 36.101 [4])
	Requirements 
(clause)
(TS 38.101-1 [2])
	A-MPR
(table/clause)
(TS 36.101 [4])
	A-MPR
(table/clause)
(TS 38.101-1 [2])
	Note

	DC_n1_28
	n1
	05
	N/A
	6.5.3.3.4
	N/A
	Clause 6.2.3.4
	1, 2

	
	
	05U
	N/A
	6.5.3.3.4, 6.5.2.4.2 
	N/A
	Clause 6.2.3.4
	

	
	28
	17
	6.6.3.3.10N/A
	N/A6.5.3.3.2
	Table 6.2.4-1
(NS_17)N/A
	N/A
	

	DC_n78_1
	1
	05
	6.6.3.3.1N/A
	N/A6.5.3.3.4
	Table 6.2.4-1
(NS_05)N/A
	N/AClause 6.2.3.4
	

	NOTE 1:	NS_05U can be signalled for NR bands that have UTRA services deployed and protected range is specified in clause 6.5.2.4.2 of TS38.101-1[2] .and the requirements in clause 6.5.2.4.2 are only appliable to the signalling band.
NOTE 2:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.
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