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1
Introduction
In RAN4#100-e, couple of agreements about simultaneous Tx/Rx are listed in WF [1].


Hence, as next step, we further focus on proper note text proposal in this paper. 
2
View and proposals
In last RAN4 meeting, there is one NOTE text proposal as below, but not agreed in the end:


Firstly, this note text proposal is mostly leveraged from FR1 text in TS38.101-1, it would make FR1 and FR2 wording be well aligned. Secondly, the wording further clarify the applicability as “…the minimum requirements apply only… in the current version of this specification.”. In our understanding, it doesn’t preclude future possibility. For example, while the UEs claim “support simultaneous Tx/Rx”, the corresponding minimum requirements would be FFS. After above clarification, we think the current NOTE1 text proposal shall be agreeable.
Proposal: Add NOTE1 in Table 5.2A.2-1 (Inter-band CA operating bands in FR2) of TS38.101-2 as below:


3
Conclusion
Follow the agreements in WF and further clarification, we think below NOTE text proposal is agreeable:
Proposal: Add NOTE1 in Table 5.2A.2-1 (Inter-band CA operating bands in FR2) of TS38.101-2 as below:
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Issue 1: Whether or not mark current CA configurations as no support for SimultaneousRxTx operation.


Option 1: Agree to mark current CA configurations as no support for SimultaneousRxTx operation.


Option 2: Not agree to mark current CA configurations as no support for SimultaneousRxTx operation.


Agreements: Option 1 is agreeable.





Issue 2: If Option 1 above is accept, how to implement it in the TS38.101-2?


Method 1: Note for the combs (i.e. a note to be added in Table 5.2A.2-1: Inter-band CA operating bands in FR2)


Method 2: Descriptions for the requirements


Method 3: Other solutions are not precluded.


Agreements:  Method 1 is agreeable.





NOTE 1:     For UEs supporting inter-band CA operation in FR2, the minimum requirements apply only when there is non-simultaneous Rx/Tx operation between inter-band NR carriers in FR2 in the current version of this specification.
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