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1. Introduction
In last meeting, a way forward on NR FR1 RF enhancement was approved in [1]. The only open issue left is whether DL interruption is allowed for SUL related scenarios.
	Issue 1-1: R17 Tx switching scenarios need to be considered
· Option 1(China Telecom, Huawei, CMCC, Intel): 

· Consider the following Tx switching scenarios to specify DL interruption requirements:

· 2Tx-2Tx switching between two uplink carriers for TDD+FDD UL CA and TDD+TDD UL CA

· 1Tx-2Tx and 2Tx-2Tx switching between 1 carrier on band A and 2 contiguous aggregated carriers on band B for TDD+FDD UL CA and TDD+TDD UL CA

· In above two bullets, TDD+TDD UL CA is the scenario with different UL-DL configurations or interCA-NonAlignedFrame-r16

· FFS: No DL interruption for SUL related scenario 

· No DL interruption for sync TDD+TDD CA with the same UL-DL configuration and without interCA-NonAlignedFrame-r16


In this contribution, we discuss the left open issue and provide our views. 

2. Discussion
According to the agreed WF in RF session [2], the applicability of DL interruption, for SUL+TDD and TDD+FDD CA with the same UL-DL pattern, DL interruption is not required. The agreement was also already applied in Rel-16.
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So we propose to follow previous agreements: No DL interruption for SUL related scenario.
Proposal: No DL interruption for SUL related scenario.
3. Conclusion
In this contribution, we further discuss RRM requirements for DL interruption at UE switching between two uplink carriers and two uplink bands in Rel-17. The proposals are provided as follows:

Proposal: No DL interruption for SUL related scenario.
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* Applicability of DL interruption
~ Reuse the Rel-16agreement:
* ForSUL+TDDang TDD+TDD CA withthe same UL-DL pattern, DL
interruption isnot required.
- Forthe other duplex mode combinations, efine ifferent capabiltes for
UEs withend without DL interruption.
~ UE capabiity i defined as per band per band combination or each
band pair supporting UL Tx switching.



