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< Start of change 1>
6.x	Handover with PSCell
6.x.1	Introduction
This clause defines requirements for the delay within which the UE shall be able to perform inter-RAT or intra-RAT handover with PSCell. The handover with PSCell procedure is initiated with a RRC message that implies a handover with PSCell as described in TS 38.331 [2].
6.x.2	HO with PSCell from SA to EN-DC
The requirements in this clause are applicable to handover with PSCell from NR SA to EN-DC.
This clause defines requirements for the delay within which the UE shall be able to handover from NR cell to E-UTRAN cell and add NR PSCell in the meantime. 
When the UE receives a RRC message implying handover with PSCell, 
· The UE shall be ready to start the transmission of the new uplink PRACH channel of the target E-UTRAN PCell within Dhandover ms from the end of the last TTI containing the RRC command where Dhandover is specified in clause 6.1.2.1, and
· The UE shall be capable of transmitting PRACH preamble towards the target PSCell no later than specified in clause 7.31.2 of TS 36.133 [15].
6.x.3	HO with PSCell from EN-DC to EN-DC
The requirements in this clause are applicable to handover with PSCell from EN-DC to EN-DC.
This clause defines requirements for the delay within which the UE shall be able to handover from E-UTRAN cell to E-UTRAN cell and add NR PSCell in the meantime. 
When the UE receives a RRC message implying handover with PSCell, 
· The UE shall be ready to start the transmission of the new uplink PRACH channel of the target E-UTRAN PCell within Dhandover ms from the end of the last TTI containing the RRC command where Dhandover is specified in clause 5.1.2.2 ~ 5.1.2.4 of TS 36.133 [15], and
· The UE shall be capable of transmitting PRACH preamble towards the target PSCell no later than specified in clause 7.31.2 of TS 36.133 [15].
6.x.4	HO with PSCell from NE-DC to NE-DC
The requirements in this clause are applicable to handover with PSCell from NE-DC to NE-DC.
This clause defines requirements for the delay within which the UE shall be able to handover from NR cell to NR cell and add E-UTRAN PSCell in the meantime. 
When the UE receives a RRC message implying handover with PSCell, 
· The UE shall be ready to start the transmission of the new uplink PRACH channel of the target PCell within Dhandover ms from the end of the last TTI containing the RRC command where Dhandover is specified in clause 6.1.1, and
· The UE shall be capable of transmitting PRACH preamble towards the target E-UTRAN PSCell no later than specified in clause 8.8.2.
6.x.5	HO with PSCell from NR-DC to NR-DC
The requirements in this clause are applicable to handover with PSCell from NR-DC to NR-DC.
This clause defines requirements for the delay within which the UE shall be able to handover from NR cell to NR cell and add NR PSCell in the meantime. 
When the UE receives a RRC message implying handover with PSCell, 
· The UE shall be ready to start the transmission of the new uplink PRACH channel of the target PCell within Dhandover ms from the end of the last TTI containing the RRC command where Dhandover is specified in clause 6.1.1, and
· The UE shall be capable of transmitting PRACH preamble towards the target PSCell no later than specified in clause 8.9.2.
< End of change 1>
