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Background
This contribution provides text proposal on the LTE CA configuration CA_7A-38A-66A and CA_7A-38C-66A as defined in the revised WID [1].
Reference
[1]	RP-212192, “WID revision: Rel-17 LTE inter-band CA for 3 bands DL with 1 band UL”, Huawei, HiSilicon
Text Proposal
[bookmark: _Toc405202255]---Start of changes---
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[bookmark: _Toc528139549]5.x.1	Channel bandwidths per operating band for CA
Table 5.x.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_7A-38A-66Ax
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-38C-66Ax
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	38
	See CA_38C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	NOTE X:	UL carrier shall be supported in Band 66 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within [6dB].



[bookmark: _Toc528139551]5.x.2	∆TIB and ∆RIB values

Table 5.x.2-1: IB,c
	CA_7-38-66
	7
	0.5

	
	38
	[bookmark: OLE_LINK57]0.5

	
	66
	0.5


Table 5.x.2-2: R IB,c
	CA_7-38-66
	7
	0

	
	38
	0

	
	66
	0.2



[bookmark: _Toc528139552]5.x.3 	REFSENS requirements
There are no MSD requirements needed for CA_7A-38A-66A and CA_7A-38C-66A.
---End of changes---
