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Introduction
The WID for NR DC was updated in RAN #93 meeting. This contribution provides a TP for DC_7_n79 for TR 37.717-11-11. 
References
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][1]	RP-212096, “New WID on New WID on Dual Connectivity (DC) of 1 band LTE (1DL/1UL) and 1 NR band (1DL/1UL)”, CHTTL.
Text Proposal
<TP for TR 37.717-11-11>
[bookmark: _Toc494295560][bookmark: _Toc495923660][bookmark: _Toc500344913][bookmark: _Toc507677786][bookmark: _Toc512349564][bookmark: _Toc523348026][bookmark: _Toc494295578][bookmark: _Toc495923678][bookmark: _Toc500344931][bookmark: _Toc507677804][bookmark: _Toc512349582]6.1.x	DC_7_n79
[bookmark: _Toc494295562][bookmark: _Toc495923662][bookmark: _Toc500344915][bookmark: _Toc507677788][bookmark: _Toc512349566]6.1.x.1	Configuration for DC
Table 6.1.x.1-1:  Inter-band EN-DC configurations within FR1 (two bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)
	Single UL allowed

	DC_7A_n79A
	DC_7A_n79A
	No

	DC_7A_n79C
	DC_7A_n79A
	No



[bookmark: _Toc520808396]6.1.x.2	Maximum output power for DC
Table 6.1.x.2-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_7A_n79A
	23
	+2/-3



[bookmark: _Toc520808397]6.1.x.3	Spurious emission band UE co-existence for DC
Table 6.1.x.3-1: Spurious emissions for inter-band EN-DC of 1 LTE band + 1 NR band
	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_7_n79
	E-UTRA Band 1, 3, 5, 8, 28, 34, 40, 42, 65, 74
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	-
	2575
	+1.6
	5
	5, 6, 7

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	5, 6, 7

	
	Frequency range
	2595
	-
	2620
	-40
	1
	5, 6

	NOTE 5:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1, Table 6.6.3.1A-1 in TS 36.101 [4] or in Table 6.5.3.1-1 in TS 38.101-1 [2] from the edge of the channel bandwidth.
NOTE 6:	This requirement is applicable for any channel bandwidths within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE 7:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.
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For 2UL/2DL UE coexistence study 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.1.x.4-1.
Table 6.1.x.4-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	2500
	2570
	4400
	5000

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	5000
	5140
	8800
	10000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	7500
	7710
	13200
	15000

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	10000
	10280
	17600
	20000

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	12500
	12850
	22000
	25000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1830
	2500
	6900
	7570

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	0
	740
	6230
	7500

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	9400
	10140
	11300
	12570

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	2500
	3310
	10630
	12500

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	11900
	12710
	15700
	17570

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	5000
	3660
	13800
	15140

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	17500
	15030
	5880
	5000

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	10000
	8060
	1090
	2500

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	20100
	22570
	14400
	15280

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	18200
	20140
	16300
	17710



[bookmark: OLE_LINK46]IMD4 interference for DC_7_n79 may fall into DL frequency of band 7.
There is no harmonic issue for DC_7_n79.
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For DC_7_n79, TIB,c and RIB,c values will be the same as for DC_7_n78 in 38.101-3. The TIB,c and RIB,c values are given in the tables below.
Table 6.1.x.5-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_7_n79
	7
	0.5

	
	n79
	0.8

	.




Table 6.1.x.5-2: ΔRIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_7_n79
	7
	0

	
	n79
	0.5

	 



6.1.x.6	self-interference analysis
[bookmark: _Hlk4056379]Table 6.1.x.6-1: MSD test points for PCell due to dual uplink operation for EN-DC in NR FR1 (two bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC
Configuration
	EUTRA or NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_7_n79
	7
	2510
	5
	25
	2630
	8
	IMD4

	
	n79
	4900
	40
	216
	4900
	N/A
	N/A
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